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. Economical

. Simple Installation
. In-line Connection
. High Efficacy

EcoSpec® Linear HP EXT - is our low output, low profile exterior luminaire, ideal for a variety of
unique architectural applications that are exposed to harsh elements. The new glass lens
provides better protection against harsh environments and chemicals and the GORE® Vent

protects the internal system from moisture build up, prolonging the lifetime of the fixture. Patentpending

dimming technology dims down to 0% output power.

. Integral Driver / AC Power

e Dimmable: ELV (RP), 0-10V

o Dimming at 120V, 220V, and 277V
. Dimming down to 0%

. Glass Lens

PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12” 48”
2700K 120°x120° 508 Im/LF 2,032 Im 70.9Im/W
3000K 120°x120° 511 Im/LF 2,044 Im 71.11m/W
3500K 120°x120° 566 Im/LF 2,264 Im 78.9Im/W
4000K 120°x120° 561 Im/LF 2,244 Im 78.1Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000 hours @ 25°C*
* Calculations for LED fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption TWILF Typical (The Typical input power range allows for a +/-10% variation of all components)
8W/LF Maximum (All fixtures are labelled with Maximum wattage)
Max Fixture Run Length 85’ (25m) @120VAC; 125’ (37m) @220VAC ; 125 (37m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-240VAC, 277VAC, 50/60 Hz (all voltages)
Driver Integral to Fixture; De-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -40°F to 122°F (-40°C to 50°C)
Operating Temperature -40°F to 122°F (-40°C to 50°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse Phase, Trailing Edge
220-240VAC ELV type, Reverse Phase, Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming Control Module (LDCM)
PHYSICAL Dimensions W 1.93” x H 1.97” x L 127/48”; (49mm x 50.1mm x 308mm/1,219mm)

Housing / Lens

Weight
Connectors
Environment
Beam Angle
Mounting Options:

Extruded Aluminium; Tempered Glass; Stainless Steel Fasteners

Metal Endcaps with Plastic/Rubber Overmold for Cable Assembly

1.98 Ibs. / 0.9 kg (1ft), 7.28Ibs. / 3.3kg (4ft)

Integral Male/ Female 3 Pin Connectors on Pigtail Cable Assembly, IP66 Rated
Outdoor; CE Certified IP66 / ETL Certified for Wet Locations

Clear Glass: 120°x 120°

Exterior Fixed and Adjustable Hinge Brackets

FIXTURE RATING &
CERTIFICATIONS

CE, ENEC, C-Tick Certified, CCC
ETL Certified
RoHS Compliant

@. ce ¢

Intertek

RoHS

COMPLIANT

LIMITED WARRANTY

5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

EcoSense Lighting Inc.
915 Wilshire Boulevard

Suite 2175

Los Angeles, CA 90017

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

Specifications subject to change without notice. Visit

EcoSenseLighting.com for the most current specifications.
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EcoSpec® Linear HP EXT - Low Power
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ORDERING % e toorosriats e o fonm e procct code. oo
HPES / HPEL | - - - - 120
MODEL LENGTH COLOR VOLTAGE OPTIC
HPES # 12-12’ 27 - 2700K 120 - 100-120VAC 120 - 120° x 120°
HPEL 48 - 48 30 - 3000K 220 - 220-240VAC
35 - 3500K 277 - 277VAC*
40 - 4000K

EXAMPLE:

HPES*-12-27-120 -120 (*High Power Exterior Standard Power)

HPEL* -12-27-120 -120 (*High Power Exterior Low Power)

# See Linear HP EXT Standard Power Spec Sheet for more details

Wiring Options

*EXT Leader Cable, 3 Pin, 10ft, 110V EXT3P-A-LDR-120-10

EXT Leader Cable, 3 Pin, 10ft, 220V EXT3P-A-LDR-220-10

EXT Jumper Cable, 3 Pin, 5ft, 110V EXT3P-A-JMP-120-05

EXT Jumper Cable, 3 Pin, 5ft, 220V EXT3P-A-JMP-220-05

EXT Jumper Cable, 3 Pin, 1ft, 110V EXT3P-A-JMP-120-01

EXT Jumper Cable, 3 Pin, 1ft, 220V EXT3P-A-JMP-220-01

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite end. Leader / Jumper cables are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options

100-120VAC / 277VAC Linear Dimming Control Module 0-10V

LDCM-120-277-010V-GR

100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated

LDCM-PL-120-277-010V-GR

Mounting Options

Flat Mounting Bracket, Exterior Cove EXT-A-MNT-FLAT

Included Standard with each product length

Hinge Bracket, Exterior Cove EXT-A-MNT-ADJ

Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length

Safety Bracket, Exterior Cove (Optional) EXT-A-MNT-SAFT

Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

EcoSense Lighting Inc.
915 Wilshire Boulevard
Suite 2175

Los Angeles, CA 90017

2014 All rights reserved.
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EcoSpec® Linear HP EXT - Low Power

For complete dimensions and submittal drawings, please visit:

D I M E N S I o ecosenselighting.com
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Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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DISTRIBUTIONS

120° HPEL-XX-XX-XXX-120 120°
120° x 120°

60° 60°

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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E C S E N S E® New Linear Series

EcoSpec® Linear HP EXT - Low Power

For complete library of IES files, please visit: o o
ecosenselighting.com 120 X 120

0 225 45 67.5 90 A
LINEAR HP EXT - LP (HPEL) 1881 | 1882 | 1881 | 1881 | 188 | CUn—giThatsesre 515
2700K/1120°X'120 1882 | 1883 | 1881 | 187.8 | 187.7
Total Rated Fixture Lumens 508 182.6 183 182.4 182 181.6 6.562¢¢ 1.423,4.371fc 17.82F¢t
Total Luminaire Efficiency 100% 6955 1707 699 G512 (678 e e
149.6 151.2 151.7 150 148
Total Input Watts 7.16W 124 1278 126.4 1235 122 9.843ft | 0.6326,1.943fc 26.75¢¢t
: £ : 3m [ 6.809,20.911 815. 20cm
Horizontal Beam Angle (50%) 107.4 94 95.7 95.1 93.2 92.1 *
Vertical Beam Angle (50%) 107.4 g;z g:; 3343 2?328 1(;16 13.12ft | 0.3558,1.093fc 35.66£t
! d ; ! ! 4m ~830,11.761x 1086. 94cm
i i o
Horizontal Field Angle (10%) 160.8 75 21 0.9 05 03
Vertical Field Angle (10%) 151.9 0 0 0 0 0 16.4ft | 0.2277,0.6993fc 44.58£¢t
5m [~ 2.451,7.5281x 1358. 67cm
Height  Eavg,Emax ZAngle:107.29deg Diameter
9 22 8 ST =0 3.281f¢t 6.050,17. 83f 8.617ft
. . .83fc .
LINEAR HPﬂEXT-!-P (HPEL) 191.7 191.5 191.7 191.6 191.7 Im [ 65.12,191.91x 262. 65cm
SO00 200120 1901 | 1899 | 190 | 189.8 | 190.1
Total Rated Fixture Lumens 511 180.9 181.1 181.2 181.2 182.1 6.562ft | 1.513,4.456fc 17.23ft
! 2 ~28,47. 525. 25
O Total Luminaire Efficiency 100% 164.9 164.4 1644 165.8 166.2 n| e AT “
141.6 141.3 142.2 142.9 143
o Total Input Watts 7.19W 13.9 14 133 134 1146 9.843ft | 0.6722,1.981¢c 25.85ft
E E : d 3m [ 7.236,21.321x 787. 9dcm
(@) Horizontal Beam Angle (50%) 105.9 846 | 834 | 832 84 86.4
( ) Vertical Beam Angle (50%) 105.6 55.2 56 56.9 56.8 58.5 13.12ft | 0.3781,1.114fc 34.47Ft
30.1 31 31 20.7 28 4m [ 4.070,11.991x 1050. 58cm
Horizontal Field Angle (10% 160.6
gle (10%) 6 45 i 0.6 05
Vertical Field Angle (10%) 156.5 0 0 0 0 0 16.4£t | 0.2420,0.7130fc 43.08ft
5m [ 2.605,7.6751x 1313.23cm
IES Direction Height Eavg, Emax Angle:105.42deg Diameter
180°
. 0 225 45 67.5 90
3.281Ft | 6.148,19.18% 9.15¢F¢
WA GP I = LI 0 | 2056 | 2059 | 2053 | 2056 | 205.6 In | 66.17,206. 51x 278 §9cm
SIS A 2049 | 2049 | 2041 | 2039 | 2038
: : Total Rated Fixture Lumens 566 90° 90° | 15| 1984 197.1 195.9 194.9 194.4 6.562ft | 1.537,4.795fc 18.3ft
O Total Luminaire Efficiency 100% 25| 1842 183.1 180.3 178.1 177.2 | rEs e 57 7oem
T — i 35| 161.8 160.1 157.5 155 154
o SRS : 0 oo |45| 1336 [ 1335 | 1288 [ 1266 [ 1263 | *-#435t | 0.0630.2.130cc Sl lort
LO Horizontal Beam Angle (50%) 108.9 3 o 55| 101.6 100 97.2 96.9 96.6
Vertical Beam Angle (50%) 109 b 6D i 577 9 2 13.12¢t | 0.3842,1.199fc 36. 65t
Horizontal Field Angle (10%) 1615 50 Qo 75 37.3 39 38.2 35.4 26.8 4m [ 4.136,12.90Ix 115.57cm
orizontal Field Angle d
g 2 d 85| 10 93 22 13 0.8
Vertical Field Angle (10%) 151.9 90 0 0 0 0 0 16.4f¢t | 0.2459,0.7672fc 45.75¢¢
30° 0° 30° 5m| 2.647,8.2581x 1394.47cm
IES Direction Height Eavg, Emax Angle:108.71deg Diameter
0 225 45 67.5 90 A
LINEAR HP EXT - LP (HPEL) 2107 | 21| 2106 | 2108 | 2106 | > —Si%heiiie 265 50
GOO0RUAT2 058120 20941 | 209 | 2083 | 207.9 | 2083
: : Total Rated Fixture Lumens 561 S 199.5 198.8 197.5 197.4 198.3 6.562£t | 1.669,4.905fc 17.41f¢
o Total Luminaire Efficiency 100% 7/ ///"\\\\ \§ 6210 502 92 2.5 S0 ? G 530-a6en
/// 5Y “\%}\‘ 1568 | 1551 | 1549 | 153.7 | 154.9
o Total Input Watts 7.2W “ \ ‘\ 126.4 126 1236 1232 1243 | 9.843ft| 0.7418,2.180fc 26.12Ft
3m [ 7.985,23.461 795. 99
O Horizontal Beam Angle (50%) 106.3 ( “ii\‘\‘ 94.1 925 91.2 91.3 932 ’ * -
d i 61.5 62.8 62.5 61.9 62.9
Vertical Beam Angle (50%) 106.1 “y = q ‘ 13.12¢t | 0.4173,1.226fc 34.82¢t
S —r—— b, X\ ' ‘ /) 332 | 344 | 339 | 805 | 204 m [T 9T 15 50T% 051 55em
e N X 7.4 54 13 0.7 05
Vertical Field Angle (10%) 150.9 Soo = 0 - 300 0 0 0 0 0 16.4£t | 0.2670,0.7847fc 43.53¢t
o 5m ~874,8.4471x 1326. 6dcm
IES Direction Height  Eavg,Emax Angle:105.98deq Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com
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A Program of the U.S. DOE

Light Output (Lumens) 508
Watts 7.16
Lumens per Watt (Efficacy) 70
Color Accuracy 85

Color Rendering Index (CRI)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K 6500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-UDMDP2 (5/28/2014)
Model Number: HPEL-12-27-120-120

Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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