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ANGLE 1
FRACTION 1/64"

.XX .01"/.25MM

.XXX .005"/.15MM

DIMENSIONS IN
INCHES/MM

UNLESS OTHERWISE SPECIFIED
DRAWN

CHECKED

MATERIAL

FINISH

ITEM NO. PART NUMBER DESCRIPTION  QTY

1 BUL-S-XX-XXX-XX-XX-11 EcoSpec FLOODLIGHT BULLET MINI 1PC

2 BUL-S-LSD-XX (-20/-30/-40/-60/-80/-10x60/-30x60) ACCESSORY: OPTICAL FILM LENS (LSD) 1PC
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----
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EcoSpec
FLOODLIGHT BULLET MINI

EcoSpec Floodlight Bullet Mini Spec Drawing

130º VERTICAL AIMING
STANDARD 90º CAP
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ACCESSORY CANOPY INCLUDED STANDARD UNIT WITH CE PRODUCT ONLY
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THIRD ANGLE PROJECTION

INTERPRET ACCORDING TO ASME Y14.5

ANGLE 1
FRACTION 1/64"
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DRAWN
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MATERIAL

FINISH

ITEM NO. PART NUMBER DESCRIPTION  QTY

1 BUL-S-XX-XXX-XX-XX-11 EcoSpec FLOODLIGHT BULLET MINI 1PC

2 BUL-S-45S-XX (-BK/-BZ/-WH) ACCESSORY 45° SNOOT (BLACK/WHITE/BRONZE) 1PC
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130º VERTICAL AIMING
ACCESSORY 45º ANGLED SNOOT
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PROPRIETARY AND CONFIDENTIAL

THIRD ANGLE PROJECTION

INTERPRET ACCORDING TO ASME Y14.5

ANGLE 1
FRACTION 1/64"

.XX .01"/.25MM

.XXX .005"/.15MM

DIMENSIONS IN
INCHES/MM

UNLESS OTHERWISE SPECIFIED
DRAWN

CHECKED

MATERIAL

FINISH

ITEM NO. PART NUMBER DESCRIPTION  QTY

1 BUL-S-XX-XXX-XX-XX-11 EcoSpec FLOODLIGHT BULLET MINI 1PC

2 BUL-S-90S-XX (-BK/-BZ/-WH) ACCESSORY 90° FULL SNOOT 1PC
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EcoSpec Floodlight Bullet Mini Spec Drawing
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ACCESSORY 90º FULL SNOOT
130º VERTICAL AIMING
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