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EXAMPLE: HPES-12-30-120-120

----

LENGTH VOLTAGE OPTICCOLOR

ORDERING INFORMATION

(220-240VAC)220
(277VAC)277

120 (100-120VAC)
48

27 (2700K)

(3000K)30(4'-0")

(1'-0")12

35 (3500K)

40 (4000K)

ITEM NO. PART NUMBER DESCRIPTION  QTY

1 HPES/HPEL-XX-XX-XXX-120 EcoSpec LINEAR HP EXT FIXTURE 1PC

2 1-2PC

21-MAY-14

21-MAY-14ECOSENSE LIGHTING, INC.
915 WILSHIRE BOULEVARD

SUITE 2175
LOS ANGELES, CA 90017

TEL: 855.632.6736 FAX: 310.496.6256
INFO@ECOSENSELIGHTING.COM
WWW.ECOSENSELIGHTING.COM

EXT-A-MNT-FLAT FLAT MOUNTING PLATE, EXTERIOR COVE (INCLUDED)
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ITEM NO. PART NUMBER DESCRIPTION  QTY

1 HPES/HPEL-XX-XX-XXX-120 EcoSpec LINEAR HP EXT FIXTURE 1PC

2 EXT-A-MNT-ADJ ADJUSTABLE BRACKET, LINEAR WW EXT 1-2PC

21-MAY-14

21-MAY-14ECOSENSE LIGHTING, INC.
915 WILSHIRE BOULEVARD

SUITE 2175
LOS ANGELES, CA 90017

TEL: 855.632.6736 FAX: 310.496.6256
INFO@ECOSENSELIGHTING.COM
WWW.ECOSENSELIGHTING.COM
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