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MODEL

TYP48.0
[1219.2]
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[304.8]

1FT FIXTURE = 1 CLIP
4FT FIXTURE = 2 CLIPS

FLAT MOUNTING PLATE

ITEM NO. PART NUMBER DESCRIPTION  QTY

1 10LC-XX-XX-XXX-XX EcoSpec LINEAR HP INT WALL WASH FIXTURE 1PC

2 10-A-MNT-FLAT FLAT MOUNTING PLATE 1-2PC

LINEAR HP INT WALL WASH - SPEC
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10LC

EXAMPLE: 10LC-12-30-120-6

----

LENGTH VOLTAGE OPTICCOLOR

ORDERING INFORMATION

(6 x 6 )6
(220-240VAC)220
(277VAC)277

120 (100-120VAC)
48

27 (2700K)

(3000K)30(4'-0") 10 (10 x 60 )

(1'-0")12

30 (30 x 60 )

17 (17 x 35 )(3500K)*35

40 (4000K)

60 (60 x 60 )

* 3500K not available for CE (220-240VAC), 
consult EcoSense Sales 
Representative for information.
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ADJUSTABLE HINGED CLIP

1FT FIXTURE = 1 CLIP
4FT FIXTURE = 2 CLIPS

ITEM NO. PART NUMBER DESCRIPTION  QTY

1 10LC-XX-XX-XXX-XX EcoSpec LINEAR HP INT WALL WASH FIXTURE 1PC

2 10-A-MNT-ADJ ADJUSTABLE HINGED CLIPS 1-2PC

LINEAR HP INT WALL WASH - SPEC
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