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ITEM NO. PART NUMBER DESCRIPTION  QTY

1 04LC-XX-XX-XXX-120 EcoSpec LINEAR INT FIXTURE 1PC

2 04-A-MNT-STA FIXED MOUNTING CLIPS (INCLUDED) 2PC
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ITEM NO. PART NUMBER DESCRIPTION  QTY

1 04LC-XX-XX-XXX-120 EcoSpec LINEAR INT FIXTURE 1PC

2 04-A-MNT-STA FIXED MOUNTING CLIPS (INCLUDED) 2PC

3 04-A-MNT-TRK-4 MOUNTING TRACK (4’-0” LENGTH) 1PC
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ITEM NO. PART NUMBER DESCRIPTION  QTY

1 04LC-XX-XX-XXX-120 EcoSpec LINEAR INT FIXTURE 1PC

2 04-A-MNT-ADJ ADJUSTABLE MOUNTING CLIPS 2PC
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ITEM NO. PART NUMBER DESCRIPTION  QTY

1 04LC-XX-XX-XXX-120 EcoSpec LINEAR INT FIXTURE 1PC

2 04-A-MNT-ADJ ADJUSTABLE MOUNTING CLIPS 2PC

3 04-A-MNT-TRK-4 MOUNTING TRACK (4’-0” LENGTH) 1PC

Linear INT- SPEC
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1 04LC-XX-XX-XXX-120 EcoSpec LINEAR INT FIXTURE 1PC
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ITEM NO. PART NUMBER DESCRIPTION  QTY

1 04LC-XX-XX-XXX-120 EcoSpec LINEAR INT FIXTURE 1PC

2 04-A-MNT-LP FIXED LOW PROFILE UNDERCABINET CLIP 1PC
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