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SLIM COVE DIM FROSTED LENSES ARE USED TO DIFFUSE

LIGHT FOR APPLICATIONS WHERE THE FIXTURE IS

VISIBLE. FROSTED LENSES CUT DOWN ON GLARE AND

SOFTENS THE LIGHT.

FEATURES :

• 12” AND 48” OPTIONS AVAILABLE

• 20% DIFFUSION

• EASY SNAP ON. NO TOOLS REQUIRED.

• CAN BE INSTALLED AFTER FIXTURE INSTALLATION

SCD FROSTED LENS INSTALLED ON FIXTURE SCD FROSTED LENS

PHYSICAL DIMENSIONS W 1.08” x H 0.73” x L 12”/48” ; (27.5mm x 18.5mm x 304mm/1201mm)

 MATERIAL POLYCARBONATE

 DIFFUSION 20%

LIMITED WARRANTY 5 YEARS

PART NUMBER DESCRIPTION
 
SCD-A-FRLS-12 SLIM COVE DIM, SNAP ON FROSTED LENS, 12 INCH

SCD-A-FRLS-48 SLIM COVE DIM, SNAP ON FROSTED LENS, 48 INCH

ORDERING

[18.5 mm]
0.73 in

[Ø27.5 mm]
Ø1.08 in

[18.5 mm]
0.73 in

[Ø27.5 mm]
Ø1.08 in
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