
RISE TREE MOUNT

TREE MOUNT BOX WITH STRAP IS USED FOR TREE 

MOUNTING LIGHTING APPLICATIONS. 

 

FEATURES :

• STAINLESS STEEL, HEAVY DUTY

• ALLOWS FOR EASY INSTALLATION AND ADJUSTMENT

• MILITARY GRADE NYLON STRAP

• OLIVE GREEN STRAP

• TEXTURED BRONZE JUNCTION BOX

• 72” FOR 21” DIAMETER TREES

• 1” WIDE NYLON STRAP

• COMPATIBLE WITH RISE F080 SINGLE, F080 DUO,  

   F080 QUAD AND RISE F170 SINGLE HEAD. NOT FOR  

   USE WITH F170 OR F380 MULTI-HEAD    

   FIXTURE UNITS

• CSA TESTED AND CERTIFIED TO US AND CANADIAN 

 SAFETY STANDARDS FOR WET LOCATION 

 LANDSCAPE USE

Cast Aluminum
Junction Box

Stainless Steel 
Ratchet Buckle

Strap Hook

Single Mount Hole Option
Cast Aluminum Box Cover

Note: Actual boxes and covers may 
be slightly different than shown.

Nylon Strap
72” fits up to Ø21" trees 

PART NUMBER

RISE-TMS-TB-VIS3 

DESCRIPTION

TREE MOUNT WITH STRAP FOR TREE MOUNTED LIGHTING APPLICATIONS (TEXTURED BRONZE) 
(FOR USE WITH RISE F080 AND RISE F170 SINGLE HEAD ONLY, NOT FOR USE WITH MULTI-HEAD 
FIXTURE UNITS)

ORDERING

PHYSICAL	 DIMENSIONS	 STRAP 1” (25.4mm) WIDE x 72” (1830mm) LONG FOR 21” (533mm) DIAMETER TREE	

	 FINISH	 STRAP: OLIVE GREEN; HARDWARE: TEXTURED BRONZE 

DATE P ROJ EC T FI R M T Y PE

RISE™

P •	 310.496 . 6255
F •	 310.496 . 6256
T •	 855.632.6736
	 855.6 . ECOSEN

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.  
VISIT ECOSENSELIGHTING.COM FOR THE MOST CURRENT 
SPECIFICATIONS.
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