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SLIM COVE DIM MOUNTING TRACK IS USED WHEN THE 

MOUNTING NEEDS TO BE DONE BEFORE THE FIXTURES 

ARE INSTALLED. THE TRACK CAN BE SCREWED INTO 

PLACE BEFORE THE SPACE IS FINISHED. PAINTING AND 

PLASTERING CAN BE DONE WITH THE TRACK 

INSTALLED. THE FIXTURE MOUNTING CLIPS ARE 

TWISTED AND LOCKED INTO THE TRACK AND THEN THE 

FIXTURE IS SNAPPED ON TO THE CLIPS MAKING FINAL 

INSTALLATION EASIER.

FEATURES :

•	 48” LENGTHS CAN BE FIELD CUT TO SIZE

MOUNTING TRACK AND FIXTURE MOUNTING TRACK

PHYSICAL	 DIMENSIONS	 W 1.58” x H 0.23” x L 48” ; (40.20mm x 5.75mm x 1201mm) APPROX

	 MATERIAL	 POLYCARBONATE

LIMITED WARRANTY	 5 YEARS

MOUNTING TRACK IS FIELD CUTABLE. IF SHORTER LENGTHS ARE NEED ORDER THE 48 INCH TRACK AND CUT IT IN THE FIELD.

PART NUMBER	 DESCRIPTION
 
SCD-A-MNT-TRK-48	 SLIM COVE DIM MOUNTING TRACK, 48 INCH, WHITE

ORDERING

DETAIL

0.23in
5.75mm

0.23in
5.75mm
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