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OVERVIEW « SPECIFICATIONS DRIVER
DATE PROJECT FIRM TYPE

MODEL SCIs

Type CONTANT CURRENT

Dimming NOT DIMMABLE

Dimming Range
Input Voltage
Frequency
Power Factor
Input Current (A)
Lifetime

Inrush Current

Output Power/ Foot

THD %

NOT DIMMABLE
100-120VAC
50Hz - 60Hz
48IN > 0.35, 12IN >0.35, 6IN >0.25
48IN 0.13A, 12IN 0.033A, 6IN 0.016 A
50,000
48IN 5.1A, 12IN 2.51A, 6IN 2.11A

AW/ft

48IN 52.4A,12IN 51%, 6IN 39%
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ECOSENSE LIGHTING INC.
837 NORTH SPRING STREET
SUITE 103

LOS ANGELES, CA 90012

P+ 310.496.6255

F+ 310.496.6256

T+ 855.632.6736
855.6.ECOSEN

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.
VISIT ECOSENSELIGHTING.COM FOR THE MOST CURRENT SPECIFICATIONS.
OR A LIST OF PATENTS VISIT ECOSENSEUGHT\NG COM/IP-PORTFOLIO/
©2017 ECOSENSE L\GHT\NG INC. ALL RIGHTS RESERVED. ECOSENSE, THE
ECOSENSE L( OV AND ECOSPEC ARE REGISTERED TRADEMARKS
OF ECOSENSE UGHT\NG \NC
RISE™, SLIM COVE™, FREEDOM TO CREATE™, MACRO™, FLIP-TO-FLAT™ ARE
TRADEMARKS OF ECOSENSE LIGHTING INC
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