TROV Flex

DRIVER DIMENSIONS | TROV FLEX

OVERVIEW « SPECIFICATIONS « ORDERING
DATE PROJECT FIRM ‘TYPE
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INTERNATIONAL ELECTRONIC DRIVER WITHOUT ENCLOSURE- PWM (120W)
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.
ECOSENSE LIGHTING INC. P+ 310.496.6255 VISIT ECOSENSELIGHTING.COM FOR THE MOST CURRENT SPECIFICATIONS
FOR A LIST OF PATENTS VISIT ECOSENSELIGHTING.COM/IP-PORTFOLIO/

: 837 NORTH SPRING STREET F e+ 310.496.6256
SUITE 103 T+ 855.632.6736
855.6.ECOSEN

LOS ANGELES, CA 90012

©2019 ECOSENSE LIGHTING INC. ALL RIGHTS RESERVED. ECOSENSE, THE
ECOSENSE LOGO, TRoV, TROV AND ECOSPEC ARE REGISTERED TRADEMARKS

OF ECOSENSE LIGHTING INC
RISE™, SLIM COVE™, FREEDOM TO CREATE™, MACRO™, FLIP-TO-FLAT™ ARE
TRADEMARKS OF ECOSENSE LIGHTING INC
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