
PA R T  N U M B E R  			   D E S C R I P T I O N
L 0 9 - A - C B L C V R - 1 0 X 1 0 		  Tr o v  F l e x  L 0 9 ,  E x t e r i o r  C a b l e  C o v e r  f o r  1 0 x 1 0
L 0 9 - A - C B L C V R - 1 5 x 4 0 		  Tr o v  F l e x  L 0 9 ,  E x t e r i o r  C a b l e  C o v e r  f o r  1 5 x 4 0
L 0 9 - A - C B L C V R - A S Y M 		  Tr o v  F l e x  L 0 9 ,  E x t e r i o r  C a b l e  C o v e r  f o r  A S Y M
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1 0 X 1 0 	 1 5 X 4 0

T R O V  F L E X  C A B L E  C O V E R S

A S Y M

1/1

20230112

P •	 310.496 . 6255
F •	 310.496 . 6256
T •	 855.632.6736
	 855.6 . ECOSEN

ECOSENSE LIGHTING INC.
837 NORTH SPRING STREET 
SUITE 103 
LOS ANGELES, CA 90012 
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RISE™, SLIM COVE™, FREEDOM TO CREATE™, MACRO™, FLIP-TO-FLAT™ ARE 
TRADEMARKS OF ECOSENSE LIGHTING INC.

OVERVIEW • SPECIFICATIONS • ORDERING EXTERIOR | CABLE COVERS

DATE PROJECT FIRM TYPE

T ROV ® F l ex

TROV FLEX CABLE COVERS PROVIDE A WATERPROOF SEAL 

FOR FLEX ACCESSORY CABLES. ONCE THE CONNECTOR IS 

INSTALLED INTO TROV FLEX THE CABLE COVERS ARE INSTALLED 

OVER THE CONNECTION. NON HARDENING DIELECTRIC SILICONE 

GREASE INSIDE THE CABLE COVERS PREVENTS WATER INGRESS 

INTO THE ELECTRICAL CONNECTION. CABLE COVERS ARE 

SPECIFIC FOR EACH OPTIC. ONE CABLE COVER IS NEEDED 

PER AVX CONNECTOR.

 

F E AT U R E S :

• IP66 RATED

• PRE-APPLIED SILICONE GREASE FOR EASY INSTALLATION

LIMITED WARRANTY

NOTE: Cable Covers will not fit inside extrusions, but they can sit outside the end of the extrusions. 

5 YEARS
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