
EcoSense Lighting Fixtures must be 
installed by a qualified electrician.

EcoSense Lighting, Inc. is not 
responsible if its fixtures are not 

installed in accordance with all national and 
local safety standards.

INCLUDED IN BOX

L-Bracket
Installation Guide 

NOTE

• 1ft and 4ft Fixtures Require two L-Brackets. The L-bracket works the same with L35 and L50.

INSTALL THE FIXTURES / Installez le Calendrier / 安装灯具 Ensure power is OFF
Assurez que la puissance est sur OFF / 确保电源关闭

Step 2: Mount FAB to surface.
• Use the #8 screws (2 included per FAB)

Step 1: Mount Fixture to L-Brackets

• Use the #6-32 screws (2 included per L-Brackets)

Step 3: Turn adjustment screw to change the angle of the fixture
• Adjusts angle from 1˚ to 15˚

• If a greater angle is required, rotate the fixture optical housing. Each  Click’ represents 15˚’

INSTALLATION GUIDE ACCESSORIES  |  L-Bracket

#6-32X0.25'', Truss Head Phillips Screw (included)

L-Bracket
/ équerres en L

#6 Flat Head Screw (not included)
/ #6 Vis à tête plate (Non inclus)

#6-32X0.25'', Truss Head Phillips Screw (included)

L-Bracket
/ équerres en L

#6 Flat Head Screw (not included)
/ #6 Vis à tête plate (Non inclus)

ECOSENSE LIGHTING INC.
915 WILSHIRE BLVD
SUITE 2175
LOS ANGELES, CA  90017

P •	 310.496 . 6255
F •	 310.496 . 6256
T •	 855.632.6736
	 855.6 . ECOSEN
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