
ECOSENSELIGHTING.COM
EcoSense Lighting Inc.
915 Wilshire Boulevard
Suite 2175
Los Angeles, CA 90017

Specifications subject to change without notice. Visit 
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved. 
EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc. 
SPEC-LANDSCAPE-MOUNTING-STAKE-20141204-V1

Phone	 310-496-6255
Fax	 310-496-6256
Toll Free	 855-632-6736

855-6-ECOSEN

1

DATE 

PROJ.

FIRM 

TYPE 

EcoSpec®  Landscape Mounting Stake

New Linear Series

OVERVIEW / SPECIFICATION

PHYSICAL Material(s) Aluminum

Finish Electrostatic Powder Coat - Black

ORDERING Choose the option that best suits your needs and write its corresponding 
code on the appropriate line to form the product code

06 - A - STK - - 1 - BK

MODEL VERSION FINISH
Landscape Mounting Stake  CE  BK - Black

 UL

EXAMPLE: 06-A-STK-CE-1-BK 

06-A-STK-UL-1-BK

The EcoSpec Landscape Mounting Stake is a durable stake used to mount the Floodlight Bullet, Floodlight Bullet Mini, or Landscape Mini Flood 
directly into the ground. The Landscape Mounting Stake comes with a built in wire splicing compartment, that is liquid tight, and a cord and plug. The 
cord and plug can be removed for direct conduit connections making this accessory versatile for exterior landscape applications.
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DIMENSIONS For complete dimensions and submittal drawings, please visit: 
ecosenselighting.com
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