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EcoSpec® Linear INT / Linear HP INT - Frosted Lens Accessory

New Linear Series

OVERVIEW / SPECIFICATION

PHYSICAL Material(s) PC Extrusion

Finish Gross White 

Lengths 12” (306mm) / 48” (1221mm)

PERFORMANCE Light Loss 20% (LCI) / 21% (HPI)

ORDERING Choose the option that best suits your needs and write its corresponding 
code on the appropriate line to form the product code

LCI / HPI - A - FRLS - 12

MODEL LENGTH
LCI - Linear INT 12 - 12”

      HPI - Linear HP INT 48 - 48”

EXAMPLE: LCI* - A - FRLS - 12   (*Linear Cove Interior)
HPI* - A - FRLS - 12   (*High Power Interior)

HPI - Linear HP INTLCI - Linear INT

The EcoSpec® Linear Frosted Lens accessory is a snap-on diffused lens that provides a soft effect. It snaps easily onto the Linear INT or Linear HP INT 
products, either before or after installation, for quick infield design changes. The lens is ideal for applications where the fixture is visible and LED glare 
needs to be reduced
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EcoSpec® Linear INT / Linear HP INT - Frosted Lens Accessory 

New Linear Series

DIMENSIONS For complete dimensions and submittal drawings, please visit: 
ecosenselighting.com

Frosted Lens Accessory - Linear HP INT 

Frosted Lens Accessory - Linear INT 
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