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New Linear Series

PROJ.

EcoSpec® Linear HP EXT Conduit Connection -standard Power ~ Firm

. Economical

. Simple Installation

. Direct Conduit Connection

. In-line and Conduit Connection
. High Efficacy

EcoSpec® Linear HP EXT Conduit Connection- is our high output, low profile exterior luminaire, ideal * Integral Driver / AC Power
for a variety of unique architectural applications that are exposed to harsh elements and require a *  Dimmable: ELV (RP), 0-10V
direct conduit connection, eliminating the need for leader cables. The new glass lens provides better e Dimming at 120V, 220V, and 277V
protection against harsh environments and chemicals and the GORE® Vent protects the internal system e Dimming down to 0%
from moisture build up, prolonging the lifetime of the fixture. Patent-pending dimming technology dims ° Glass Lens
down to 0% output power.
PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12” 48”
2700K 120°x120° 709 Im/LF 2,836 Im 64.9Im/W
3000K 120°x120° 725 Im/LF 2,900 Im 65.2Im/W
3500K 120°x120° 801 Im/LF  3,204Im  72.9Im/W
4000K 120°x120° 823 Im/LF  3,292Im  74.9Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000 hours @ 25°C*
* Calculations for LED fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption 1AWI/LF Typical (The Typical input power range allows for a +/-10% variation of all components)
12W/LF Maximum (All fixtures are labelled with Maximum wattage)
Max Fixture Run Length 55' (16m) @120VAC; 125'(87m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 277VAC, 50/60 Hz (all voltages)
Driver Integral to Fixture§ De-rated/Power and Synchronous Start-up at Full Brightness
Startup Temperature -40°F to 122°F (-40°C tao60°C)
Operating Temperature -40°F to 122°F (-40°C to 50°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse PhasegTrailing Edge

277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear'Dimming Céntrol Madule (LDCM)

PHYSICAL Dimensions W 1.93” x H 1.97” x L 127/48”; (49mm x 50wtmim x 308mm/1,219mm)
Housing / Lens Extruded Aluminium; Clear Polycarbonate; Stainless Steel Fasteners
Metal Endcaps with Plastic for Conduit parts
Weight 2.3 Ibs. / 1.05 kg (1ft), 8.6lbs. / 3.9kg (4ft)
Connectors Integral Male/ Female 3 Pin Connectors on Pigtail Cable Assembly, IP66 Rated
2LF Lead wires for 1LF fixture, 10LF Lead wires for 4LF fixture,
Environment Outdoor, ETL Certified for Wet Locations
Beam Angle Clear Glass: 120°x 120°
Mounting Options: Flat Mounting Brackets, Hinge Brackets and Safety Brackets
FIXTURE RATING & ETL Certified
CERTIFICATIONS RoHS Compliant 6“, ~—
SI¥=  RaoHS
COMPLIANT
Intertek
LIMITED WARRANTY 5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative
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EcoSpec® Linear HP EXT Conduit Connection - standard Power

ORDERING 55 i Sovcoriate e t fom he mrodutoode. 0o
HPES-CC /

HPEL-CC |~ ' ' i 120
MODEL LENGTH COLOR VOLTAGE OPTIC
HPES-CC 12 - 12 27 - 2700K 120 - 100-120VAC 120 - 120° x 120°
HPEL-CC*# 48 48’ 30 - 3000K 277 - 277VAC**

HPES-CM 35 - 3500K

HPEL-CM*# 40 - 4000K

HPES-CF

HPEL-CF*

EXAMPLE: HPES-CC* - 12 -27 -120 4120 (“High Power Exterior Standard Power - Conduit Connection)

HPES-CM* -12 -27 -120-120 (*High Power Exterior Standard Power - Conduit + Male Connector)
HPES-CF*-12 -27 -120 - 120 (*High Power Exterior Standard Power - Conduit + Female Connector)

# See Linear HP EXT Low Power - Conduit Connéction / GonduitMale Connector / Conduit Female Connector Spec Sheet for more details

Terminal Options

Linear Conduit Connection, Cap, 1/2 NPT (For CC Version)

LCC-A-CAP-1/2 Use one per run to terminate conduit connection

EXT Female Connector Cap, 3 pin, 110V, 220V, 277V (For CF Version)

CAP-EXT3P. Use one per run to terminate female connector

Control Options

100-120VAC / 277VAC Linear Dimming Control Module 0-10V

LDCM-120<277-010V-GR

100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated

LDCM-PL-120-277-010V-GR

Mounting Options

Flat Mounting Bracket, Exterior Cove EXT-A-MNT-FLAT

Included Standard with each product length

Hinge Bracket, Exterior Cove EXT-A-MNT-ADJ

Order 1 (one) bracket per 12%length, and 2{two) brackets per 48” length

Safety Bracket, Exterior Cove (Optional) EXT-A-MNT-SAFT

Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

EcoSense Lighting Inc.
915 Wilshire Boulevard
Suite 2175

Los Angeles, CA 90017

2014 All rights reserved. .

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
SPEC-HPES-CC-20140416-V1

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

ECOSENSELIGHTING.COM
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D I M E N S I o Zggscgr:rézllie;tﬁ:giro\ions and submittal drawings, please visit:

Conduit Connection
Flat Mounting Bracket - Direct Mount
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Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
Suite 2175 Toll Free 855-632-6736 Eglé::sZ?T;Serézzg::se logo, and EcoSpec are regis- ECOSENSELIGHTING.COM

tered trademark of EcoSense Lighting Inc.
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D I M E N S I O For complete dimensions and submittal drawings, please visit:
ecosenselighting.com
Conduit + Male Connector
Flat Mounting Bracket - Direct Mount
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Adjustable Bracket - Direct Mount
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EcoSense Lighting Inc. | Phone  310-496-6255 | oo e o e o o e fons.
915 Wilshire Boulevard Fax 310-496-6256 )
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For complete dimensions and submittal drawings, please visit:
ecosenselighting.com

DIMENSIO

Conduit + Female Connector
Flat Mounting Bracket - Direct Mount

) @ @ @ (V (' @ ) ® [z)
} ] -
A\ = =B si|qn
® ® ® °© /e ® ® o —
w[gz o) o o
(e0)
TYP.
=] =l =]
%;‘Ln
— =
273
[69.40]
TYP.
[&3] )) [ffi%]
A8
Conduit + Female Connector
Adjustable Bracket - Direct Mount
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Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.
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EcoSense Lighting Inc. Phone
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ECOSENSELIGHTING.COM
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DISTRIBUTIONS

120° HPEX-CX-XX-XX-XXX-120 120°
120° x 120°

60° 60°

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
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ary of IES files, please
ecosenselighting.com

0 225 45 67.5 90
EXT- € 2607 | 2611 | 2609 | 2608 | 2608 | ~2in|saeiteiiee 25 5o
o ' : 250.7 | 260.2 | 260.2 | 259.9 | 260.1
Total Rated, e Limens 709 2511 | 2511 | 2518 | 2506 | 251.3 | 4 seoee| 1.082,6.0645c 17,785t
21 21.34,65.271. 541.98:
Total L re Efficiel 100% 2323 233.5 233.5 232.8 232.2 m * cn
= T BT 203 205.1 207.2 205.9 204.6
P ut Wvatts B 9.843; A .2, .
GG /AN 77 7~ M1 60 -S| R G e e R w5 oren
Hori | Beam Angle. %) 108.1 125.9 128 128.5 126.9 125.8
Vertical %) 107.2 8 85.5 85.5 8.3 836 13.12¢t | 0.4956,1.516%c 35.56£t
ey e 44.6 45.9 44.3 40.4 29.6 4m 5.335,16.321x 1083. 96cm
grzontallyieidAnGIe]( : 9.1 5.1 12 0.6 05
Vertical Field Angle (1 155.0 0 0 0 0 0 16.4£¢ | 0.3172,0.9702¢¢ 44.45¢¢
5m 3.414,10.441x 1354.95cm
Height Eavg, Emax Angle:107.1deg Diameter
g 22 & ST 20 3.281ft | 8.882,25.57f 8.536ft
. . .57f¢c .
;:)I;ﬁﬁl};:ﬂix;rzansP (HPES) 2751 275.2 2745 2745 2745 im [ 95.60,275.21x 260.19cm
2731 2731 271.5 2711.7 272.3
: : Total Rated Fixture Lumens 725 =TS 260.7 261.4 259.5 260 260.8 6.562ft | 2.220,6.392f¢ 17.07£¢t
) N 2m 23.90,68.801x 520.38cm
o Total Luminaire Efficiency 100% 7 /’/IIL_\}\\%~ 237 2371 | 2358 | 2371 | 2381
S e o //l‘l‘\\\ \\ 2045 | 2045 | 2025 | 2022 | 2034
. 9.843f1 0.9869,2.841f 25. 61t
. . o lll‘i‘\\ 1642 | 1625 | 1608 | 1606 | 1624 i [Oyaes.2 ilte 25 1et
o orizontal Beam Angle (50% 5. 1207 | 1187 | 117.2 | 1188 | 121.3
0
™ Vertical Beam Angle (50%) 105 ‘ 78.2 78.9 78.7 782 804 13.12Ft | 0.5551,1.598fc 34.15¢t
40.6 41.9 40.8 346 227 4m [ 5.975,17.201x 1040. 76cm
Horizontal Field Angle (10%) 159.5
ek 3.3 0.9 0.5 0.5
Vertical Field Angle (10%) 151.9 0 0 0 0 0 16.4ft | 0.3553,1.023fc 42.68ft
5m 3.824,11.011x 1300.95cm
Height Favg, Emax Angle:104.9deg Diameter
9 2 S BT 20 3.281ft | 8.696,27.12f¢ 9.125¢t
. . .12fc .
LINEAR HPDEXT - oSP (HPES) 201.1 291.6 291.1 291 290.3 Im [ 93.61,291.91x 278.12cm
Sa00RUM20R 20 2602 | 2896 | 4288 | 287.4 | 2874
: : Total Rated Fixture Lumens 801 277.9 277.5 273.8 273.7 273.9 6.562ft | 2.174,6.780fc 18.25¢t
‘ 2m 23.40,72.981x 556.25cm
O Total Luminaire Efficiency 100% ‘. 254.8 2582 2499 250.7 2497
o e P \“W, 2222 | 4221 | 2140 || 2158 | 2163
otal Inpu atts \\ 9.843f1 0.9663,3.013fc 27.37ft
(@) : ‘\)’ 18214 1792 | A165 || 1753 | 1768 <6 | _0.9663,3 0155 27375t
u ) Horizontal Beam Angle (50%) 108.8 ‘<. 136.4 134.1 132.7, 133.2 134.4
™ Vertical Beam Angle (50%) 109.1 " 90.5 924 91.9 921 93 13.12£t | 0.5435,1.695%c 36.5¢¢
D ‘ 487 50.7 49.9 436 287 4m [ 5.850,18.241x 1112.50cm
i ! o 7
Horizontal Field Angle (10%) 161.7 " 98 38 14 08 07
Vertical Field Angle (10%) 153.9 0 0 0 0 0 16.4f1 0.3479,1.085f 45. 62f1
5:1 3.744,11. 5515: 1390. 5212?1
Height Favg, Emax Angle:108.56deg Diameter
0 225 45 67.5 A
LINEAR HP EXT - SP (HPES) 3029 | 3029 | 3027 | 3028 | 026 | A2PHh( 2587200 255 eoer
ODOKUAT200 8120 3009 | 3005 | 2998 | 2995 | 3001
v Total Rated Fixture Lumens 823 287.9 | 287.4 | 2849 | 2846 | 2862 | iserre| 2.847.7.04368 15,00t
o Total Luminaire Efficiency 100% 2634 262.1 259.3 25 || 4 | 2ea8.7s 8 °51.36em
228.6 226.4 2235 2223 223.6
o lotalinputiviats 1095V 185 | 1846 | 179 | 1787 | 1823 | 9.e43e| 0.9988,5 150ec 27136
m ~75,33. 691x “odem
O Horizontal Beam Angle (50%) 108.1 138.4 136.6 133.8 134.7 139.7
d i 89.7 91.6 @il 91.5 94.6
Vertical Beam Angle (50%) 108.5 13.12¢¢ | 0.5617,1.761fc 36.185¢
Horizontal Field Angle (10%) P 47.3 48.4 47.4 30.5 19.9 am 6.046,18.951x 1102. 72cm
H § : 838 27 09 05 06
Vertical Field Angle (10%) 149.2 0.1 0 0 0 0 16.4£t | 0.3595,1.127fc 45.22ft
5m 3.870,12.131x 1378.41cm
IES Direction Height Eavg, Emax Angle:108.08deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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L‘E ) . EcoSense Lighting
fghtmg facts’

A Program of the U.S. DOE

Light Output (L n 709
Watts 10.92
Lumens per fi 64

Color Accuracy
Color Rendering Index (CRI)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-1QRUPY (5/28/2014)
Model Number: HPES-12-27-120-120

Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
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