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EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

. Economical

. Direct Conduit Connection

. In-line and Conduit Connection
. High Efficacy

EcoSpec® Linear HP EXT Wall Wash Conduit Connection — has an impressive array of narrow, medium, wide and
elliptical beam angles that provides brilliant results for exterior fagcade grazing, and wall washing applications that
are exposed to harsh elements. Now available with conduit connection, this luminaire is ideal when a direct con-

duit connection is needed, eliminating the need for leader cables. The new glass lens provides better protection .

. Integral Driver / AC Power

Dimmable: ELV (RP), 0-10V
. Dimming at 120V and 277V
. Dimming down to 0%
Glass Lens

against harsh environments and chemicals and the GORE® Vent protects the internal system from moisture and
improves the overall lifetime of the fixture. Patent-pending dimming technology dims down to 0% output power.

PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12” 48”
2700K 6°x6° 576 Im/LF 2,304 Im 80.4Im/W
3000K 6°x6° 627 Im/LF 2,508 Im 89.1Im/W
3500K 6°x6° 584 Im/LF 2,336 Im 81.7Im/W
4000K 6°x6° 631Im/LF 2,524 Im 88.7Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000 hours @ 25°C*
* Calculations for LED fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption TWILF Typical (The Typical input power range allows for a +/-10% variation of all components)
8W/LF Maximam (All fixtures are labelled with Maximum wattage)
Max Fixture Run Length 85’ (25m).@120VAC; 190'(57m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 277VAC, 50/60Hz (all voltages)
Driver Integral to Fixture; De-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -40°F to 122°F (-40°C t6 50°C)
Operating Temperature -40°F to 122°F (-40°C to 50°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse Phasef Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming Gontrol Moédule (LDCM)
PHYSICAL Dimensions W 2.37" x H2.36” x L 12"/48” ; (60mm x 60mm x 308mm/1219mm)

Housing / Lens

Weight
Connectors

Environment

Extruded Aluminium; Tempered Glass; Stainless Steel Fasteners
Metal Endcaps with Plastic for Conduit Parts
2.75lbs / 1.25kg (1ft) / 11.64lbs / 5.29kg (4ft) approx

Integral Male/ Female 3 Pin Connectors on Pigtail Cable/Assembly, IP66 Rated
2LF Lead wires for 1LF fixture, 10LF Lead wires for 4LF fixture,

Outdoor; ETL Certified for Wet Locations

Beam Angle Native: 6°x 6° / 6°x 15° / 10°x 60° / 17°x 35° / 30°x 60° / 60°x 60°
Mounting Options: Flat Mounting Brackets, Hinge Brackets and Safety Brackets
FIXTURE RATING & ETL Certified

CERTIFICATIONS

RoHS Compliant

i COMPLIANT
Intertek

LIMITED WARRANTY

5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

310-496-6255
310-496-6256
Toll Free 855-632-6736
855-6-ECOSEN

EcoSense Lighting Inc. Phone
915 Wilshire Boulevard Fax
Suite 2175

Los Angeles, CA 90017

ECOSENSELIGHTING.COM

2014 All rights reserved.
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tered trademark of EcoSense Lighting Inc.
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PROJ.

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

0 RD E RI N G Choose the option that best suits your needs and write its corresponding
code on the appropriate line to form the product code

WWES-CC/WWEL-CC/WWEA-CC | - | | - | | - | | - | 10
MODEL LENGTH COLOR VOLTAGE OPTIC
WWES-CC*# 12-12” 27 - 2700K 120 - 100-120VAC 6-6°x6°
WWEL-CC 48 - 48” 30 - 3000K 277 - 27T7TVAC* 6F - 6° x 15°
WWEA-CC # 35 - 3500K 10 - 10° x 60°
WWES-CM # 40 - 4000K 17 -17° x 35°
WWEL-CM RD - RED ## 30 - 30° x 60°
WWEA-CM # GN - GREEN ## 60 - 60° x 60°
WWES-CF*# BL - BLUE ##

WWEL-CF AM - AMBER ###
WWEA-CF #

EXAMPLE: WWEL-CC* - 12 -27 -120=40 (*Wall Wlash Exterior Low Power - Conduit Connection)
WWEL-CM* -12 -27 -120 - 10 (*Wall Woash Exterior Low Power - Conduit + Male Connector)
WWEL-CF* -12 -27 -120 - 10 (*Wall Wash Exterior Low Power - Conduit + Female Connector)

# See Linear HP EXT Wall Wash Standard Power - Conduit Connecion / Conduit Male Connector / Conduit Female Connector Spec Sheet for more details
## See Linear HP EXT Wall Wash ASHRAE Power - Conduit Connection //ConduitViale Connector / Conduit Female Connector Spec Sheet for more details

### See Linear HP EXT Wall Wash Low Power Mono Color - Conduit Connecfion / Conduit Malé\Connector / Conduit Female Connector Spec Sheet for more details

Terminal Options

Linear Conduit Connection, Cap, 1/2 NPT (For CC Version) LCC-A-CAP-1/2 Use one per run to terminate conduit connection

EXT Female Connector Cap, 3 pin, 110V, 220V, 277V (For CF Version) CAP-EXT3P Use one per run to terminate female connector

Control Options
100-120VAC / 277VAC Linear Dimming Control Module 0-10V LDCM-120-277-010V<GR
100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated LDCM-PL-120-277-010V<-GR

Mounting Options

Flat Mounting Bracket, Exterior Cove EXT-A-MNT-FLAT | Included Standard with each proeduct length

Hinge Bracket, Exterior Cove EXT-A-MNT-ADJ Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length
Safety Bracket, Exterior Cove (Optional) EXT-A-MNT-SAFT | Order 1 (one) bracket per 12" length, and 2 (two) brackets per 48” length

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
Suite 2175 Toll Free 855-632-6736 E(;:)églvlsrsﬁserézzgee:ée logo, and EcoSpec are regis- ECOSENSELIGHTING.COM

d trad k of EcoSi Lighting Inc.
Los Angeles, CA 90017 855-6-ECOSEN | oo iy 9 "
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PROJ.

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

D I M E N S I O Zz(r)scsrrgzllgﬁtic:—:g(e;gions and submittal drawings, please visit:
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EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

D I M E N S I O Zg(r);:::;zllzﬁtﬁgggions and submittal drawings, please visit:

Conduit + Male Connector
Flat Mounting Bracket - Direct Mount
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Specifications subject to change without notice. Visit
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EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

D I M E N S I O Zggscg:;[e)llzﬁﬁdnigigrsr:ons and submittal drawings, please visit:

Conduit + Female Connector
Flat Mounting Bracket - Direct Mount
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EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

DISTRIBUTIONS
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EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power FIRM

DISTRIBUTIONS
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New Linear Series

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power

For complete library of IES files, please visit:
ecosenselighting.com

Height  Eavg,Emax Angle:5.98deg Diameter

0 225 45 67.5

LINEAR HP EXT WiV - LP (WWEL} 26544.3 | 26570.3 | 26534.9 | 26554.8 | 26515.4 | JAH5E | —shra2s2astte TN
5480.4 | 5463.6 | 5330.4 | 5456.7 | 5475.9
Total Rated Fixture Lumens 631 325.9 331.6 333 331.8 324.4 B oo | 90, 621. 554 0.6621¢¢
Total Luminaire Efficiency 100% 622 61.1 591 60.7 60.8 zn 4715, 60288 20. T8em
25] 23.7 235 23.5 23.7
Total Input Watts 712w 176 16.9 172 16.7 16.5 | 9.843f¢ | 194.7,276.2£c 0.9931¢
3m 2096,29731x 30.27cm

Horizontal Beam Angle (50%) 6.1 12.5 11.9 12.1 11.6 11.6

\ 0 225 45 67.5 90
R \ 244534 | 244441 | 24456.4 | 244224 | 244002 | 3-281%E | Lo87 227200 0.32242¢
SRS §§\\ 5494.1 | 5707.8 | 5640.2 | 5658.4 | 5480.7
Total Rated ens 576 | 3404 | 3446 | 3394 | 3359 | 3277 | | oo o cataee
= . . . .
Total Luj e Efficie 100% '/7//’ 63 63 59.7 60.4 60.1 2m 4271,61141x 19. 65cm
p '¢ 24.1 23.8 231 231 231
Tot t Watts al ,’ 16.5 16.1 16.4 16 155 9.843ft 176.3,252.5fc 0.9673ft
Horlzontal Beam Angle (60%) | 5.7 "l 17 12 | 14 | 108 | 106 sm| 1898, 27171x 29.4em
Vertical o) o7 ' o1 - £s 29 £ 13.12ft 99.19,142.0fc 1.29ft
1.8 1.6 1.7 1.5 15 : 129,142, -
Horizontal Field Angle (10% 13.6 '. B 3 o 5 ; 4m 1068,15291x 39.31cm
Vertical Field Angle (1 13.6 0 0 0 0 0 16,45t 63.48, 90. 8% 1. 6128
" 5m [ 683.3,978.31x 79.14cm
Height Eavg, Emax Angle:5.63deg Diameter
180°
B o 25 | 45 675 90
3.28. 629,2322: .
LINEAR HP EXT WW - LP (WWEL) \“ 0 | 245815 | 24615.6 | 245805 | 24605.2 | 24616.4 i 7S5 saasots %55 S5
3000K/6°X 6 N 5279.8 | 5667.9 | 5906.3 | 6335.7 | 6513
Total Rated Fixture Lumens 627 % Ng 15| 3467 | 3585 | 360.6 | 3734 | 3664 | 6 seoee| 407.2,580.45¢ 0.6712¢¢
— 2 4383,62471. 20.46¢
X Total Luminaire Efficiency 100% —— 2k 5] 692 | 707 | 694 | 722 | 78 ” : -
b= Total Input Watt 7.04W f/// i el 278 21 2 21 213
otal Inpu atts A Iﬂ' 9.843f1 81.0,258.0: 1.007£
o : ’, 45 181 | 19 19 | 182 | 177 ce | 1010290, 0cc 10075t
(@) Horizontal Beam Angle (50%) 6.1 60° ' ll‘| 55 | 127 12.6 12.9 124 12,6
™ Vertical Beam Angle (50%) 6.1 ' 65 g b 26 29 B 13.12F¢t |  101.8,145.1fc 1.342f¢
N - ‘ 75 2.1 1.9 2.1 1.9 2 4m 1096,15621x 40.92cm
Horizontal Field Angle (10%) 14.1 '. 85 02 01 02 0 01
Vertical Field Angle (10%) 1441 90 0 0 0 0 0 16.4£t | 65.15,92.87fc 1.678f¢t
300 00 300 5m [ 701.3,999.61x 51.15em
1IES Direction Height Eavg, Emax Angle:5.86deg Diameter
180°
0 45 67.5 90
LINEAR HP EXT WW - LP (WWEL) 22824 | 207246 | 22797.8 | 227924 | 227831 | PO ahaasiiaiis %55 e
3300K/6°X 6 64317 | 6163.4 | 5596.8 | 5269.9 | 4836.1
Total Rated Fixture Lumens 584 351.2 351.1 344.6 337.8 320.8 6.562£t | 382.4,537.2fc 0.685¢t
x » 20. 85
Total Luminaire Efficiency 100% '7@2 .\,\\\\§§ 66.8 64.9 61.9 62 60.3 2m 4116,57831x o
(@) S ¢ 10N \\~ 252 | 243 | 2380 | 235 | 232
o Total Input Watts 7.15W ' //ﬂ l\i‘\\ \ 171 16.5 16.3 15.7 153 | 9.843ft| 170.0,238.8fc 1.028ft
N 3m 1830,25701x 31.32cm
0 Horizontal Beam Angle (50%) 6.3 "Illlﬂ i\\\‘ 12.1 11.6 11.4 10.7 10.6
O’) Vertical Beam Angle (50%) 6.1 ' ! 53 53 2 L6 Gils 13.12ft | 95.61,134.3fc 1.37fFt
N y op 2 1.8 1.8 18 1.5 4m 1029,14461x 41 76cm
Horizontal Field Angle (10%) 14.3 ' ‘ 0.2 01 01 0 0
Vertical Field Angle (10%) 14.2 \ 0 0 0 0 0 16,45t | 61.19,85.965¢ 171356
5m 58. ’5.31x 52.20cm
l Vertical Beam Angle (50%) 5.9 okt o o 29 =i 13.12£t | 109.5,155.4fc 1.3245¢
- - 1.9 1.7 1.8 1.6 1.6 m 1179,16721x 40. 36cm
Horizontal Field Angle (10%) 13.6 0.2 01 01 0 0
Vertical Field Angle (10%) 13.6 0 0 0 0 0 16.4£t | 70.09,99.44%c 1.655¢¢
5m 754.4,10701x 50.45cm
IES Direction Height Eavg, Emax Angle:5.78deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.

915 Wilshire Boulevard | Fax 310-496-6256 )

Suite 2175 Toll Free 855-632-6736 é(i;éjrlvlse?}:}:e EcoSer?ée logo, and EcoSpec are regis- ECOSENSELIGHTING'COM
Los Angeles, CA 90017 855-6-ECOSEN | o e o s yidnting Inc




ECE#:SENSE

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power

For complete library of IES files,

PROJ.

FIRM

please visit

u " DApESSSS—— 2
New Linear Series

‘ 0 225 45 67.5 90 A
-\ \‘",, 5950.7 | 5949.5 | 5955.6 | 5941.7 | 59525 | -281ft| 4328, 506,05 o q08ee
00 .§§\\ s //é 54249 | 4689 [ 3129.2 [ 2351.7 | 2060.1
Total Rated ens 554 \g\‘l’g‘ 21841 | 9005 | 364 279 | 2494 | ¢ seree|  108.2,139.0f0 0.61045¢
Total LugfBe Efficiel 100% —'7/’4!/“\'\\{% 4227 | 1708 | 1018 | 709 | 619 o [ T1E5, 109608 e
” "’ ///Mh\‘-‘\ 838 | 544 | 381 317 | 294
To t Watts 6.85 ',ll i \\ 354 | 264 | 222 | 202 108 | o.e43et | 48.09,61.785¢ 12295t
Horfzontal Beam Angle (80%) | 23.7 lli\ 22 | 159 | 143 | 133 | 125 i I 77 acem
"
Vertical o) 74 ‘ o 2 o o 2 13.12¢¢ | 27.05,34.75¢c 1.639¢
Horizontal Field Angle (10% 451 55 37 32 24 22 e 45 95en
9 : 0.7 0.4 03 0 0.1
Vertical Field Angle (1 18.4 0 0 0 0 0
16. 411 17.31,22.24f 2.048f1
5:1 186.3, N l.li 62. llc:l
Height Eavg, Emax Angle:7.15deg Diameter
225 45 67.5 %0 A
3.28. 72.2,597. 3. .
LINEAR HP EXT WW - LP (WWEL) 6370.5 | 63708 | 63745 | 6365 o T Ras azons %3 e
3000K/6°X 15 42272 | 2601 | 1884.8 | 1668
Total Rated Fixture Lumens 508 598.4 171.4 106.7 e 6.562£t | 118.0,149.3fc 0.8044ft
! 2 1271,16071.
Total Luminaire Efficiency 100% 824 52.5 41.3 34.1 " *
(@) T o 308 | 228 | 197 18
( ) otal Inpu atts . 9.843ft 2.47,66.3 1.207f
(@) Horizontal Beam Angle (50%) 229 17'; 13; 19359 11042 = e
lorizontal Beam Angle o . 11. . . ..
™ Vertical Beam Angle (50%) 7.3 bio 02 o Dl 13.12F¢ | 29.51,37.33fc 1.609ft
Horizontal Field Angle (10% 433 2.7 2.5 2.1 1.9 4m [ 317.7,401.81x 49. 0dem
orizontal Field Angle (10%) b 1.1 1.1 0.7 0.7
Vertical Field Angle (10%) 16.6 0 0 0 0 16,45t | 16.89,23.892¢ 2.011¢¢
5m .3,257.21x 61.30cm
Height Eavg, Emax Angle:7.02deg Diameter
180°
5 S 0 45 67.5 %0
LINEAR HP EXT WW - LP (WEL) N, Q‘\\‘ 0 | 70849 | 70809 | 7076 | 7074.9 | 70751 | 7-28lEt| 928.8,600. 22 0
SS00KUCEALD .gg\\\ 5 | (61083 | 53494 | 8508.8 | 24505 | 2113
Total Rated Fixture Lumens 578 900 [ =$ 150|'4093.7 | 2288.34| 807.4 458.3 3684 | 4 562ee | 132.2,164.62¢ 0.82745¢
Total Luminaire Efficiency 100% ==9?/// el 5631 %8 63 oL 97 - T Fo iz
o ",/ Zl 35| 634 | 368 | 282 | 2563 | 247
() Total Input Watts 7:28W. % 'l” ; 45| 288 20.6 183 176 181 | 9.843e¢ | 58.75,73.13%c 1.241¢¢
0 Horizontal Beam Angle (50%) | 237 | 60° " 55| 192 | 134 Jl126 bl 127 | 134 m| s a,7ET 2 37 85em
3 [ ; i ] I :
9 Vertical Beam Angle (50%) 74 & | i 3 6 4 o 13.12£t | 33.05,41.14fc 1.655¢t
Horizontal Field Angle (10%) 449 . 5 & g 2 23 an [T Tz 8l 50-tacm
g g : 85| 04 03 0.1 0 01
Vertical Field Angle (10%) 16 90 0 0 0 0 0 16.4£t | 21.15,26.33fc 2.069ft
300 00 300 5m [ 227.7,283.41x 63.05¢em
1ES Direction Height  Eavg,Emax Angle:7.22deg Diameter
0 225 45 67.5 A
LINEAR HP EXT WW - LP (WWEL) 8589.5 | 8584.5 | 8586.8 | 8580.7 | 8585 | A iml—3ishissiore O oo
4000K/6°X 15 7551.7 | 66267 | 41525 | 2875.7 | 2468.8
o Total Rated Fixture Lumens 641 26886 | 947.3 | 2613 | 141.2 | 1253 | w.seze| 166vs,199. 568 0. 78152t
2m 1792,21471. 82
o Total Luminaire Efficiency 100% 418.7 1225 69 574 E55 y -
B T———— — 667 | 406 | 313 | 278 | 268
otal Input Watts - 9. 843 .00,88. 1.172
O : . 304 | 229 | 202 | 194 | 197 iy RN Ay 11728
Horizontal Beam Angle (50%) 228 20.6 14.9 13.9 13.9 14.4
< Vertical Beam Angle (50%) 7.4 12.8 9 8.5 G2 19 | o ee| o De.sree
FER T —————r— T 55 3.7 35 3.1 27 4m [448.0,536.81x
cuzontaliediinolel(l0z) : 0.6 03 02 0 0.1
Vertical Field Angle (10%) 15.4 0 0 0 0 0 16. 45t 26.64,31.92¢¢ 1.954f¢t
5m 286.7,343.61x 59.55cm
1IES Direction Height Eavg, Emax Angle:6.82deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.

* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.
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E C S E N S E® New Linear Series

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Pow

For complete library of IES files, please visi
ecosenselighting.com

180°
- 0 225 45 67.5 %0
AR HP P 0 | 1899.1 | 1897.3 | 18952 | 1895.4 | 1805.7 | 3-28%%f | 242.5.17¢ 60c o a1gert
LS 5 | 1879 | 1800.1 | 1598.8 | 14259 | 13526
Total Rated ens 562 000 oge | 15| 16206 | 1059 | 420.7 | 2064 | 1602 | 4 soree| 35604410z 1 3ace
Tota) LuaPe Effici 100% 25| 11591 | 3808 | 793 | 462 | 402 2m [ 384.2,472.21x 5. 7%
35| 5924 | 1039 | 347 247 | 224
Totgigpr Watts O 45| 2008 | 385 | 214 | 167 | 154 | s.843c¢ | 15.86,19. 626 2,456t
Horlzontal Beam Angle (80%) | 56 60° 60° 55| 551 21 141 14 | 106 m|170.7,211. 1% 74 &9em
Vertical A D 65| 195 12.1 86 6.8 6.2
Horizontal Field Angle (1 0°)/ 90.6 ;: 71'1 25 22 263 z‘: 13120 B ARe e St
Vertical Field Angle (1 285 cd 90 0 0 0 0 0 6.4t | 5.711,7.063¢ 4. o84zt
30° 0° 30° 5m 1.47,76.031x 124.48cm
1ES Direction Height Eavg, Emax Angle:14.19deg Diameter
180°
B o 225 | 45 | 675 | 9
LINEAR HP EXT WW - LP (WWEL) 0 | 1964.9 | 1969 | 19684 | 1964.3 | 1967.8 | 2545k 2513, 182. 30 O e
SO00RAIORRED 5 | 19455 | 18421 | 1619 | 1431.8 | 13524
Total Rated Fixture Lumens 578 o 500 15 | 1681.6 | 1067.3 | 4154 203.2 158 6.562¢t | 37.89,45.73¢fc 1. 615t
Total Luminaire Efficiency 100% 25| 1189.2 | 3794 80.6 46.7 40.5 m [ 407.8,492.21x 49-08em
35| 5788 | 1031 | 351 248 | 225
Total Input Watts 6.93W 45 | 1829 38.3 21.2 16.7 15.6 9.843ft | 16.84,20.32fc 2.416ft
Horizontal Beam Angle (50%) 56.2 60° 60° |55 49 207 141 14 105 Sm| 161.2,218,61x 73. 63em
Vemife R AT (E074) e £ i i g gy g 13.12¢¢ | 9.471,11.43fc 3.2215¢
Horizontal Field Angle (10%) 89.7 ;z g g 3‘2 g : 5 ‘:’ g f dm | I01.9,125.T11x 98- 17em
Vertical Field Angle (10%) 283 Cd 90 0 0 0 0 0 16.4ft 6.062,7.317fc 4.026ft
30° 0° 30° 5m 65.25,78.761x 122.71cm
1ES Direction Height  Eavg,Emax Angle:13.99deg Diameter
180°
0 45 67.5 20
LINEAR HP ENT WW - LP (WWEL) 16882 | 16815 | 1681 | 1679.8 | 16807 | ~ - im| - issiiciere O e
SS00KUAGIAEY 4682.7 | 1601.7 | A461.4 | 1329.8 | 1271.7
Z Total Rated Fixture Lumens 558 1381.3 | 100354 4625 | 2641 | 2168 | 6.s62ee| 52.13,39.15¢¢ 1.7176¢
o Total Luminaire Efficiency 100% 977 4104 120.7 68 56.7 IR 52.35em
4989 | 4867 | 479 | 304 | 267
o Total Input Watts 7.15W 1751 53.7 25.7 18.6 16.6 9.843ft | 14.28,17.40fc 2.576Ft
3m 153.7,187.31x 78.52cm
Lf) Horizontal Beam Angle (50%) 56.2 53.2 25.9 16 11.9 10.4
™ Vertical Beam Angle (50%) 152 20 154 93 66 S0 13.12Ft | 8.033,9.787fc 3.435¢¢
Horizontal Field Angle (10%) 209 71 54 3.8 2,5 727) 4m 86.47,105.31x 104.69cm
0.9 06 04 01 01
Vertical Field Angle (10%) 328 0 0 0 0 0 16,45t | 5.141,6.264f¢ 4.2035¢
5m 55.34,67.421x 130.86cm
Height Eavg, Emax Angle:14.91deg Diameter
0 225 45 67.5 A
LINEAR HP EXT WW - LP (WWEL) 2319.4 | 2317.7 | 2316.9 | 23162 | 2317 | 2 ini—75:05 5000 O o
Q0COHRUA0560 22595 | 21735 | 19217 | 17006 | 1602.7
! Total Rated Fixture Lumens 630 1909.6 | 1235.3 439.3 196.2 147.1 | B soor: | 38006, 53. 8958 1. 5356t
o Total Luminaire Efficiency 100% 13314 | 4082 75.1 46.2 40.4 2m | 473.2,580.00x 46.76en
6544 | 1018 | 355 25 225
O Total Input Watts 7.19W 210.2 38.2 215 16.8 15.6 9.843ft | 19.54,23.95fc 2.302f¢t
o Horizontal Beam Angle (50%) 54.6 55.5 215 14.4 1.7 10.6 Sm| 210.3,257.81x 70-18em
v Vertical Beam Angle (50%) 136 195 i) S U G 13.12£t | 10.99,13.47fc 3.07¢t
Horizontal Field Angle (10%) 87.7 ;; gz gi g? S? 4m [I15.3.145.0Ix 93 57am
Vertical Field Angle (10%) 266 0 0 0 0 0 16.4ft 7.034,8.622fc 3.837ft
5m 75.71,92.811x 116.96cm
1ES Direction Height Eavg, Emax Angle:13.34deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
|IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard | Fax 310-496-6256 )
Suite 2175 Toll Free 855-632-6736 é(i;éjrlvlse?}:}:e EcoSer?ée logo, and EcoSpec are regis- ECOSENSELIGHTING'COM

Los Angeles, CA 90017 855-6-ECOSEN | o e o s yidnting Inc




u " DApESSSS—— 2
New Linear Series

PROJ.

FIRM

For complete library of IES files, please visit
ecosenselighting.com

180°
‘ "' - 0 225 45 67.5 20
3.281f1 224.5,277. 0%« .
- #\\ \‘ ',, 0 | 2966.9 | 2971.4 | 2972 | 2966.7 | 2973 " S5 S eaae 0743t
.~§\“W,/é 11790.4 | 1926.9 | 2246.5 | 2652.1 | 2881.9
Total Rated ens 566 000 §§\‘“.”4§4 oo | 15| 2883 | 3458 [ 5469 | 11861 | 19422 | . ool o 1o g sere 1 aa3ee
Total Lupiinaire Efficies 100% —'74‘4sz7\§§ 25| 608 72 125 | 2947 | 5503 om [ 6070745 . 51x 5" Toem
% = 35| 27 296 401 814 | 1269
Toty t Watts 6.96W "'lllh .\\\\\~ 45 17.4 18.7 218 31.6 40.8 9.843ft | 24.94,30.78fc 2.224Ft
HoriQeial Beam Angle (@) | 132 | 60° " JITH “ 60° [55| 126 | 135 | 144 | 155 | 164 m | zess 333 7.78em
Vertical a) po4 " ‘liiﬁ\‘“ e ae £ e 9 ot 13.12ft 14.03,17.31fc 2.965ft
Imy .v.‘.l 75| 38 33 23 1.9 22 : (0217 ;
Horizontal Field Angle (10% 30.4 . ..lli-"“‘ 5 e B % o o 4m [ 151.0,186.41x 90.38cm
b0 ] ! ) ] ]
Vertical Field Angle (1 553 .;L“WAA‘ 0] o 0 0 0 0 6 ace| 5 070 11 0856 3 rosee
30° 0° 30° " sm [ 96.65,119.31x 112.97cm
IES Direction Height Eavg, Emax Angle:12.89deg Diameter
225 45 67.5 20
;:,’;527:;’3)(5;(;” - LP (WWEL) 3059.8 | 3057 | 3064.6 | 30609 | *-%8%ik 23,2280 50e O e
21938 | 24953 | 2859.3 | 2977.1
Total Rated Fixture Lumens 567 473.3 673 1288.5 | 1837.3 | ; seoee| s57.81,71.245¢ 1.473£t
2 3,766 24.91
Total Luminaire Efficiency 100% 22: 145:‘3'16 27722'23 48077.12 " 622.3,766.81x olem
LG T i iy 198 29 201 318 | o.003ee | 25.69,31. 662 2.215¢
Horizontal Beam Angle (50%) 13 14.2 15 15.4 15.1 n 276.6,340.51x 67. 36em
Vertical Beam Angle (50%) 524 ) d ) o1 13.12Ft |  14.45,17.81fc 2.9475¢
Horizontal Field Angle (10%) 30.4 £ 2t Y 21 " am IS5 679171 55.81ca
3 !
02 0.2 0 0.1
Vertical Field Angle <10%) 536 0 0 0 0 16.4ft 9.250,11.40fc 3.683ft
5m 99.56,122.71x 112.27cm
Height Eavg, Emax Angle:12.81deg Diameter
‘ 0 45 67.5 ) A
LINEAR HP ENT WW - LP (WWEL) S 0 | 30884 | 30304 | 3029.7 | 30269 | 3025 | *X*in 2255 50stes i
SSOOKUMTRASS Q\\\ “ 20752 | 2192 | 24704 | 2791.9 | 2886.9
Total Rated Fixture Lumens 572 §§‘ 150 302.7 | 351.74] 5442 | 12239 | 19336 | 4 s62¢t| s6.49,70.85¢c 1azee
X Total Luminaire Efficiency 100% fé%/'f 251 633 | TI@PL 7.7 2741 | 5363 e e e
o 0 35| 274 29.3 384 734 | 119.2
(@) Total Input Watts 7.23W ,’//l‘ 45| 174 18.4 214 29.8 39.1 9.843£t | 25.11,31.49fc 2.135¢
LD Horizontal B Angle (50%) 125 'Il'll ! 12’8 3' 14.6 6. 16’6 3m 270.2,338.91x 64.92cm
orizontal Beam Angle (50% ! "A 55 ] 13.5 J 16.1 I
™ Vertical Beam Angle (50%) 334 ‘ AT 65| 86 89 8.1 75 LT N
- - "‘I' 75 4 3.6 2.8 23 2.5 4m [ 152.0.190.71x
Horizontal Field Angle (10%) 295 .. 1 5 05 02 o1 0 01
Vertical Field Angle (10%) 55.7 n‘ F 90 0 0 0 0 0 16.4£t |  9.038,11.34f¢ 3.55¢¢
5m 97.28,122.01x 108.2cm
Height Eavg, Emax Angle:12.35deg Diameter
0 225 45 67.5 A
LINEAR HP EXT WW - LP (WWEL) 3293 | 32897 | 3292.6 | 32909 | 32887 | JiAClim 2455508 20 o jrestt
OCORIAITRSSS) 22192 | 23569 | 2682 | 3068 | 32063 |
: : Total Rated Fixture Lumens 606 363.6 4221 631 13104 | 2111.4 By soor: | S7, 77. 0664 1. 4348t
o Total Luminaire Efficiency 100% 65.9 77.2 137.9 290.2 544.4 2m | eel.7,829.50x 43.7em
271 29 39.6 781 119.3
(@) Mt it i Y 174 | 184 | 212 | 304 | 386 | 9.8e3ee| 27.32,34.25¢c 2.1s1ft
3m 294.1, .61 65. 56¢
o Horizontal Beam Angle (50%) 12.8 12.8 13.5 14.4 15.9 16.4 &y o
Vertical Beam Angle (50%) 33.9 g6 89 g L Lt 13.12£t| 15.37,19.26fc 2.868ft
= = 4 3.6 2.7 23 2.5 um [ 165.4.207.41x 7. dlcm
Horizontal Field Angle (10%) 295 05 02 02 0 o1
Vertical Field Angle (10%) 55 0 0 0 0 0 16.4ft 9.836,12.33fc 3.585ft
5m 105.9,132.71x 109.26cm
IES Direction Height Eavg, Emax Angle:12.47deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
|IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.
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New Linear Series

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power

For complete library of IES files, please visit:
ecosenselighting.com

0 225 45 67.5 90 A
R 3.281f 47.98,64.05f .
S 6882 | 688.7 | 687.3 | 6884 | 688.7 e ey 20742t
675.3 677.4 665.5 664.3 655.3 Q
Total Rated e ens 532 603.2 577.9 499.3 441.4 412 6.5626t | 12.00,16.01fc 4. 1485t
- o EiiaEn 100% 4983 | 4135 | 266.5 180.5 153.5 2m | 129.1,172.41x 126.43cm
351.6 227.7 97.7 54.5 45.4
19 TR ST 186 90.5 34.1 24 22.3 9.843f¢ 5.332,7.116fc 6.222ft
HoriRQg| Beam Angledlly’o) | 08 729 | 323 | 179 | 156 | 154 m| 575976 d01x 189 6dem
jorice’ %) el = e e g1 2 13.12Ft | 2.999,4.003fc 8.2965t
7.8 5.6 4.4 4.1 3.8 "am [32.28,43.091x 252. 850m
X N 5 ~28,43. -
Horizontal Field Angle (10 109.6, 1 06 03 01 01
eticaliieinolol(! o 0 0 0 0 0 16.4ft | 1.919,2.562fc 10.37ft
5m [ 20.66,27.581x 316.07cm
Height  Eavg,Emax Angle:35.08deg Diameter

0 225 45 67.5 90
738.07 | 737.29 | 737.54 | 736.23 | 736.62
72546 | 73019 | 736.74 | 738.19 | 731.83
485.44 | 519.47 | 592.47 | 666.75 | 676.19 | 4. 562t | 13.12.17.25¢¢
186.68 | 2259 | 335.82 | 506.87 | 568.57 2m|  141.2,185.71x
53.05 | 67.24 | 127.58 | 290.59 | 394.69
2511 | 2761 | 41.89 [ 11593 | 199.54 | 9-8a3et
1693 | 1754 | 206 | 39.34 | 7349
1054 | 10.88 | 11.91 | 1649 | 24.69

52.47,69.00fc
564.8,742.71x

2.046ft

3.281ft
im 62.36cm

LINEAR HP ENT WW - LP (WWEL)

3000K / 30°X 60°
Total Rated Fixture Lumens 572

4.092ft
124.72cm

Total Luminaire Efficiency 100%
Total Input Watts 6.93W
Horizontal Beam Angle (50%) 7.7

6.138ft
187.08cm

5.830,7.666fc
62.76,82.521x

Vertical Beam Angle (50%) 34.5 13.12f¢ | 3.279,4.312fc 8.184f¢
Horizontal Field Angle (10% o 4.45 4.73 5.13 6.67 7.93 4m 35.30,46.421x 249.45cm
orizontal Field Angle (10%) : 023 | 034 | 053 | 095 | 105

Vertical Field Angle (10%) 63.4 0 0 0 0 0.1 16.4ft 2.099,2.760fc 10.23ft
5m 22.59,29.711x 311.81cm

IES Direction Height Eavg, Emax Angle:34.64deg Diameter

180°
LINEAR HP EXT WW - LP (WWEL) 0 | 2907 | 7976 | 7976 | 7974 | 7973 | TP%in —ter aireiias T

3500K / 30°X 60° 5 (7908 | 7821 | 47655 | 7515 | 7424
Total Rated Fixture Lumens 579 500 500 1 717 669, 565.9 491.4 455.1 6.562£t | 14.13,18.54fc
25 | 591.2 | 4847 [ 306.14|n207.7 | 177.3 2m|  152.1,199.51x

35 | 389.4 |42653 116 65.3 54
45| 181 101.7 40 27.3 251 | 9-8e3et
Horizontal Beam Angle (50%) 68.7 60° 60° 55 62.9 34.7 19.8 17 16.6
Vertical Beam Angle (50%) 338 gl 215 19 itEs o 103 | 5 12ee|  3.533,4.634z0
75 7 6 4.7 46 4.3 4n [ 35.03,45.861x

85| 08 07 0.4 02 0.2

Vertical Field Angle (10%) 62.5 cd 90 0 0 0, 0 0 16,4t | 2.261,2.966fc
30° 0° 30° 5m 24.34,31.921x

1IES Direction Height  Eavg,Emax Angle:33.77deg Diameter

3.984ft
121.42cm

Total Luminaire Efficiency 100%

Total Input Watts 7.23W

5.975ft
182.13cm

6.281,8.238fc
67.61,88.681x

7.967ft
242.84cm

Horizontal Field Angle (10%) 107.3 00

9.959ft
303.54cm

LINEAR HP EXT WW - LP (WWEL)

0 225 45 67.5 A
3.281ft | 59.26,79.56fc 2.034ft
im

8551 | 8555 | 8551 | 8553 | 854.3 S R 2004
8492 | 837 | 8174 | 8014 | 7905
7734 | 7116 | 6023 | 5248 | 486.6 4 osore

6.562£t | 14.82,19.89fc

645.7 517 326.7 224.4 192.3 2n [ 159.5,214888F 124.01cm

438.8 286.5 125.1 70.9 58.8

2121 112.6 43.4 29.4 26.9 9,343;‘;
75 38.6 21.3 18.3 17.7
254 16.4 12.1 111 10.9
8.1 6.4 4.9 4.6 4.3
0.9 0.6 0.3 0.1 0.1

4000K / 30°X 60°

Total Rated Fixture Lumens 637

Total Luminaire Efficiency 100%
Total Input Watts 7.24W
Horizontal Beam Angle (50%) 68.8
Vertical Beam Angle (50%) 34.5
Horizontal Field Angle (10%) 107.9
Vertical Field Angle (10%) 63.4

5,8.840fc

6.58 6.103ft
70.88,95.151x 186.02cm

8.137ft
248.03cm

13.12ft | 3.704,4.972fc
4m 87,53.521x

10.17ft
310.03cm

16.4ft 2.370,3.182fc
5m [ 25.52,34.25Ix

1ES Direction Height Eavg, Emax Angle:34.45deg Diameter

4000K K15100] K10[0]0].¢

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.

915 Wilshire Boulevard | Fax 310-496-6256 )

Suite 2175 Toll Free 855-632-6736 é(i;éjrlvlse?}:}:e EcoSer?ée logo, and EcoSpec are regis- ECOSENSELIGHTING'COM
Los Angeles, CA 90017 855-6-ECOSEN | o e o s yidnting Inc




ecosenselighting

0 25 45 675 ) A
3.281ft 29.45,49. 63f¢ 3.356ft
RGP 5259 | 5261 | 5259 | 5252 | 5259 el 29,95, 40.65%c L
SOESD 5025 | 5144 | 5239 | 5313 | 5365 / \
Total Rated Fixture Limens 546 4051 | 4294 | 4491 | 4629 | 4698 | ; sore| 7.362.12.410 . 1set
Total Lo Ericie o 2951 | 316.8 | 3312 | 3355 | 3334 2m [75.25,133.61x 204. 60cm
1913 | 2045 | 2007 | 1904 | 177.7
19} (it i oY 104.8 105.4 E5i5) 81.5 711 9.843ft 3.272,5.515fc 10.07£t
Horizohtal Beam Angle(50%) | 56.3 494 | 472 | 399 | 327 | 286 | 35.22,59.361 08 50em
: 214 | 205 | 172 | 149 | 136
Vertical /n) 54.3 13.12ft 1.841,3.102fc 13.43ft
Horizontal Field Angle (102 1052 i i ¢ 30 =t dml 198133300 409 20em
g : 0.9 0.9 05 03 0.2
Vertical Field Angle (1 99 0 0 0 0 0 16.4ft 1.178,1.985fc 16.78ft
5m 12.68,21.371x 511.50cm
Height Eavg, Emax Angle:54.18deg Diameter
0 225 45 67.5 90
3.281f4 30.37,50. 98« 3. 383f
LINEAR HP ENT WW - LP (WWEL) 5293 | 530.3 | 5295 | 5298 | 5204 In 3270 505 75k CER T
S ED 4772 | 4793 | 4841 | 4954 | 5086
% Total Rated Fixture Lumens 571 » 3604 | 3614 | 3688 | 3889 | 4163 | 4.se2et| 7.594,12.745c 6. 7662t
Total Luminaire Efficiency 100% 2613 | 2634 | 2709 | 2862 | 308.6 R 206 2den
(@) B - - 1573 | 1625 | 1731 | 189.3 | 2044
o otal Input Watts 4
77.4 825 91 103.6 113.8 9.843ft 3.375,5.664fc 10.15ft
3m 36.33,60.971. 309. 34
(@) Horizontal Beam Angle (50%) | 546 | 60° 345 | 374 42 488 | 539 " -
o ; \/
Vertical Beam Angle (50%) 57 “‘ 145;33 156'77 168;15 27185 283;14 13.12ft | 1.898,3.186fc 13.53f¢
B . . . . 4m 20.43,34.291x 412.45cm
5 - 5 . ‘
Horizontal Field Angle (10%) 100.2 A\‘. / ‘ 0 0 05 1 14
Vertical Field Angle (10%) 105.4 A.k“ 0 0 0 0 0.1 16.4ft| 1.215,2.039fc 16.91ft
S0° 0 300 5m [ 13.08,21.951x 515. 56cm
IES Direction Height Eavg, Emax Angle:54.55deg Diameter
0 22, 45 67.5 90 A
LINEAR HP EXT WW - LP (WWEL) 0 | 883 | 5426 | 5424 | 5421 | s42s | TPk 3500800 o5 T
IR ED 5 |#5142 | 529 |do485 | 5552 | 5635 / \
Total Rated Fixture Lumens 581 900 1 411.3 442.8, 472.6 496 5113 | 6.562¢t |  7.741,13.00fc 6.743¢¢
4 Total Luminaire Efficiency 100% 25| 3011 | 380 7] 354.3401,369.1 | 374 | §9.33,139. 90 205 53em
(@) 35| 1967 | 42121 | 2188 || 2144 | 2051
O Total Input Watts 7.18W 45| 1082 112 105.3 93.2 83 9.843ft | 3.441,5.776fc 10.11f¢t
3m 37.03,62.171. 308.29
LO Horizontal Beam Angle (50%) 56.8 60° 55| 511 50.4 44.1 37.1 32.9 * -
o " 65| 222 | 214 | 189) | 1664 154
Vertical Beam Angle (50%) 54.4 3 13.12ft 1.935,3.249fc 13.49ft
Horizontal Field Angle (10%) 1059 75 7.8 7.9 6.8 6 5.4 4m 20.83,34.971x 411.05cm
85| 08 0.8 05 02 02
Vertical Field Angle (10%) 99.9 90 0 0 0, 0 0 16.4ft 1.239,2.079fc 16.86fFt
5m 13, ’ .381x 513.8Icm
Height  Eavg,Emax Angle:54.39deg Diameter
0 25 45 675
LINEAR HP ENTWW - LP (WWEL) 6288 | 6286 | 6287 | 6289 | 6285 | ZEFIN—I52025 0t i semn
6196 | 6164 | 6087 | 6035 | 597.3
o Total Rated Fixture Lumens 595 4804 | 4736 | 4674 | 4686 | 4674 | Buserre| s b0, 1s.s0f8 623368
Total Luminaire Efficiency 100% 3434 | 3358 327.7°||F 325,57 | 322.5 U 4 189-97em
(@) 2275 | 2218 | 2147 | 2079 | 1973
(@) Lt i i WA 1227 | 1212 | 117.9 | 1146 | 1051 | s.843gc| 3.951,6 523¢c 9. 300¢¢
.53, . 284.
O Horizontal Beam Angle (50%) 50.9 56.4 56.0 56.1 54.9 297 3m | 42.53,70.221x 84. 96cm
< " 257 | 261 257 | 249 22
Vertical Beam Angle (50%) 52.6 A1 14 107 10 79 13.12ft 2.222,3.669fc 12.47ft
- . o, - - - - 4m . . .501x 379.94cm
Horizontal Field Angle (10%) 96.2 24 26 23 18 1
Vertical Field Angle (10%) 02 03 0.2 02 0.1 0.1 16,456 | 1.422,2.348fc 15.585¢
5m 15.31,25.281x 474.93cm
IES Direction Height Eavg, Emax Angle:50.81deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

EcoSense Lighting Inc. | Phone  310-496-6255 | cosanselighing comfo he mostcorant speciictions.
915 Wilshire Boulevard | Fax 310-496-6256 )
2014 All rights reserved.
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PROJ.

u " DApEmSSSS—— —
New Linear Series ‘

[
EcoSpec® Linear HP EXT 'Wall Wash Conduit Connection - Low Power FIRM__

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

D Ln..
%htmg facts’

A Program of the U.S. DOE

Light Outpu Lur‘?ns 576 Light Output (Lumens) 554

Watts = AN Watts 6.85
Lumens per fi‘ﬁ '* 80 Lumens per Watt (Efficacy) 80

3

Color Accuracy 81 Color Accuracy 82
Color Rendering Index (CRI) ‘ Color Rendering Index (CRI)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White =] White Daylight

Warm White Daylight

2700K 3000K 4500K 00K 00K 3000K 4500K 6500K
All results are according to IESNA LM-79-2008: Approved Method for the Electrical and All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results. product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide. Visit www.lightingfacts.com for the Label Reference Guide.
Registration Number: XNX5-IWL1E5 (Revised ) Registration Number: XNX5-S1LKUS (Revised )

Model Number: WWEL-12-27-120-6 Model Number: WWEL-12-27-120-6F

Type: Luminaire - Cove Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )

Suite 2175 Toll Free 855-632-6736 Eglé::slglz;seréizgee:se logo, and EcoSpec are regis- ECOSENSELIGHTING'COM
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New Linear Series

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power

DATE B TYPE
PROJ.
FRM_____

D .ie..
%htmg facts

A Program of the U.S. DOE

Light Output
Watts 7.02
Lumens per W 80

Color Accuracy
Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-GAYSUX (Revised )
Model Number: WWEL-12-27-120-10

Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 2014 AL

rights reserved
Suite 2175 Toll Free 855-632-6736 EcoSense, the EcoSense logo, and EcoSpec are regis-
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PROJ.

u " DApEmSSSS—— —
New Linear Series ‘

[
EcoSpec® Linear HP EXT 'Wall Wash Conduit Connection - Low Power FIRM__

EcoSense Lighting

Dl cames
ighting facts’
A Program of the U.S. DOE A Program of the U.S. DOE

%htmg facts’

Light Output u ens) ;; 532 Light Output (Lumens) 546
Watts Ve, r 7.68 Watts 7.02
Lumens per Watt (Ef cjﬂm “ 69 Lumens per Watt (Efficacy) 77

Color Accuracy

Color Rendering Index (CRI) “
8%

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Color Accuracy
82 Color Rendering Index (CRI) 83

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Daylight Warm White Bright White Daylight
2700K 3000K 4500K K 2% 3000K 4500K 6500K
All results are according to IESNA LM-79-2008: Approved Method for the Electrical and All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results. product test data and results.
Visit www.lightingfacts.com for the Label Reference Guide. Visit www.lightingfacts.com for the Label Reference Guide.
Registration Number: XNX5-1R7CX8 (9/24/2014) Registration Number: XNX5-BLEPDQ (Revised )
Model Number: WWEL-12-27-120-30 Model Number: WWEL-12-27-120-60
Type: Luminaire - Cove Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
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