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Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com
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EcoSpec® Linear HP EXT 'Wall Wash Conduit Connection - Low Power FIRM__

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

D Ln..
%htmg facts’

A Program of the U.S. DOE

Light Outpu Lur‘?ns 576 Light Output (Lumens) 554

Watts = AN Watts 6.85
Lumens per fi‘ﬁ '* 80 Lumens per Watt (Efficacy) 80

3

Color Accuracy 81 Color Accuracy 82
Color Rendering Index (CRI) ‘ Color Rendering Index (CRI)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White =] White Daylight

Warm White Daylight

2700K 3000K 4500K 00K 00K 3000K 4500K 6500K
All results are according to IESNA LM-79-2008: Approved Method for the Electrical and All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results. product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide. Visit www.lightingfacts.com for the Label Reference Guide.
Registration Number: XNX5-IWL1E5 (Revised ) Registration Number: XNX5-S1LKUS (Revised )

Model Number: WWEL-12-27-120-6 Model Number: WWEL-12-27-120-6F

Type: Luminaire - Cove Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
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New Linear Series

EcoSpec® Linear HP EXT/Wall Wash Conduit Connection - Low Power

DATE B TYPE
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D .ie..
%htmg facts

A Program of the U.S. DOE

Light Output
Watts 7.02
Lumens per W 80

Color Accuracy
Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-GAYSUX (Revised )
Model Number: WWEL-12-27-120-10

Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 2014 AL

rights reserved
Suite 2175 Toll Free 855-632-6736 EcoSense, the EcoSense logo, and EcoSpec are regis-

LOS Angeles CA 9001 7 855_6_ECOSEN tered trademark of EcoSense Lighting Inc.
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EcoSpec® Linear HP EXT 'Wall Wash Conduit Connection - Low Power FIRM__

EcoSense Lighting

Dl cames
ighting facts’
A Program of the U.S. DOE A Program of the U.S. DOE

%htmg facts’

Light Output u ens) ;; 532 Light Output (Lumens) 546
Watts Ve, r 7.68 Watts 7.02
Lumens per Watt (Ef cjﬂm “ 69 Lumens per Watt (Efficacy) 77

Color Accuracy

Color Rendering Index (CRI) “
8%

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Color Accuracy
82 Color Rendering Index (CRI) 83

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Daylight Warm White Bright White Daylight
2700K 3000K 4500K K 2% 3000K 4500K 6500K
All results are according to IESNA LM-79-2008: Approved Method for the Electrical and All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results. product test data and results.
Visit www.lightingfacts.com for the Label Reference Guide. Visit www.lightingfacts.com for the Label Reference Guide.
Registration Number: XNX5-1R7CX8 (9/24/2014) Registration Number: XNX5-BLEPDQ (Revised )
Model Number: WWEL-12-27-120-30 Model Number: WWEL-12-27-120-60
Type: Luminaire - Cove Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
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