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EcoSpec® Linear HP EXT Wall Wash - has an impressive array of narrow, medium, wide and elliptical beam
angles that provides brilliant results for exterior fagade grazing, and wall washing applications that are exposed
to harsh elements. The new glass lens provides better protection against harsh environments and chemicals

and the GORE® Vent protects the internal system from moisture and improves the overall lifetime of the fixture.
Patent-pending dimming technology dims down to 0% output power.
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eatures:

. Economical

. Simple Installation

. In-line Connection

. High Efficacy

. Integral Driver / AC Power

. Dimmable: ELV (RP), 0-10V

. Dimming at 120V, 220V, and 277V
. Dimming down to 0%

. Glass Lens

PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12” 48"
2700K 6°x6° 414 Im/LF 1,656 Im 85.4Im/W
3000K 6°x6° 380 Im/LF 1,520 Im 76.9Im/W
3500K 6°x6° 411 Im/LF 1,644 Im 82.7Im/W
4000K 6°x6° 459 Im/LF 1,836 Im 91.1Im/W
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000,hours @ 25°C*
* Caleulationsffor LED_fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption 4 BW/LF Typical (The Typical input power range allows for a +/-10% variation of all components)
SWILF Maximumg(Allfixtures are labelled with Maximum wattage)
Max Fixture Run Length 110’ (33m) @120VAC; 125’ (37m) @220VAC ; 125’ (37m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-240VAC, 277VAC, 50/60 Hz (all voltages)
Driver Integral to Fixture; De-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -40°F to 122°F (-40°C to 50°C)
Operating Temperature -40°F to 122°F (-40°C ta'560°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse Phase, Trailing Edge
220-240VAC ELYV type, Reverse Phasef Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming Gontrol Module (LDCM)
PHYSICAL Dimensions

Housing / Lens

Weight
Connectors
Environment
Beam Angle
Mounting Options:

W 2.37" x H2.36” x L 127/48” ; (60mm x 60mm x 308mm/1219mm)

Extruded Aluminium; Tempered Glass; Stainless Steel Fasteners

Metal Endcaps with Plastic/Rubber Overmold fot Cable Assembly

2.43lbs / 1.1kg (1ft) / 10.36Ibs / 4.7kg (4ft) approx

Integral Male/ Female 3 Pin Connectors on Pigtail Cable,Assembly, IP66 Rated
Outdoor; CE Certified IP66 / ETL Certified for Wet Locations

Native: 6°x 6° /6°x 15° / 10°x 60° / 17°x 35° / 30°x 60° / 60°x'60°

Flat Mounting Brackets, Hinge Brackets and Safety Brackets

FIXTURE RATING &
CERTIFICATIONS

CE, C-Tick Certified, CCC
ETL Certified
RoHS Compliant

@. ce @ @ =

Intertek

LIMITED WARRANTY

5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

EcoSense Lighting Inc. Phone  310-496-6255
915 Wilshire Boulevard Fax 310-496-6256

Suite 2175

Los Angeles, CA 90017

Toll Free 855-632-6736

855-6-ECOSEN

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved.

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
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ORDERING % e toorosriats e o fonm e procct code. oo
WWES/ ) ) ) :
WWEL/WWEA
MODEL LENGTH COLOR VOLTAGE OPTIC
WWES* 12 - 12’ 27 - 2700K 120 - 100-120VAC 6-6°x6°
WWEL # 48 448 30 - 3000K 220 - 220-240VAC 6F - 6° x 15°
WWEA 35 - 3500K 277 - 277VAC* 10 - 10° x 60°
40 - 4000K 17 -17° x 35°
RD - RED ## 30 - 30° x 60°
GN - GREEN ### 60 - 60° x 60°
Blr=BLUE **#
AM - AMBER ##
EXAMPLE: WWES* - 12 - 27 - 120 - 10, (*Wal/Wash Exterior Standard Power)

WWEL* -12-27 -120 - 10 (*WaiWash Exterior Low Power)
WWEA* - 12 - 27 - 120 - 10 (*Wall Wash/Extérior ASHRAE Power)

# See Linear HP EXT Wall Wash Standard Power Spec Sheet for moredetails

## See Linear HP EXT Wall Wash Low Power Spec Sheet for mofe details

### See Linear HP EXT Wall Wash ASHRAE Power Mono Color Power Spéc Sheet for more details

Wiring Options

*EXT Leader Cable, 3 Pin, 10ft, 110V EXT3P-A-LDR-120-10

EXT Leader Cable, 3/Pin, 10ft, 220V EXT3P-A-LDR-220-10

EXT Jumper Cable, 3 Pin, 5ft, 110V EXT3P-A-JMP-120-05

EXT Jumper Cable, 3 Pin, 5ft, 220V EXT3P-A-JMP-220-05

EXT Jumper Cable, 3 Pin, 1ft, 110V EXT3P-A-JMP-120-01

EXT Jumper Cable, 3 Rin, 1ft, 220V EXT3P-A-JMP-220-01

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite end. Leader / Jumper cables‘are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options

100-120VAC / 277VAC Linear Dimming Control Module 0-10V

LDCM-120-277-010V-GR

100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated

LDCM-PL-120-277-010V-GR

Mounting Options

Flat Mounting Bracket, Exterior Cove EXT-A-MNT-FLAT

Included Standard with each product length

Hinge Bracket, Exterior Cove EXT-A-MNT-ADJ

Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length

Safety Bracket, Exterior Cove (Optional) EXT-A-MNT-SAFT

Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length

EcoSense Lighting Inc.
915 Wilshire Boulevard
Suite 2175

Los Angeles, CA 90017

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved.

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
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3.281fFt 867.7,1475fc A 0.3442f¢t
im 10.49%m

4000K K15100] K10[0]0].¢

0 225 45 67.5 90
13185.2 | 13044.4 | 13181.7 | 13084 | 13119.5 o
00 6909.4 | 6515.3 | 5388.8 4318 3321.9
Total Rate re Lumens 414 38094 | 8057 | 2891 | 2648 | 2982 | . opr| p16.0,360. 76 / \ 0.6885¢¢
Total L ire Efficien 100% 62.3 59.3 53.9 50.6 45.5 2m 2335,39681x 20.98cm
20.8 20.1 19.6 18.8 18
Tof ut Watts 4.85W 13.6 13.2 13.5 13 12.7 9.843ft | 96.41,163.9fc 1.033ft
Hori | Beam Ang| A,) 63 9.7 9.2 9.1 83 8 3m 1038,17641x 31.48cm
. 4.3 3.9 4 3.6 3.4
Vertical %) 6 17 15 15 12 12 13.12Ft | 54.23,92.17fc 1.377£¢
; ; : : : : g 4m [ 583.8,992.11x 11.97cm
Horizontal Field Angle (10% 143 03 02 02 0 0
Vertical Field Angle (1 143 0 0 0 0 0 16.4£t | 34.71,58.99fc 1.721ft
5m 373.6,634.91x 52.46cm
Height Eavg, Emax Angle:6.01deg Diameter
0 225 45 67.5 90
LINEAR HP EXT WW - AP (WWEA) 144204 | 143891 | 144093 | 143715 | 144078 | ~2*in 10885 54912a% T
3600.8 | 4041.7 4310 4544.8 | 4398.8
Total Rated Fixture Lumens 380 2184 | 2325 | 2402 | 2468 | 2432 | g.s62¢t | 245.2,346.3¢c 0.6839¢¢t
Total Luminaire Efficiency 100% 421 434 432 45 443 2m 2639,37281x u 20.84cm
16.2 15.8 15.7 15.7 15.6
Total Input Watts 4.95W 1 10.6 10.4 9.9 96 9.843£¢ | 109.0,153.9fc 1.026£¢
3 > - - . 3m 1173,16571x 31.27cm
Horizontal Beam Angle (50%) 6.4 7.8 74 7.5 7.3 7.3
Vertical Beam Angle (50%) 6.3 S &) g 33 53 13.12ft | 61.30,86.58fc 1.368ft
1.3 1.2 1.2 1.1 1.1 9,931, B
Horizontal Field Angle (10%) | 14.4 = = oF 5 oxi i e - eoem
Vertical Field Angle (10%) 14.2 0 0 0 0 0 16,456 | 39.23,55.41¢ 1.71f¢
5m 422.3,596.41x 52.11cm
Height Eavg, Emax Angle:5.97deg Diameter
)\ "' 0 2 45 67.5 90
3.281f1 .8,1411f¢
LINEAR HP EXT WW - AP (WWEA) \‘“",' 149985 | 14905.7 | 14904.8 | 149813 | 15012.7 in |25 151521 10. 65cm
3500K / 6°X 6! \\\"% 42411 | 44753 |A44263 | 4479.4 | 42181
Total Rated Fixture Lumens 411 273.9 282.2, 279.6 275.7 262.9 6.562ft | 230.5,352.8fc 0.6988Ft
2 2481,37981. 21.30
Total Luminaire Efficiency 100% 49.8 51 494 50.8 49.8 " * -
e T— G 18.6 18.3 182 18.4 18.5
otal Input Watts - 9.843ft 102.4,156. 8% 1.048ft
. 12.4 11.7 1.7 11.4 11.3 3; 1102,1658112 31 95cn
Horizontal Beam Angle (50%) 6.5 8.5 8.3 8.5 7.9 7.8
Vertical Beam Angle (50%) 6.3 Si8 34 Si6 46 3 13.12¢t | 57.61,88.21fc 1.398ft
- N 1.4 1.2 1.3 14 1.4 4m ©2,949.51x 42 60cm
Horizontal Field Angle (10%) 14.6 01 0 01 0 0
Vertical Field Angle (10%) 14.6 0 0 0, 0 0 16.4£t | 36.87,56.45¢c 1.747£¢
5m 396.9,607.71x 53.25cm
Height Eavg, Emax Angle:6.10deg Diameter
180°
. 0 225 45 67.5
HLTARG1P ERariy «LP (UIEY) 0 [ 188803 | 18869.7 | 18913.5 | 189057 | 18921.2 | 3<28LEy 1243, 7mte 033226t
AT 4991.3 | 4768.1 | 42755 | 3967.8 | 3629.3
Total Rated Fixture Lumens 459 16 | 279.2 275.5 269.7 262.9 252.7 B:iore | 7,443, 268 0. 66445t
Total Luminaire Efficiency 100% 25 54.1 511 48.1 47.5 464 " Y 4 20.25em
e ———— YT 35 20 18.7 18.2 17.9 18
talnputivats : 45| 138 131 13 12,5 121 | o.643¢| 138.1,197.0fc 0.9965¢t
Horizontal Beam Angle (50%) | 6.1 55| 95 9.1 8.9 8.4 83 G 30-37em
Vertical Beam Angle (50%) g £ <k 90 S5 90 g0 13.12ft 77.66,110.8fc 1.329ft
75 1.5 1.3 1.4 1.2 1.2 . 360119 5
Horizontal Field Angle (10%) 138 = o o : 5 dm| 0TI 40-50en
Vertical Field Angle (10%) 13.7 90 0 0 0 0 0 16,47t 1.661Ft
-4zt .

IES Direction

49.71,70.93fc
535.0,763.51x 50. 62cm

Height  Eavg,Emax Angle:5.80deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.

* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

EcoSense Lighting Inc. Phone  310-496-6255

915 Wilshire Boulevard Fax 310-496-6256
Suite 2175 Toll Free 855-632-6736
Los Angeles, CA 90017 855-6-ECOSEN

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved.

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
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EcoSpec® Linear HP EXT Wall Wash - AsHRAE Power

For complete library of IES files, please visi
ecosenselighting.com

225 45 67.5 90 A
R P 3.281ft 307.6,393. 8f 0.4085ft
- 4194 4204.5 | 41855 | 4213.1 Im 3311,‘2391": 52 d5cn
3429 2318.7 1768.7 1519.8
Total Rated () ens 396 698.2 260.4 195.4 173.9 6.562¢¢ | 76.90,98.45¢¢ 0.8171¢¢
Total L re Efficien 100% 120.4 70.9 495 42.9 2m 827.8,10601x 24.90cm
37.5 26 219 20.4
Lo QS oYY 17.9 15.1 13.9 13.7 9.843ft | 34.18,43.76fc 1.226£t
Hori | Beam Angle A)) 24 10.8 9.8 9.3 9 3m 367.9,471.01x 37.36cm
Vertical %) 72 6.2 5.6 5 44
25 22 17 16 13.12ft 19.23,24.61fc 1.634ft
N . o - - - - 4m 206.9,264.91x 49.81cm
Horizontal Field Angle (10 45.6 01 01 0 0
Vel A Angle (1 '8 0 0 0 0 16.4ft 12.30,15.75fc 2.043ft
5m 132.4,169.61x 62.26cm
IES Direction Height Eavg, Emax Angle:7.13deg Diameter
180°
- 0 22.5 45 67.5 90
3.281f4 300.7,389.1£ 0.409
LINEAR HP ENT WW - AP (WWEA) 0 | 40441 | 4042.9 | 40212 | 40251 | 4039.8 In [ ¢705 08551 5 o
SO00KUIGEIS 3581.7 | 35844 | 25791 | 19807 | 17556
Total Rated Fixture Lumens 405 200 000 15 | 1437.9 7471 299.8 208.4 185.4 6.562ft 75.17,97.27fc 0.8194ft
! 2m 809.1,10471: 24.97cm
Total Luminaire Efficiency 100% 25| 2894 133.9 76.5 53.5 47.3 *
o v T——— o 85} 58.9 40 28 23.4 22
otal Inpuf atts A
(@) 45 25 18.8 15.8 14.6 146 9.843ft | 33.41,43.23fc 1.229¢t
3m 359.6,465. 31 37.46
o Horizontal Beam Angle (50%) 222 60° 60° 55 15.5 11.2 10.2 9.6 9.2 = -
00
m Vertical Beam Angle (50%) 7.3 sg gg Z: 22 157 :2 13.12¢t | 18.79,24.32fc 1.639ft
. 4m .3,261.71x 49.95cm
; ; 5
Horizontal Field Angle (10%) 45.6 85 04 02 0.2 0 01
Vertical Field Angle (10%) 185 cd 90 0 0 0 0 0 16.4ft | 12.03,15.56fc 2.0485t
30° 0° 30° 5m 129.5,167.51x 62.44cm
IES Direction Height Eavg, Emax Angle:7.15deg Diameter
0 2 45 67.5 90
3.281ft 317.0,405. 3£ 0.4062:
LINEAR HP ENT WW - AP (WWEA) 43821 | 43304 | 43242 | 43126 | 43242 In 55 3600 5 S0
S200KUCESID 37791 | 34366 | 28743 | 1793.9 | 15811
Total Rated Fixture Lumens 418 1524.2 672.2 275.2 199.8 177.9 6.562ft 79.26,101.3fc 0.8125¢t
! 2m 853.2,10911: 24.24cm
Total Luminaire Efficiency 100% 326.2 129.2 74.5 52.2 46.5 *
o Total Input Watt 5.08W 66.4 40.8 282 23.9 22.7
otal Input Watts !
o 266 4| 194 | 64 || 152 | 153 | s.843c¢| s5.23 12106t
3m 379.2,484.71. 37.15
m Horizontal Beam Angle (50%) 246 16.2 11.6 10.6 10.1 9.7 * .
Vertical Beam Angle (50%) 7.3 gf Z; z; f; :; 13.12¢t | 19.82,25.33fc 1.625¢t
. 4m 13.3,272.71x 49.53cm
; ; o
Horizontal Field Angle (10%) 46.9 05 03 0.2 0 o1
Vertical Field Angle (10%) 18.1 0 0 0 0 0 16.4£t | 12.68,16.21fc 2.031£¢
5m 136.5,174.51x 61.91cm
Height Eavg, Emax Angle:7.09deg Diameter
0 225 45 67.5
L DL Dy 50438 | 50552 | 49929 | 4997.5 | 5023 | OHEE 36T, 8.478 0t e
’ & 4535.9 | 4103.3 | 2751.3 | 2023.6 1742
Total Rated Fixture Lumens 445 1737.8 725.2 286.1 200.1 175.6 6.562Ft 91.96,119.2f¢ 0.8079¢¢
! 2 989.9, 12831 24. 62
O Total Luminaire Efficiency 100% 319.5 128.1 74 52.3 45.7 " ! 4 o
60.9 39.2 28.1 24 22.6
(@) et i i ARy 268 | 195 | 167 | 157 | 156 | s.sesce| 4o 7.5 soec 1212ee
.9,570.41x ~9dcm
(@) Horizontal Beam Angle (50%) | 23.7 172 | 124 1 105 | 104
<I i 10.3 7 6.4 5.5 4.9
Vertical Beam Angle (50%) 71 43 28 26 ) 19 13.12ft 22.99,29.81fc 1.616ft
Horizontal Field Angle (10%) 447 o o o o T dm| 475,320 91x 9-20em
Vertical Field Angle (10%) 17.3 0 0 0 0 0 16. 45t 14.71,19. 08%¢ 2. 026t
5m [ 158.4,205.31x 1. 56cm
IES Direction Height Favg, Emax Angle:7.05deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

EcoSense Lighting Inc. | Phone  310-496-6255 | Ecoseneeligning.com or s most current speciictions
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For complete library of IES files, please visit

B o 225 45 675 )

P EXT 0 [ 1351.3 | 1351.2 | 1350.7 | 1350.3 | 1350.5 | 3-28%f% | —20Z.4,2125.74c o1zt
4 5 [ 1318 [ 1273.2 | 11447 | 10315 | 9865
Total Rated e Lmens 407 000 opo | 15| 1120.5 [ 7402 [ 300.7 [ 147.8 | 1164 | 4 sspre| 15 54,51, 422 1 earee
Total L e Efficion 100% 25| 8044 | 2586 | 54.9 33.2 294 2m [ 274.9,338.21x 9.58em
TR 35 [ 422 69.4 24.8 18 16.4
Lo QS SAAW ' II‘“\ ‘ 45 146 26.6 15.2 12.1 11.3 9,343;-:‘ 1233,}3&9;&: 75.;;::
Horizohial Boam Anglo (60%) | 6.5 | 50°K" 3 ) '4"".“\‘“ 60° 55| 403 | 147 | 102 | 83 | 77 122215031 -37em
Vertical %) 14.6 “' b “ 65| 14 83 6.5 5 4.5
‘Iii 2 1 1 13.12ft 6.384,7.855fc 3.253ft
Horizontal Field Angle (10% 90.9 A‘ pod A ® 2 35 6 o 1 an <77/ 8. 561x 9. 6em
g - A!!EE 85| 0.6 0.4 0.2 0.1 0.1
- %
e (R AT ([ . - cd %0 0.1 0 0 0 0 16.4ft 4.086,5.027fc 4.067ft
300 0° 300 5m [ 43.98,54.121x 123.95cm
1ES Direction Height Eavg, Emax Angle:14.13deg Diameter
180°
“ - 0 225 45 67.5 90
3.281ft 111.3,137.9f .
;;P;EII’(\',?::;XE;(;’WW - AP (WWEA) “\\ 0 | 1481.7 | 1483.9 | 1474.9 | 1472.7 | 14753 Im 1195, 14541x O e
.#\\\\\\ W 1460 | 13557 | 11652 | 10202 | 959.3
Total Rated Fixture Lumens 440 o .=E§ é== ogo |15 12563 | 7522 | 2726 128 99.8 | ¢.562¢¢ | 27.82,34.462¢ 1.62e¢
2m 299.4,371.01. 49.37
Total Luminaire Efficiency 100% =—'?7////“ \gsg. 25| 8939 | 2547 54.1 34.2 30 x o
D 35| 4552 [ 69.2 26.3 18.4 16.6
Total Input Watts 4.93W "’"l//‘ am\\\\é’. 45 | 153.4 28.4 15.9 12.3 114 | 9.843ft| 12.36,15.32fc 2. 4295t
N ‘ ! ‘ 3m 133.1,164.91x 74.05cm
Horizontal Beam Angle (50%) 56.4 60° ' ;[“ ’ 60° | 55| 41.8 16.1 10.5 8.3 7.7

65 14.8 9.1 6.3 4.8 4.4

Vertical Beam Angle (50%) 14.3

13.12ft 6.954,8.616fc
4m 74.85,92.74

3.239ft
Ix 98. 73cm

Horizontal Field Angle (10%) 91
Vertical Field Angle (10%) 28.3

$p
25
s==ss
O
%

85 0.7 0.4 0.2 0.1 0.1
90 0 0 0 0 0 16.4ft
5m

4.451,5.514fc 4.049ft

300 00 300 47.90,59.351x 123.42cm
1ES Direction Height Eavg, Emax Angle:14.07deg Diameter

45
0.7738ft

3.281ft | 114.3
im 1230,15111x

LINEAR HP EXT WW - AP (WWEA) 1505.3 | 1508.4" | 1509.2

S E 14639 | 13628 | A173.6
Total Rated Fixture Lumens 419 500 1223.7 709.8, 252.5 6.562ft | 28.57,35.10fc 1.548ft
Total Luminaire Efficiency 100% 846.8 28 516 529 2819 i e
Total Input Watt 5.00W 479 | 826 | 249
otal Input Watts !
138 26.6 153 9.843ft 12.70 2.322ft
3m 136.7,167. 91 70. 76
Horizontal Beam Angle (50%) 54.6 60° 38.2 10.2 * -
i 65 13.9 8. 6.1 4.7 4.2

Vertical Beam Angle (50%) 133 § 3.095¢¢

13.12ft 7.143,8.775fc
4m 76.89,94.461x

94. 35cm

i ; o
Horizontal Field Angle (10%) 88.7 5 05 03 o1 0 0

Vertical Field Angle (10%) 265 90 0 0 0 0 0 16.4ft | 4.572,5.616fc 3.8695t
30° 0° 300 5m 49.21,60.451x 117.93cm
1ES Direction Height Eavg, Emax Angle:13.45deg Diameter
180°
. 0 225 45 67.5
LINEAR HP EXT WW - AP (WWEA) 0 | 15805 | 1579.4 | 1578.9 | 15808 | 1579 | 2°%em| 2221470 %54 e
5 1567 1486.7 | 1306.9 | 1155.6 | 1087.5
Total Rated Fixture Lumens 450 500 000 15| 13564 | 861.9 330.9 154.4 117.8 [\ Phsezet | 30980, 36. 7428 1. 603t
Total Luminaire Efficiency 100% 25| 949.7 298.6 58.7 344 29.9 | 326.2,355 51x 45.87em
35| 4488 | 765 26.1 18.6 16.9
jotlluotiies 515w 45| 1351 | 284 | 159 | 127 | 118 | o-easec| 13.47.16 33cc ERTE
3m -0,175. ;
Horizontal Beam Angle (50%) 55.4 60° 600 |55 352 155 10.7 86 s 145.0,175. 81x 73.3Icm
Vertical Beam Angle (50%) 14.1 65| 133 8.9 6.4 5.1 A6 | —— 320756
4m

7.575,9.185fc
81.54,98.861x

97. 7dcm

Horizontal Field Angle (10%) 88.4 0 85 0.6 0.3 0.1 0 0

4000K 3500K K10]0]0],¢
XS
SN
S\
e\ zal

Vertical Field Angle (10%) 27.7 4 cd 90 0 0 0 0 0 16.4ft | 4.848,5.878fc 4.008ft
300 00 300 5m [ 52.19,63.271x 122.18cm
IES Direction Height Eavg, Emax Angle:13.93deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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For complete library of IES files, please visit:
ecosenselighting.com

180°
“’, B o 225 45 675 )

R P 3.281ft | 154.2,192.4% 0.7407f
r 2053.8 | 2059.9 | 2059.8 | 2056.7 | 2041.4 i 660, 207115 £
o 1354.2 | 1442.7 | 1635.3 | 1852.7 | 1954 / \
Total Rated () ens 389 222 260.3 401.4 845.7 12717 | 4 sezee 38.55,48.11fc 1. 481¢¢
Total L e Efficien 100% 442 52.8 91.5 197.6 | 346.6 2m [ 415.0,517.81x 45.15cm
19.1 21 28.7 53.2 75.5
Lo QS oW 12.4 13.2 15.5 21.3 25.5 9.843ft 17.13,21.38fc 2.222Ft
Horizontal Beam Angle (50%) | 12.8 9.1 9.8 103 1 1.2 | 184.4,230. 11 o7 73em
- 6.1 6.4 5.6 5 5
oniced ) A 28 25 18 14 16 13.12f¢t 9.638,12. 03fc 2.963ft
Horizontal Field Angle (10% 30.1 2 2 . . d 4m 103.7,129.51x 90.31cm
0.4 0.1 0.1 0 0.1
RonicaliiolRnoiel] S 0 0 0 0 0 16.4ft | 6.168,7.697fc 3.704f¢
5m [ 66.40,82.851x 112.88em
Height  Eavg,Emax Angle:12.88deg Diameter
0 225 45 67.5 90

3.281¢t | 166.6,208. 45 0.703
LINEAR HP ENT WW - AP (WWEA) 22415 | 2237 | 2243 | 20428 | 22381 In TS i il
3000K / 17°X 35°
1455.8 | 1541.2 | 1750.7 | 2008.1 2110.3
Total Rated Fixture Lumens 410 266.4 298.6 426.9 875.5 1362.7 6.562ft 41.64,52.10fc 1.406fFt
x 2m [ 448.2,560. 71 7z. 86
Total Luminaire Efficiency 100% 48.7 57.2 98.8 194.2 340 n * cm
o v T——— oW 19.7 21.2 29.2 52.1 70.1
(@) (e it s . 9. 843 18.51,23.15% 2.100f¢
: 12.3 12.9 15.3 20.8 24 3; 199‘2,249‘21§ s
o Horizontal Beam Angle (50%) 12.4 8.9 9.3 10.7 10.7 10.9
Vertical Beam Angle (50%) 338 56 g ol g il 13.12ft | 10.41,13.02fc 2.812¢t
e e o (17 9 2.7 2.4 1.8 1.5 1.8 4m 112.1,140.21x 85. 71cm
orizontal Field Angle (10%) l 03 0 01 0 01
Vertical Field Angle (10%) 555 0 0 0 0 0 16.4ft | 6.663,8.335fc 3.515¢
5m [ 71.72,89.721x 107. T4cm
Height — Eavg,Emax Angle:12.23deg Diameter
0 2 45 67.5 90
LINEAR HP EXT WW - AP (WWEA) 21064 | 2194.3 | 2198.2 | 21948 | 21958 | * i 250 a1 5ne e
SS00RUATRISS 1507.5 | 16051 | 448217 | 2066 | 21207
Total Rated Fixture Lumens 406 193.3 233.4 386.2 893.9 13237 | 6. s62et | 41.42,51.39¢¢ 1.445¢¢
! 2 19, 555.2, 74. 06
Total Luminaire Efficiency 100% 40.7 454 71.8 178.8 325.4 m| 449,553 21x o
O 19.4 20.8 250 46.5 72.6
(@) Total Input Watts 5.06W 12.9 136 154 19.7 251 9.843ft | 18.41,22.84fc 2.168£t
3m .2,245. 56.09
m Horizontal Beam Angle (50%) 12.9 95 101 105 109 A 198.2,245.81x om
Vertical Beam Angle (50%) 32.2 G 4 o1 2 1] 13.12ft | 10.36,12.85fc 2.891ft
Horizontal Field Angle (10%) G 3 26 1.8 14 1.7 " um [1I1.5,138 3Ix 86 12cm
gl : 04 0.1 0.1 0 0
enife 6 A () St 0 0 0 0 0 16.4£t | 6.628,8.2228¢ 3.6145¢
5m [ 71.34,86.501x 110.15cm
Height  Eavg,Emax Angle:12.57deg Diameter
0 225 45 67.5
LINEAR HP EXT WW - AP (WWEA) 22915 | 22655 | 22752 | 2262.7 | 22564 | a8 00000 5 e
CIRRAAES 14109 | 1484.3 | 1710.2 | 19981 | 2146.7
Total Rated Fixture Lumens 420 194.5 225.6 363.2 817.9 1393.2 6.562Ft 42.40,53.22F¢ 1.427¢¢
! 2 6.3,572.91 7349
O Total Luminaire Efficiency 100% 38.1 428 711 166.7 332.2 " @ 7 4 o
17.7 18.7 24 43.9 70.2
(@) Total Input Watts 5.07W 1.9 12.4 141 18.6 23.6 9.843ft | 18.84,23.65fc 2.14ft
3m 2.8, 254. G5,
o Horizontal Beam Angle (50%) 1256 88 93 99 103 108 & 2. 24em
< Vertical Beam Angle (50%) 34.6 6 6.1 5.3 5 52 | el 109 size 2 ssart
Horizontal Fiald Angle (10%) ) 2.8 24 1.8 1.5 1.8 am [I14.1,145.21 6. 99cm
g : 03 0.1 0.1 0 0
Vil (FEEIATE]E (7) By 0 0 0 0 0 16.4£t | 6.783,8.515¢c 3.567¢¢
5m [ 73.01,91.661x 108. 75em
IES Direction Height — Favg,Emax Angle:12.41deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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For complete library of IES files, please visit:
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0 225 45 67.5 90 A
R P 3.281ft 35.15,46.17fc 2. 053f

S 49546 | 49522 | 494.98 | 494.47 | 494.38 el grlsaedite 2,053¢¢
480.85 | 485.21 490.1 493.35 | 490.65

Total Rated € ens 383 313.67 | 337.38 | 386.35 | 439.2 450.8 6.562¢¢ | 8.788,11. 54fc 4. 1067t

Total L re Efficien 100% 117.89 | 1433 | 21564 | 330.82 | 378.62 2m [ 94.60,124.21x 175. 14em
34.23 43.4 80.2 186.15 | 261.78

i Ut Watts 491w 16.84 18.46 27.14 71.77 129.56 | 9.843ft | 3.906,5.129fc 6.159ft

Horizohtal Beam Angle (80%) | 0.9 1117 | 1168 | 1377 | 2443 | 47.21 m| 04,552 787 720m
Vertical %) 28 6.88 7.12 784 | 1066 | 1598

2.86 3.04 3.29 43 522 13.12ft 2.197,2.885fc 8.212ft

Horizontal Field Angle (10% 109.5, 4m [ 23.65,31.061x 250.29cm

0.12 0.18 0.29 0.57 0.65

Vertical Field Angle (1 a 0 0 0 0 0 16.4ft | 1.406,1.847fc 10.265t

5m 15.14,19.881x 312.86cm

Height Eavg, Emax Angle:34.75deg Diameter

0 22.5 45 67.5 90
LINEAR HP ENT WW - AP (WWEA) 5374 | 5368 | 5364 | 537.3 | 5369 | olim[—asr s a5 see R
ERUIRYEURSED 4944 | 499 | 5093 | 5231 | 5314
Total Rated Fixture Lumens 413 287.2 307.4 359.8 434 481.4 6.562ft 9.467,12.52fc 4.131fFt
x 2m 101.9,134.71: 125.91
Total Luminaire Efficiency 100% 98.6 5 e Zeiz 9996 * -
o 30.1 8515 61.4 151.8 2739
Total Input Watts 4.97W 9.843ft | 4.208,5.563% 6.196%1
o ) 16 17 224 54.6 1343 3m 45429,59,351; 155.57(:!:
(@) Horizontal Beam Angle (50%) 35 10.8 111 12.6 202 486
m Vertical Beam Angle (50%) 69.2 G 65 2 oy 1516 13.12¢t | 2.367,3.129fc 8.262ft
21 2:3] 27 3.8 5 4m 5.48,33.681x 251.82cm
Horizontal Field Angle (10%) 64.9 0 0 01 03 07
Vertical Field Angle (10%) 108.8 0 0 0 0 0 16.4£t | 1.515,2.003fc 10.33£t
5m 16.31,21.561x 314.78cm
Height Eavg, Emax Angle:34.95deg Diameter
, 0 2. 45 67.5 90
LINEAR HP ENT WW - AP (WWEA) ,,/ 5008 | 5175 | 5002 | 5181 | 5184 | 2 in|3sr 0 s e e
SISy Ey % /é 5165 | 5192 | /5263 | 5255 | 5107
Total Rated Fixture Lumens 405 .’g‘ 368.7 391.3, 434.6 474.3 465.7 6.562Ft | 9.221,12.71fc 4.013ft
s NS 2m 99.25,136.81. 122.31,
Total Luminaire Efficiency 100% IR i% 153.4 183.8 263 373.4 391.3 * em
o e T— S0ET ‘i“\\ 44.6 57.7 107.2 224.8 2714
otal Input Watts g 9.843ft | 4.098,5.650f 6.019f
o ) 19.1 216 347 91.6 134.7 3m 44411,50,511; 133,‘75:1
Lo Horizontal Beam Angle (50%) 34.1 i 125 13 156 30.2 494
™ Vertical Beam Angle (50%) 68.3 29 &4 g8 122 (COMl e 2.305,3.178%c 8.026£t
N N 3.6 3.7 el 4.8 5.4 4m N 4.211x 244.63cm
Horizontal Field Angle (10%) 64.2 02 02 05 0.6 07
Vertical Field Angle (10%) 108.4 0 0 0 0 0 16.4£t | 1.475,2.034fc 10.03£t
5m 15.88,21.891x 305.78cm
Height Favg, Emax Angle:34.01deg Diameter
180°
" ' . 0 225 45 67.5
LI DO D By I ', o 0 [ 5969 | 596.9 | 596 | 59%.7 | 596 | %0 —45"3outon on
Q&\‘w ,,///"‘ 5 | 5889 | 5783 | 6626 | 5502 | 5428
! et R (RO LIS oo 900 ~§§\ﬁ‘4’:4‘ 900 15] 5232 | 4762 400.6 344.3 3214 | g se62¢¢ | 10.46,13. 9150 3.971f¢
O Total Luminaire Efficiency 100% ;%}qz‘f‘?\\§§~. gg 2‘;2676 33;.3 28122,7 :;162 14205:, 2m [ 112.6,149.71x 121. 0dem
NN I 185 7 I ;
(@) Total Input Watts 4.96W ,'I, Il“‘\ \\Qe 45 | 1391 74.4 30.2 21 19.3 | 9.843s¢| 4.649,6.182¢c 5.957£¢
o Horizontal Beam Angle (50%) | 665 | 60° "r "i‘\\ \“ ’ 60° [55| 51 26.8 152 134 12.7 | s0.06 65 541 781, 6em
<t : 4' pod “ ’ 65| 174 | 17 86 7.9 7.8
Vertical Beam Angle (50%) 33.7 ‘ v, ".E‘ ' ‘ ’ 13.12ft | 2.615,3.477fc 7.942¢t
Horizontal Field Angle (10%) 107.8 . ". .‘. ‘ 55 o & 32 31 dn| EEIEINE zez-o7en
. \J 85 0.6 0.4 0.2 0 0
Vertical Field Angle (10%) 63.6 90 0 0 0 0 0 16.45¢ 1.673,2.226f¢ 9. 9288t
Soo 0° 300 5m [ 18.01,23.961x 302. 59m
IES Direction Height Eavg, Emax Angle:33.67deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense nghtmg Inc. Phone 310-298-8258 EcoSenseLighting.com for the most current specifications.
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For complete library of IES files, please visit:
ecosenselighting.com

0 225 45 67.5 90 A
R P 3.281ft 21.51,36.31f 3. 36f1
EREPED 383.1 | 3832 | 3829 | 3832 | 3834 B e et oasste
360.7 369 377.4 384.9 390.7
Total Rated () ens 399 284.6 302 318.6 333.4 3441 6.562¢t | 5.376,9.078%c
Total Li re Efficien 100% 2035 | 218.9 | 2323 | 2413 | 2457 2m [ 57.87,97.721x
130 137.2 139.1 135.5 131.1
Lo QS Y 70.3 70.8 65.3 57.4 51.9 9.843ft | 2.389,4.035fc 10.08£t
Hori: | Beam Ang|e A,) 56 32.9 31.7 272 22.9 206 3m 25.72,43.431x 307.23cm
ez /0) A9 8 i i o 2 13.12ft 1.344,2.270f 13.44ft
4.9 47 4.1 3.8 & -1 14,4754 4315 40964
; ) N im 47,24.451x T6dem
Horizontal Field Angle (10! 105.5, 05 04 0.2 0 0
Vel A Angle (1 . 0 0 0 0 0 16.4ft 0.8602,1.452fc 16.8ft
5m 9.259,15.631x 512.05cm
Height Eavg, Emax Angle:54.23deg Diameter
0 225 45 67.5 90
e XIN VR AR I E S 373.06 | 372.87 | 372.70 | 372.75 | 37270 | i —Sia ser oo o5 T
S EOAED 339.85 | 339.75 | 34245 | 348.89 | 356.63
Total Rated Fixture Lumens 409 258.89 | 258.11 262.94 | 276.35 | 293.24 6.562ft 5.380,8.888fc 6.786£t
X B AT eaney 100% 189.71 | 189.13 | 193.41 | 203.08 | 217.95 2m| - 57.91,95.671x 206.85em
o v T——— A 116.78 118.52 124.84 | 13538 | 144.73
otal Inpu atts o
(@) 5902 | 6151 | 6668 | 7515 | 80.28 | 9.843ft| 2.391,3 950£c 10. 185t
3m 25.74,42.521. 310.27
o Horizontal Beam Angle (50%) 60.1 26.7 28.1 31.12 35.8 38.34 * -
m Vertical Beam Angle (50%) 54.8 125? 142:95 154.1082 155:22 16{'377 13.12ft | 1.345,2.222f¢ 13.57f¢t
X o 3 . 4m 14.48,23.921x 413.69cm
; ; N
Horizontal Field Angle (10%) 108.7 0.26 037 0.56 088 0.88
Vertical Field Angle (10%) 994 0 0 0 0 0.1 16.4£t | 0.8608,1.422¢c 16.97£t
5m 9.265,15.311x 517.12cm
Height Eavg, Emax Angle:54.69deg Diameter
0 2 45 67.5 90
LINEAR HP EXT WW - AP (WWEA) 0 | 4285 | 4228 | 4231 | 4228 | 4228 | TP —GhSeanetne Eor
S200KUS0RS0 4152 | 4111 |f4o2 | 3936 | 3869
: : Total Rated Fixture Lumens 408 1 350 331.8, 312 295.7 283.9 6.562Ft 5.921,9.958fc 6.265¢t
Total Luminaire Efficiency 100% 25| 2484 2353 2225 212 202 Zm|  63.73,107.21x 190.97em
o Total Input Watt 5.08W 85 144.7 142.2 138.4 131.4 123.8
o otal Input Watts : 45| 703 723 70 66.1 624 | s.saszel 26314 az6tc .58t
32,47 641x -
T} Horizontal Beam Angle (50%) 52.7 55| 312 32.8 315 29.9 28.5
c') i 65 13.9 148 14 13.5 13
Vertical Beam Angle (50%) 512 75 5 55 51 5 48 13.12ft 1.480,2.490fc 12.53ft
; ) N b 4m [ 15.93,26.601x 381. 93cm
Horizontal Field Angle (10%) 103.4 5 05 06 0.4 02 02
Vertical Field Angle (10%) 973 90 0 0 0 0 0 16.4£¢ | 0.9473,1.593fc 15. 665t
5m 10.20,17.151x 477.42cm
1ES Direction Height  Eavg,Emax Angle:51.04deg Diameter
180°
. 0 225 45 67.5
LINEAR HP ENT WW - AP (WWEA) 0 | 570 | 3703 | 3702 | 370 | 3600 | GATEE L5000k T
5 356.1 360.4 363.8 367.3 369.3
: : Total Rated Fixture Lumens 421 900 §' A 500 15 | 296.4 305.1 311.9 318.4 321.1 s.ssz;; ‘:’gg,g&sgiﬁ 2257;&
Total Luminaire Efficiency 100% 7/‘»\% 25| 2159 2241 2308 2387 2418 326,93 “seen
o I 35| 1316 | 1369 | 1419 | 1494 | 1544
o Total Input Watts 5W /
4 45| 635 65.7 68.5 74.1 788 | 9.ea3gel 2.198,3 6415 il
O Horizontal Beam Angle (50%) 59.5 60° 60° | 55 248 25.8 273 303 334 m 467,41.341x ~34cm
q i 65 9.3 10 10.8 12.2 13.5
Vertical Beam Angle (50%) 58.9 = e o 7 = e 13.12¢¢ 1.237,2.160¢¢
Horizontal Field Angle (10%) 109.9 = o S 7 o e dm| 133123280
Vertical Field Angle (10%) 108.2 90 0 0 0 0 0 16.4£¢ | 0.7917,1.383fF¢
300 0° 300 5m | 8.522,14.881x 563. 90cm
IES Direction Height Favg, Emax Angle:58.84deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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EcoSense Lighting

A Program of the U.S. DOE

Yighiting facts

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

Light Output ( ume ns) ;; 414 Light Output (Lumens) 396

Watts hidard — 4.85 Watts 4.9

Lumens per Watt (Ef c‘iam X 85 Lumens per Watt (Efficacy) 80
- -

Color Accuracy Color Accuracy 82

Color Rendering Index (CRI)

Color Rendering Index (CRI) %Q\ p 82
n

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-IARNUO (8/18/2014)
Model Number: WWEA-12-27-120-6

Type: Luminaire - Cove

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

Warm White Bright White Daylight

2 % 3000K 4500K 6500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-Q6M5XE (Revised )
Model Number: WWEA-12-27-120-6F

Type: Luminaire - Cove

EcoSense Lighting Inc. Phone  310-496-6255
915 Wilshire Boulevard Fax
Suite 2175

Los Angeles, CA 90017

310-496-6256
Toll Free 855-632-6736

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved
EcoSense, the EcoSense logo, and EcoSpec are regis-

tered trademark of EcoSense Lighting Inc.
855-6-ECOSEN | gpecwwea-201a0410-v1

ECOSENSELIGHTING.COM



EcoSense Lighting

A Program of the U.S. DOE

Yighiting facts

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

Light Output (I u ens) 407
Watts Rvkad 5.12

L Y ) A,
Lumens per Watt (Ef c‘iam X 79
- -

Color Accuracy

Light Output (Lumens) 389
Watts 4.88
Lumens per Watt (Efficacy) 79
Color Accuracy 82

Color Rendering Index (CRI)

Color Rendering Index (CRI) %Q\ p 82
n

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-MELGVG (Revised )
Model Number: WWEA-12-27-120-10

Type: Luminaire - Cove

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

Warm White Bright White Daylight

3000K 4500K 6500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-HTGIMD (8/18/2014)
Model Number: WWEA-12-27-120-17

Type: Luminaire - Cove

EcoSense Lighting Inc. Phone  310-496-6255
915 Wilshire Boulevard Fax
Suite 2175

Los Angeles, CA 90017

310-496-6256
Toll Free 855-632-6736

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved
EcoSense, the EcoSense logo, and EcoSpec are regis-

tered trademark of EcoSense Lighting Inc.
855-6-ECOSEN | gpecwwea-201a0410-v1

ECOSENSELIGHTING.COM



A Program of the U.S. DOE

ﬁhtmg facts’

EcoSense Lighting

E]h'tm'g facts:

A Program of the U.S. DOE

Light Output (Lu “s:\a 9 383
‘ 4.91

Color Accuracy
Color Rendering Index (CRI)

Light Output (Lumens) 400
Watts 5.15
Lumens per Watt (Efficacy) 77
Color Accuracy 82

Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

Warm White i Daylight
2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-B7U8S0 (9/24/2014)
Model Number: WWEA-12-27-120-30

Type: Luminaire - Cove

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

B Warm White i Daylight

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test'data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-MXR33P (Revised )
Model Number: WWEA-12-27-120-60

Type: Luminaire - Cove
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