
































EcoSense Lighting

h'tm'g facts:

A Program of the U.S. DOE

Light O!tp (L!l‘ens&\ 826
Y

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

Light Output (Lumens) 800
Watts p 10.7 Watts 10.58
Lumens per ffiﬁ?j ) 77 Lumens per Watt (Efficacy) 75
Color Accuracy 81 Color Accuracy 81

Color Rendering Index (CRI)

%

Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

Warm White Bright White

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-TCM2K7 (Revised )
Model Number: WWES-12-27-120-6

Type: Luminaire - Cove

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

Warm White
00K 3000K

Daylight

4500K 6500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-1BZ78N (Revised )
Model Number: WWES-12-27-120-6F

Type: Luminaire - Cove

EcoSense Lighting Inc. Phone  310-496-6255
915 Wilshire Boulevard Fax 310-496-6256
Suite 2175 Toll Free 855-632-6736
Los Angeles, CA 90017 855-6-ECOSEN

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
SPEC-WWES-20140225-V1
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EcoSense Lighting

h'tm'g facts:

A Program of the U.S. DOE
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ig !p ( !l!:ens&\ 797

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

Light Output (Lumens) 779
Watts p 10.64 Watts 10.52
Lumens per ffiﬁ?j ) 74 Lumens per Watt (Efficacy) 74
Color Accuracy 81 Color Accuracy 81

Color Rendering Index (CRI)

%

Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

Warm White Bright White

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-4F7AGV (Revised )
Model Number: WWES-12-27-120-10

Type: Luminaire - Cove

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

Warm White Daylight

00K 3000K 4500K 6500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-PYI1MQ (Revised )
Model Number: WWES-12-27-120-17.

Type: Luminaire - Cove
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EcoSense Lighting Inc. Phone  310-496-6255
915 Wilshire Boulevard Fax 310-496-6256
Suite 2175 Toll Free 855-632-6736
Los Angeles, CA 90017 855-6-ECOSEN

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

2014 All rights reserved

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
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h'tm'g facts:

A Program of the U.S. DOE

EcoSense Lighting

' E]h'tm'g facts:

A Program of the U.S. DOE

Light O!tp (L!l‘ens&\ 778 Light Output (Lumens)
w

EcoSense Lighting

776

Color Rendering Index (CRI)

%

Watts p 10.41 Watts 10.84
Lumens per ffiﬁ?j ) 74 Lumens per Watt (Efficacy) 71
Color Accuracy 82 Color Accuracy 81

Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

Warm White Bright White

2700K 3000K 4500K

Light Color
Correlated Color Temperature (CCT)

Warm White
00K 3000K

2700 (Warm White)

Daylight

4500K 6500K

product test data and results.

Registration Number: XNX5-8VB5MJ (Revised )
Model Number: WWES-12-27-120-30

Type: Luminaire - Cove

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies Photometric Testing of Solid-State Lighting.

Visit www.lightingfacts.com for the Label Reference Guide.

product test data and results.

Model Number: WWES-12-27-120-60

Type: Luminaire - Cove

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-2CRI57 (9/24/2014)

The U.S. Department of Energy (DOE) verifies
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