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o Economical

. Simple Installation
D In-line Connection
. High Efficacy

o Integral Driver / AC Power

EcoSpec® Linear HP EXT - is our high output, low profile exterior luminaire, ideal for a variety of unique . Dimmable: ELV (RP), 0-10V
architectural applications that are exposed to harsh elements. The new glass lens provides better o Dimming at 120V, 220V, and 277V
protection against harsh environments and chemicals and the GORE® Vent protects the internal system . Dimming down to 0%
from moisture build up, prolonging the lifetime of the fixture. Patent-pending dimming technology dims . Glass Lens
down to 0% output power.
PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12” 48”
2700K 120°x120° 709 Im/LF 2,836 Im 64.9Im/W
3000K 120°x120° 725 Im/LF 2,900 Im 65.2Im/W
3500K 120°x120° 801 Im/LF 3,204 Im 72.9Im/W
4000K 120°x120° 823 Im/LF 3,292 Im 74.9Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+

Color Consistency
Lumen Depreciation / Rated Life

2 Step MacAdam Ellipse
L70 >60,000hours @ 25°C*

* Calculations for LED fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.

ELECTRICAL Power Consumption 11WILF Typical (The Typical input power range allows for a +/-10% variation of all components)
T2W/LF Maximum (Allifixtures are labelled with Maximum wattage)
Max Fixture Run Length 55’ (16m) @120VAC; 125’ (37m) @220VAC ; 125 (37m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-24QVAC, 277V¥AC, 50/60 Hz (all voltages)
Driver Integral to FixturegDe-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -40°F to 122°F (-40°C to60°C)
Operating Temperature -40°F to 122°F (-40°C¢0 50°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, ReversefPhase, Jrailing Edge
220-240VAC ELV type, Reverse Phase, Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming/Control Module (LDCM)
PHYSICAL Dimensions W 1.93” x H 1.97” x L 127/48”; (49mm x 50.1mm x 308mm/1,219mm)
Housing / Lens Extruded Aluminium; Tempered Glass; StainlessSteel Fasteners
Metal Endcaps with Plastic/Rubber Overmold for‘@able Assembly
Weight 1.98 Ibs. / 0.9 kg (1ft), 7.28Ibs. / 3.3kg (4ft)
Connectors Integral Male/ Female 3 Pin Connectors on Pigtail Cable’Assembly, IP66 Rated
Environment Outdoor; CE Certified IP66 / ETL Certified for Wet Locations
Beam Angle Clear Glass: 120°x 120°
Mounting Options: Exterior Fixed and Adjustable Hinge Brackets
FIXTURE RATING & CE, ENEC, C-Tick Certified, CCC
CERTIFICATIONS ETL Certified <€“’> ﬁs
RoHS Compliant N c € COI*%-LI—A\T\I}

Intertek

LIMITED WARRANTY

5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.

EcoSense Lighting Inc. Phone
915 Wilshire Boulevard Fax
Suite 2175

Los Angeles, CA 90017

310-496-6255
310-496-6256
Toll Free 855-632-6736
855-6-ECOSEN

2014 All rights reserved

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
SPEC-HPES-20140422-V1

ECOSENSELIGHTING.COM




=@

SENSE' [restine sois

EcoSpec® Linear HP EXT - standard Power

ORDERING % e toorosriats e o fonm e procct code. oo
HPES / HPEL | - - - - 120
MODEL LENGTH COLOR VOLTAGE OPTIC
HPES 12-12’ 27 - 2700K 120 - 100-120VAC 120 - 120° x 120°
HPEL* 48 - 48 30 - 3000K 220 - 220-240VAC
35 - 3500K 277 - 277VAC*
40 - 4000K

EXAMPLE:

HPES* - 12,- 27 - 1209120 (*High Power Exterior Standard Power)

HPEL* - 12 - 27 4120 - 120 (*High Power Exterior Low Power)

# See Linear HP EXT Low Power. Spec Sheet formore details

Wiring Options

*EXT Leader Cable, 3 Pin, 10ft, 110V EXT3P-A-LDR-120-10

EXT Leader Cable, 3 Pin, 10ft, 220V EXT3P-A-LDR-220-10

EXT Jumper Cable, 3 Pin, 5ft, 110V EXT3P-A-JMP-120-05

EXT Jumper Cable, 3 Pin, 5ft, 220V EXT3P-A-JMP-220-05

EXT Jumper Cable, 3 Pin, 1ft, 110V EXT3P-A-JMP-120-01

EXT. Jumper Cable, 3 Pin, 1ft, 220V EXT3P-A-JMP-220-01

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite end. Leader / Jumper cables are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options

100-120VAC / 277VAC Linear Dimming Control Module 0-10V

LDCM-120-277-010V-GR

100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated

LDCM-PL-120-277-010V-GR

Mounting Options

Flat Mounting Bracket, Exterior Cove EXT-A-MNT-FLAT

Included Standard with each product length

Hinge Bracket, Exterior Cove EXT-A-MNT-ADJ

Order 1 (one) bracket per 12%length, and 2 (two) brackets per 48” length

Safety Bracket, Exterior Cove (Optional) EXT-A-MNT-SAFT

Order 1 (one) bracket per 12” length, and 2 (two) brackets per 48” length

EcoSense Lighting Inc.
915 Wilshire Boulevard
Suite 2175

Los Angeles, CA 90017

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

2014 All rights reserved.

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
SPEC-HPES-20140422-V1

Specifications subject to change without notice. Visit
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EcoSpec® Linear HP EXT - standard Power

For complete dimensions and submittal drawings, please visit:

DIM ENSIONS ecosenselighting.com
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DISTRIBUTION

120° HPES-XX-XX-XXX-120 120°
120° x 120°

Specifications subject to change without notice. Visit
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For complete library of IES files, please visit: o o
ecosenselighting.com 120 X 120

0 225 45 67.5 90 A
R HP EXT - SP (HP 2607 | 2611 | 2609 | 2608 | 2608 | i —Esiasaeitie 255 5
o | 2507 | 2602 | 260.2 | 259.9 | 260.1
Total Rate e Lmens 709 SaAn= 2511 | 2511 | 2518 | 250.6 | 251.3 | 4 se2ee| 1.982,6.064f0 17,7828
2 21.34,65.271 541. 95,
Total Luffinaire Efficie 100% ’/ //lm\\\\\\‘ 2323 | 2335 | 2335 | 2328 | 2322 " * -
2 203 205.1 207.2 205.9 204.6
Totall Input Watts 10.92W </ / \\ \}
\ ~ 166.7 172 171.4 169.3 168 9.843ft | 0.8811,2.695fc 26.67Ft
3m [ 9.484,29.011x §12.97cm
Hori | Beam Angl %) 108.1 125.9 128 128.5 126.9 125.8
Vertical %) 107.2 8 8.5 85.5 8.3 836 13.12¢t | 0.4956,1.516fc 35.56£t
—— e p— 44.6 45.9 44.3 40.4 29.6 4m [ 5.335,16.321x 1083. 96cm
erizontslliRiFANGIel i 9.1 5.1 12 0.6 05
Vertical Field Angle (1 155.0 0 0 0 0 0 16.4£t | 0.3172,0.9702fc 44.45¢t
5m [ 3.414,10.441x 1354. 95cm
Height  Eavg,Emax Angle:107.1deg Diameter
g 229 8 ET5) 20 3.281Ft | 8.882,25.57 8.536ft
. . .57fc .
LINEAR HPBEXT - §P (HPES) 275.1 275.2 2745 2745 2745 Im | 95.60,275.21x 260.19cm
SO00 200120 2731 | 2734 | 2115 | 217 | 2723
: : Total Rated Fixture Lumens 725 =TS 260.7 261.4 259.5 260 260.8 | 6.562£6 | 2.220,6.392fc 17.07Ft
SN 2m [ 23.90,68.801 520. 38cm
O Total Luminaire Efficiency 100% //IM\}\\\\\‘ . 237 2371 23538 237.1 2381 *
il \ 2045 | 2045 | 2025 | 2022 | 203.4
o Total Input Watts 1.12W /l‘l\\ ﬁ\‘~ 9.843£t | 0.9869,2.841fc 25.61£t
'l % 1642 | 1625 | 1608 | 1606 | 162.4 i | plite oL
(@) Horizontal Beam Angle (50%) 105.6 " .i‘ ‘ 1207 | 1187 | 1172 | 1188 | 1213
50 ‘
m Vertical Beam Angle (50%) 105 ' 782 78.9 78.7 782 804 13.12ft | 0.5551,1.598fc 34.15Ft
40.6 41.9 40.8 346 22.7 m [ 5.975,17.201x 1040 76cm
Horizontal Field Angle (10%) 159.5 77 33 09 05 05
Vertical Field Angle (10%) 151.9 0 0 0 0 0 16.4£t | 0.3553,1.023fc 42. 685t
5m [ 3.824,11.011x 1300. 95cm
Height  Eavg,Emax Angle:104.9deg Diameter
Y 2 8 EL5) 20 3.281Ft | 8.696,27.12f 9.125¢F¢
. . .12fc .
LINEAR HPoEXT - OSP (HPES) 0| 2911 291.6 291.1 291 290.3 Im [ 93.61,291.91x 278.12cm
SS00ICRI200120 5 |[2802 | 2806 |d28s | 2874 | 2874
: : Total Rated Fixture Lumens 801 . 1 277.9 277.5 273.8 273.7 273.9 6.562£t | 2.174,6.780fc 18.25¢t
Total Luminaire Efficiency 100% ,'?/’///A\‘\\\\\ X | 2548 288 2493 2507 2497 | Em e
o '1, /ll‘“\\ N 35| 2222 4221 | 2170 || 2158 [ 2163
o Total Input Watts 1MW ll .‘\\ 25 1821 179.2 1765 1753 176.8 9.843ft | 0.9663,3.013fc 27.37ft
5 b g b E 3m [ 10.40,32.431x 834.37cm
LO Horizontal Beam Angle (50%) 108.8 ‘i. 55 | 136.4 134.1 132.7, 133.2 134.4
: ] Vertical Beam Angle (50%) 109.1 .ﬁ 65 90.5 924 919 92.1 93 13.12ft | 0.5435,1.695fc 36.5ft
X P 75| 487 507 | 499 || 436 | 282 4m [~ 5.850,18.241x 12 50cm
) ) 5
Horizontal Field Angle (10%) 161.7 85 98 38 14 05 07
Vertical Field Angle (10%) 153.9 90 0 0 0 0 0 16.4ft | 0.3479,1.085fc 45.62ft
5m [ 3.744,11.681x 1390. 62cm
Height  Eavg,Emax ZAngle:108.56deg Diameter
0 225 45 67.5 A
LINEAR HP EXT - SP (HPES) 3029 | 3029 | 3027 | 3028 | 8026 | PP 5i 20 255 60
ROO0ISIT20pS120) 3009 | 3005 | 2998 | 2995 | 300.1
: : Total Rated Fixture Lumens 823 287.9 287.4 284.9 284.6 286.2 6.562£¢ | 2.247,7.043F¢ 18.09F¢t
.18,75. 1.
o Total Luminaire Efficiency 100% 263.4 262.1 259.3 259.5 260.6 S 4 s51.36em
228.6 226.4 223.5 2223 223.6
o Total Input Watts 10.99W 185 184.6 179 178.7 1823 | 9.843ft| 0.9986,3.130fc 27.13f¢
3m [ 10.75,33. 691 827.04
O Horizontal Beam Angle (50%) 108.1 138.4 136.6 133.8 134.7 139.7 " 4 * -
d i 89.7 91.6 Il Al 91.5 94.6
Vertical Beam Angle (50%) 1085 13.12¢¢ | 0.5617,1.761fc 36.185¢
Horizontal Field Angle (10%) g 47.3 48.4 47.4 30.5 19.9 p 6.046,18.951x 1102. 72cm
o5 : 8.8 27 0.9 05 0.6
Vertical Fleld/Angle (10%) 1492 01 0 Y 0 Y 16.4£t | 0.3595,1.127fc 45.22¢t
5m ~870,12.131x 1378. 41cm
1ES Direction Height Eavg, Emax Angle:108.08deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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fghtmg facts:

A Program of the U.S. DOE

Light Output (L n 709
Watts 10.92
Lumens per fi 64

Color Accuracy
Color Rendering Index (CRI)

Light Color 2700 (Warm White)

Correlated Color Temperature (CCT)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-1QRUPY (5/28/2014)
Model Number: HPES-12-27-120-120

Type: Luminaire - Cove

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 2014 AL
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