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New Linear Series

PROJ.
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. Economical

. Simple Installation
. In-line Connection
. High Efficacy

. Integral Driver / AC Power

EcoSpec® Linear HP INT 80 Degree - is a high performance luminaire that delivers more lumens for . Dimmable: ELV (RP), 0-10V
larger cove applications, dome ceilings or retail displays. In addition, the reduced wattage version at . Dimming at 120V, 220V, and 277V
only 8 watts per linear foot allows for a wider range of commercial applications. Patent-pending dimming . Dimming down to 0%

technology dims down to 0% output power.

. Long Life (L70)

PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12" 48"
2700K 80°x80° 528 Im/LF 2,112 1m 81Im/W
3000K 80°x80° 584 Im/LF 2,336 Im 86Im/W
3500K 80°x80° 566 Im/LF 2,264 Im 88Im/W
4000K 80°x80° 605 Im/LF 2,420 Im 90Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000'hours @ 25°C* / L70 50,000 hours @ 50°C*
* Caleulations for LEDffixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption TW/LF Typical (Thexlypical input power range allows for a +/-10% variation of all components)
8WILF Maximumd(Allfixtures are labelled with Maximum wattage)
Max Fixture Run Length 50’ (15m) @120VAC; 105’ (32m) @220VAC ; 105’ (32m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-240Q¥AC, 277VAC, 50/60 Hz (all voltages)
Driver Integral to Fixture; De-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -4°F to 122°F (-20°C to 50°C)
Operating Temperature -4°F to 122°F (-20°C to80°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse Phase, Trailing Edge
220-240VAC ELV type, Reverse Phaseg; Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming Gontrol Médule (LDCM)
PHYSICAL Dimensions W 1.6"xH 1.8" x L 12"/48” ; (40.4mm x 454mm x 304:8mm/1,249mm)

Housing / Lens

Weight
Connectors
Environment
Beam Angle
Mounting Options:

Extruded Aluminium; Clear Polycarbonate; Stainless Stegel Fasteners

Plastic Endcaps with Plastic/Rubber Overmold for Cable Assembly

0.9Ibs. / 0.41kg (1ft) ; 3.73Ibs. / 1.7kg (4ft) approx

Integral Male/ Female 3 Pin Connectors on Pigtail Cable Assembly, IP40 Rated
Indoor; CE Certified IP40 / ETL Certified for Dry/Damp Locations

Clear Lens: 80°x 80°, Frosted Lens Accessory Available

Flat Mounting Brackets and Hinge Brackets, Snap on Clip and Mounting Track

FIXTURE RATING &
CERTIFICATIONS

CE, C-Tick Certified, CCC
ETL Certified

RoHS Compliant

Energy Star

@. ce @ @ =

COMPLIANT
Intertek

LIMITED WARRANTY

5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

EcoSense Lighting Inc.
915 Wilshire Boulevard

Suite 2175

Los Angeles, CA 90017

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.
2014 Allights reserved ECOSENSELIGHTING.COM
EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
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EcoSpec® Linear HP INT 80 Degree - Low Power

ORDERING G505 % omonriste ine to o he mrocuctande. o0
HPIS /HPIL | - - - - 120
MODEL LENGTH COLOR VOLTAGE OPTIC
HPIS* 12 - 127 23 - 2300K** 120 - 100-120VAC 120 - 120° x 120°
HPIL 48 - 48 25 - 2500K*# 220 - 220-240VAC 80 - 80° x 80°
27 - 2700K 277 - 277VAC**
30 - 3000K
35 - 3500K
40 - 4000K
EXAMPLE: HPIS* - 12 -27 - 120,-80 (*High,Power Interior Standard Power)

HPIL* - 12 - 27 - 120 - 80| (*High Power Interior Low Power)

# See HP INT Standard Power Spec Sheet for more details

## See HP INT Warm Cove Spec Sheet for more details

Wiring Options

*INT Leader Cable, 3 Pin, 10ft, 110V INT3P-A-LDR-120-10

INT LLeader, Cable, 3 Pin, 10ft, 220V INT3P-A-LDR-220-10

INT Jumper Cable, 3 Pin, 5ft, 110V INT3P-A-JMP-120-05

INT Jumper Cable, 3 Pin, 5ft, 220V INT3P-A-JMP-220-05

INT Jumper Cable, 3 Pin, 1ft, 110V INT3P-A-JMP-120-01

INT Jumper Cable,.3 Pin, 1ft, 220V INT3P-A-JMP-220-01

INT Jumper Cable, 3 Pin, 4in, 110V INT3P-A-JMP-120-4

INT Jumper Cable, 3 Pin, 4in, 220V INT3P-A-JMP-220-4

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite end. Leaderd Jumper cables are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options

100-120VAC / 277VAC Linear Dimming Control Module 0-10V

LDCM-120-277-010V-GR

100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated

LDCM-PL-120-277-010V-GR

Mounting Options

Flat Mounting Bracket, Interior Cove INT-A-MNT-FLAT

Included Standard with each product length

Hinge Bracket, Interior Cove INT-A-MNT-ADJ

Order 1 (one) bracket per 12” length, and 2 (two) brackets per48” length

Snap On Clip, Interior Cove HPI-A-MNT-STA

Order 2 (two) bracket per 12” length, and 2 (two) bracketsper 48” length

Mounting Track, Interior Cove (4’-0” Length) 04-A-MNT-TRK-4

Frosted Lens Option

Frosted Lens, Linear HP INT, 12in HPI-A-FRLS-12

Snap-on lens before or after mounting fixture.

Frosted Lens, Linear HP INT, 48in HPI-A-FRLS-48

Snap-on lens before or after mounting fixture.

310-496-6255
310-496-6256
Toll Free 855-632-6736
855-6-ECOSEN

EcoSense Lighting Inc. Phone
915 Wilshire Boulevard Fax
Suite 2175

Los Angeles, CA 90017

2014 All rights reserved.

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
SPEC-HPIS-20140117-V1
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EcoSpec® Linear HP INT 80 Degree - Low Power

For complete dimensions and submittal drawings, please visit:
ecosenselighting.com

DIMENSIONS
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EcoSense Lighting Inc. | Phone  310-496-6255 | oo e o e o o e fons.
915 Wilshire Boulevard Fax 310-496-6256

Suite 2175

Toll Free 855-632-6736

Los Angeles, CA 90017

855-6-ECOSEN
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EcoSpec® Linear HP INT 80 Degree - Low Power

DIMENSIONS

For complete dimensions and submittal drawings, please visit:
ecosenselighting.com

New Linear Series
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Snap On Clip - With Track
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EcoSense Lighting Inc.

Phone  310-496-6255

Fax 310-496-6256

Toll Free 855-632-6736
855-6-ECOSEN

915 Wilshire Boulevard
Suite 2175

Los Angeles, CA 90017

Specifications subject to change without notice. Visit
EcoSenselLighting.com for the most current specifications
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PROJ.

EcoSpec® Linear HP INT 80 Degree - Low Power PR

DISTRIBUTIONS

80° HPIX-XX-XX-XXX-80 80°
80° x 80°

Specifications subject to change without notice. Visit
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For complete library of IES files, please visit:
ecosenselighting.com

0 225 45 67.5 90
R 320.58 | 321.01 | 320.75 | 320.79 | 321.74 | 3-261ft\ 15.36.50.82¢¢ P
4 32121 | 319.26 | 316.82 | 316.75 | 317.36
Total Rated ens 528 32665 | 32581 | 32592 | 32631 | 92504 | | o arase
Total L e 100% 28875 | 299.18 | 307.79 | 31043 | 307.43 2 [52.09,82.931x 255 93em
19456 | 208.97 | 223.03 | 228.58 | 224.56
ToppPt Watts BB 9655 | 1059 | 114.76 | 12342 | 123.07 | o.sa3ze| 2.151,3.4242¢ 141266
HorfRQe! Beam Angle o) | 72 36.43 | 39.36 | 43.63 | 5007 | 52.91 | am.38sex 430. 0em
Fym— ) B 1063 | 1165 | 1331 | 1599 | 18.23
2.06 2.38 2.59 3.49 3.87 13.12ft 1.210,1.926fc 18.83ft
Horizontal Field Angle (10 113.9 = s 5 e i dm| - 13.02,20.751x °73.87em
VEREE FEE AR - 04 0.39 0.35 0.33 0.18 16.4ft | 0.7743,1.233fc 23.53ft
5m 8.334,13.271x 717.33cm
Height Eavg, Emax Angle:71.31deg Diameter
0 25 45 675 %0
3.281f1 20.32,33. 34« .
LINEAR HP INT - LP (HPIL) 35279 | 3525 | 3526 | 351.96 | 35232 T g Tis boen
SOD0KYIBORIE0 356.83 | 3597 | 36228 | 362.39 | 362.18
Total Rated Fixture Lumens 584 360.19 | 368.72 | 37525 | 377.01 | 375.09 | ¢.se2¢¢| 5.081 0. 6326t
21 54.69,89.721. 293.59
X Total Luminaire Efficiency e 3145 | 32518 | 33525 | 339.27 | 337.68 m x an
o 21573 | 22481 | 23561 | 24313 | 241.86
(@) jlotallinpubiVatls S 112,03 | 117.79 | 1254 | 132.73 | 134.16 | 9-843£t| 2.258,3.705¢c 14.45e¢
. - - = = 3m 24.31,39.881. 440.39
(@) Horizontal Beam Angle (50%) | 78 4463 | 4745 | 5075 | 5528 | 565 " -
Vertical Beam Angle (50%) 771 5150 (227 1267 18778 7E43 13.12ft | 1.270,2.084fc 19.26ft
- N 2.53 2.61 2.57 3.3 BI55) 4m 13.67,22.431x 587.19cm
Horizontal Field Angle (10%) 116.8 0.64 063 0.58 063 047
Vertical Field Angle (10%) 1146 048 | 046 | 038 | 037 | o018 16.45¢ | 0.8129,1.3345¢ 24.085¢
5m 8.750,14.361x 733.98cm
Height Eavg, Emax Angle:72.56deg Diameter
0 2 45 675 %0 A
LINEAR HP INT - LP (HPIL) 317.42 | 316.98 | 31655 | 316.95 | 317.03 | *20{% | —37;8%-30. 245 T
SR 32468 | 321.79 | B18.48 | 31518 | 31256
% Total Rated Fixture Lumens 566 330.1 | 333.174] 82649 | 31971 | 31266 | 4 sepee| 4.450.7.535¢c 10,3360
Total Luminaire Efficiency 100% 3092 309:03 7| 307.55(},301.26 293 Zn| 47.90,81.111x 14 7den
o 22311 | 22975 | 23387 || 23057 | 22233
o Total Input Watts G 12183¢] 128.38 | 48378 | 13192 [ 126.1 | 9.843¢| 19783 545cc s.gost
0 Horizontal Beam Angle (50%) 80.8 4889 | 52244 55511 | 57.25 |, 553 (89,6- 050X en
o ; 1378 | 1508 16.63| 18.674]718.71
Vertical Beam Angle (50%) 791 13.12ft 1.113,1.884fc 20.65ft
- - 1.73 1.91 2.33 3.96 4.24 am 11.98,20.281x 629. 49cm
Horizontal Field Angle (10%) 119.8 083 081 073 067 055
Vertical Field Angle (10%) 159 06 0.56 047 0.39 0.19 16.4ft .7121,1.206fc 25.82ft
5m 7. ’ .981x 786.86cm
Height Eavg, Emax Angle:76.40deg Diameter
180°
0 25 45 67.5
LINEAR HP INT - LP (HPIL) 348.96 | 348.95 | 348.13 | 348 | 3419 | 22Ok 20,6033 40z 459225
BT HED \\\\W/// 5 | 34572 | 343.87 | 34181 | 34259 | 344.13
Total Rated Fixture Lumens 605 §‘.4 345.17 | 343.65 | 343.75 | 344.47 | 346.37 | 4. s62£t | 5.165,8.373fe 9.8445¢
X Total Luminaire Efficiency 100% NN 308.99 | 314.11 | 318.99 | 319.7 | 317.57 | 5559,00 a5 300-03m
o ////ﬂ\\\ N, 214.95 | 222.71 | 229.95 | 230.33 | 226.67
Total Input Watts 6.74W \ . : . : .
(@) P : (3 10827 | 1129 | 11877 | 12243 | 12127 | 9843zt | 2.268,3 7228 TR
10 oe1x “Goem
o Horizontal Beam Angle (50%) | 79.5 4144 | 4232 | 4511 | 4972 | 5178
<t ' 1282 | 127 | 1344 | 1571 | 1653
Vertical BeamAngle|(50%) VS 13.12¢¢ | 1.291,2.093fc 19.695¢
- - 2.59 2.56 2.39 2.97 3.21 4m [ 13.90,22.531x 600.07cm
Horizontal Field Angle (10%) 117.2 0.59 056 05 053 04
Vertical Field Angle (10%) 14 0.43 0.39 0.32 03 0.19 16.4ft 0.8263,1.340fc 24.61ft
5m 8.895,14.421x 750.08cm
1ES Direction Height Eavg, Emax Angle:73.75deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
*Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com
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EcoSpec® Linear HP INT 80 Degree - Low Power
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A Program of the U.S. DOE

Color Accuracy
Color Rendering Index (CRI)

%;ggz}te%g!ﬂ): Temperature (CCT) 2700 (Warm White)

Warm White

Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-5KTBJ4 (9/24/2014)
Model Number: HPIL-12-27-120-80

Type: Luminaire - Cove

Specifications subject to change without notice. Visit
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