. Economical

. Simple Installation
. In-line Connection
. High Efficacy / Low Wattage

. Integral Driver / AC Power

EcoSpec® Linear HP INT - is a high performance luminaire that delivers more lumens for larger cove . Dimmable: ELV (RP), 0-10V
applications, dome ceilings or retail displays. In addition, the reduced wattage version at only 8 watts . Dimming at 120V, 220V, and 277V
per linear foot allows for a wider range of commercial applications. Patent-pending dimming technology . Dimming down to 0%

dims down to 0% output power.

. Long Life (L70)

PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12” 48"
2700K 120°x120° 500 Im/LF 2,000 Im 71.7Im/W
3000K 120°x120° 521 Im/LF 2,084 Im 78.1Im/W
3500K 120°x120° 557 Im/LF 2,228 Im 82.7Im/W
4000K 120°x120° 569 Im/LF 2,276 Im 85.4Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000 hours @ 25°C*/ L70 50,000 hours @ 50°C*
* Caleulations for LED/fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption 7\W/LF Typical (The Typical input power range allows for a +/-10% variation of all components)
8WI/LF Maximum((All fixtures are labelled with Maximum wattage)
Max Fixture Run Length 50’ (15m) @120VAC; 105’ (32m) @220VAC ; 105’ (32m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-240VAC, 277VAC, 50/60 Hz (all voltages)
Driver Integral to Fixture; De-rated Péwer and Synchronous Start-up at Full Brightness
Startup Temperature -4°F to 122°F (-20°C to 50°C)
Operating Temperature -4°F to 122°F (-20°C ta'50°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse Phase, Trailing Edge
220-240VAC ELYV type, Reverse'Phasg, Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming @ontrol Module (LDCM)
PHYSICAL Dimensions W 1.6" x H 1.8” x L 127/48” ; (40.4mm x 45:9mm x 304.8mm/1,219mm)

Housing / Lens

Weight
Connectors
Environment
Beam Angle
Mounting Options:

Extruded Aluminium; Clear Polycarbonate; Stainless Steel,Fasteners

Plastic Endcaps with Plastic/Rubber Overmold for €able Assembly

0.9Ibs. / 0.41kg (1ft) ; 3.73lbs. / 1.7kg (4ft) approx

Integral Male/ Female 3 Pin Connectors on Pigtail Cable/Assembly, IP40 Rated
Indoor; CE Certified IP40 / ETL Certified for Dry/Damp Locations

Clear Lens: 120°x 120°, Frosted Lens Accessory Available

Interior Fixed and Adjustable Hinge Brackets, Snap on Clip and Mounting Track

FIXTURE RATING &
CERTIFICATIONS

CE, C-Tick Certified, CCC
ETL Certified

RoHS Compliant

Energy Star

@. ce @ @) ros 20

COMPLIANT
Intertek

ENERGY STAR

LIMITED WARRANTY

5 Years

**Energy Star is certified to HPIL-XX-XX-120-120 series

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

EcoSense Lighting Inc.
915 Wilshire Boulevard Fax

Suite 2175

Los Angeles, CA 90017

310-496-6255
310-496-6256
Toll Free 855-632-6736
855-6-ECOSEN

Phone

Specifications subject to change without notice. Visit

EcoSenseLighting.com for the most current specifications.
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EcoSpec® Linear HP INT - Low Power

ORDERING 5% e Shomopriae ne o fonm he productcode. o
HPIS/HPIL | - - - - 120
MODEL LENGTH COLOR VOLTAGE OPTIC
HPIS# 12-12” 23 - 2300K## 120 - 100-120VAC 120 - 120° x 120°
HPIL 48 - 48’ 25 - 2500K#*# 220 - 220-240VAC 80 - 80°x80°
27 - 2700K 277 - 277TVAC**
30 - 3000K
35 - 3500K
40 - 4000K
EXAMPLE: HPIS* - 12 - 27 - 120,420 «(*High Power Interior Standard Power)
HPIL* - 12 - 27 - 120 - 120, (*High Power Interior Low Power)
# See HP INT Standard Power Spec Sheet for more details
## See HP INT Warm Cove Spec Sheet for more details

Wiring Options

*INT Leader Cable, 3 Pin, 10ft, 110V INT3P-A-LDR-120-10 | INT.Leader Cable, 3 Pin, 10ft, 220V INT3P-A-LDR-220-10
INT Jumper Cable, 3 Pin, 5ft, 110V INT3P-A-JMP-120-05 | INT Jumper Cable, 3 Pin, 5ft, 220V INT3P-A-JMP-220-05
INT Jumper Cable, 3 Pin, 1ft, 110V INT3P-A-JMP-120-01 INT Jumper Cable,.3 Pin, 1ft, 220V INT3P-A-JMP-220-01
INT Jumper Cable, 3 Pin, 4in, 110V INT3P-A-JMP-120-4 INT Jumper Cable, 3 Pin, 4in, 220V INT3P-A-JMP-220-4

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite end. Leaderd Jumper cables are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options
100-120VAC / 277VAC Linear Dimming Control Module 0-10V LDCM-120-277-010V-GR
100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated LDCM-PL-120-277-010V-GR

Mounting Options

Flat Mounting Bracket, Interior Cove INT-A-MNT-FLAT | Included Standard with each product length

Hinge Bracket, Interior Cove INT-A-MNT-ADJ Order 1 (one) bracket per 12" length, and 2 (two) brackets per48” length
Snap On Clip, Interior Cove HPI-A-MNT-STA Order 2 (two) bracket per 12” length, and 2 (two) brackets per 48” length
Mounting Track, Interior Cove (4’-0” Length) 04-A-MNT-TRK-4

Frosted Lens Option

Frosted Lens, Linear HP INT, 12in HPI-A-FRLS-12 Snap-on lens before or after mounting fixture.

Frosted Lens, Linear HP INT, 48in HPI-A-FRLS-48 Snap-on lens before or after mounting fixture.

EcoSense Lighting Inc. | Phone  310-496-6255 | oo e o e o o e fons.

915 Wilshire Boulevard Fax 310-496-6256 )

Suite 2175 Toll Free 855-632-6736 E(;:)éé\:srs}:;seréizgeerie logo, and EcoSpec are regis- ECOSENSELIGHTING.COM
Los Angeles, CA 90017 855-6-ECOSEN | 1o rademark of EcoSense Lighting Inc.




ECESENSE

EcoSpec® Linear HP INT - Low Power

D I M E N S I o N S For complete dimensions and submittal drawings, please visit:

ecosenselighting.com
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New Linear Series

D I M E N S I 0 N S For complete dimensions and submittal drawings, please visit:

ecosenselighting.com
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Snap On Clip - Direct Mount
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EC#SENSE
PROJ.

EcoSpec® Linear HP INT - Low Power FIRM

DISTRIBUTIONS

HPIL-XX-XX-XXX-120 120°

120°
0 120° x 120°

60° 60° 60° 60°

Specifications subject to change without notice. Visit
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New Linear Series

For complete library of IES files, please visit: o o
ecosenselighting.com 120 X 120

0 225 45 67.5 )
R 3.281ft 5.573,16.46£ 8.837ft
e : ' 1765 | 1761 | 1769 | 1769 | 1766 g i L B3TEL
1757 | 1774 | 1767 | 1769 | 1774
Total Rated ens 500 1702 | 1713 | 172 1722 | 1781 | 4 sorre | 1.303.4.10456 17 evee
Total Li e Efficio 100% 1589 | 1601 | 1593 | 159.3 | 159.7 2m [ 15.00,44.261x 538. 73em
141.1 142 | 1411 | 139.8 | 1404
w et S25Y 1186 | 1182 | 1166 | 11561 | 1153 | s.s43e¢| o.6152,1.820¢¢ 26,515
Hol al Beam Ang|e /u) 112.1 90.1 88.3 86.1 85 86.1 3m 6.665,19.681x 808.09cm
Vertical %) 106.7 63 61.6 58.1 57.7 61.4
13.12ft 0.3483,1.029fc 35.35ft
302 30 4 312 27.7 -
Horizontal Field Angle (10% 163.8 5 o o3 7 o dm | 3.745,I1.071x 1077.45em
Vericalliield Al'lgle (1 i 4 4.3 4.2 3.7 2.3 2.1 16.4ft | 0.2229,0.6583fc 44.19ft
5m [~ 2.399,7.0861x 1346. 81cm
Height Eavg, Emax Angle:106.81deg Diameter
0 225 45 67.5 90 A
LINEAR HP INT - LP (HPIL) 1842 | 185.1 | 1848 | 1844 | 1848 | °2OME | Sfes.irrete PR
SODUICIAI20525120 1835 | 184.8 | 1846 | 1839 | 1844
: : Total Rated Fixture Lumens 521 178 179 178.9 177.7 178.3 6.562fFt 1.487,4.306fc 17.33Ft
2 16.01,46.3. 528. 34
O Total Luminaire Efficiency 100% 166.4 167.4 164.6 162 161.6 " 6. 301% o
1478 | 1477 | 1439 | 140 | 1397
o Total Input Watts 6.67W 124.7 121.8 117.9 114 113.4 9.843ft | 0.6610,1.914fc 26£t
3m . +20. 7792.52
(@) Horizontal Beam Angle (50%) | 111.8 oon T T on T o T 7.115,20. 601x Szem
™ Vertical Beam Angle (50%) 105.9 68 64.7 60.7 58.7 61
: - 324 | 325 | 448 | 338 | 275 | “ Ve Senrhes
Horizontal Field Angle (10%) 163.3 137 81 108 6.9 22
Vertical Field Angle|(10%) 157:2 53 5.1 43 25 22 16.4ft | 0.2379,0. 6889¢¢ 43.345¢
5m 2.561,7.4151x 1320.86cm
Height Favg, Emax Angle:105.74deg Diameter
0 2 45 67.5 9
LINEAR HP INT - I:P (HPIL) 1969 | 1964 | 1966 | 1965 | 1967 | > 2% in—ts sa o5 00m 265. 86cm
SRS A A 1963 | 196 | AA958 | 1954 | 1954
Total Rated Fixture Lumens 557 190.5 190.4, 189.5 188.4 188 6.562Ft | 1.542,4.574fc 17.445¢
! 2 16.60,49.231. 531.71
O Total Luminaire Efficiency 100% 1785 1777 17338 1714 169.7 " * o
1582 | 4865 | 150 147 | 1452
Total Input Watts 6.73W 9.843£t | 0.6852,2.033f 26175t
(@) ‘ 1333 4| 1285 | A225 19 117.9 £t 0.6552.2.0956¢ J26.172¢
Lf) Horizontal Beam Angle (50%) 113.7 102.8 96.8 91 88.9 88.9
Vertical Beam Angle (50%) 106.2 3 574 GBY, O3 56 13.12ft | 0.3854,1.143fc 34.89f¢t
- - 33.6 33.6 51.2 338 28.8 4m [ 4.149,12.311x 1063.43cm
Horizontal Field Angle (10%) 165.3 155 33 108 5 73
Vertical Field Angle (10%) 157.6 4.9 5.2 4.3 2.6 2.5 16.4£¢ | 0.2467,0.7318%c 43.617¢
5m 2.655,7.8771x 1329.28cm
Height Favg, Emax Angle:106.09deq Diameter
0 225 45 67.5
I‘;'I’I:)s:l’l ;7) |)r:11'2 ol.qP (HPIL) 2031 | 2031 | 2029 | 2028 | 2027 | 228k S;easdne7te 755 300
2022 | 2023 | 2022 | 202 | 2023
Total Rated Fixture Lumens 569 90° o 195.2 195.4 196.3 196.1 196.8 R, 562t ), 17.02£¢
. - IS S 2m [~ 17.85,50.781x 518.78cm
S iEmmmEn S S e e
Total Input Watts 6.66W % "’/ T NN\ Ny - ' - ' -
o ” ‘ \\ 45| 1332 | 1318 | 1264 | 1232 | 124.1 | s.sasst| o.7372,.007¢ 2553zt
(@) Horizontal Beam Angle (50%) | 1114 | 60° %'Il \\‘\‘ 60° WS —o15 o7 [Te25 | sos | 922 935, 22.571x “Toan
Toog
<t i { p 65| 742 69.9 63.4 63.8 68.2
Vertical Beam Angle (50%) 104.9 ‘ “i "‘ 13.12ft 0.4147,1.179fc 34.04ft
Horizontal Field Angle (10%) 165 4. % w coLema || eE || S06 || &hE || 22 m [ - 1037.55em
85| 157 8.3 12.9 4.8 34
- AL )
Vertical Field Angle (10%) 157.5 - 90 58 4.9 35 2.2 2 16.4ft | 0.2654,0.7548fc 42.55ft
30° 0° 30° 5m 2.857,8.1241x 1296. 94cm
IES Direction Height Eavg, Emax Angle:104.73deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
*Lumen measurements comply with IES LM-79-08.
|IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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New Linear Series

EcoSpec® Linear HP INT - Low Power

LIGHTING FA

DATE B TYPE
PROJ.
FRM_____

D Sm..
%htmg facts’

A Program of the U.S. DOE

Color Accuracy
Color Rendering Index (CRI)

83

%;ggz}te%g!ﬂ): Temperature (CCT) 2700 (Warm White)

Warm White Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-JVCnBE (Revised )
Model Number: HPIL-12-27-120-120

Type: Luminaire - Cove

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.
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