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6

DATE 

PROJ.

FIRM 

TYPE 

EcoSpec® Linear HP INT 80 Degree - Standard Power

New Linear Series

PHOTOMETRY CHARACTERISTICS For complete library of IES files, please visit:
ecosenselighting.com 80°x 80°

CHARACTERISTICS:
LINEAR HP INT - SP (HPIS) 
4000K / 80°X 80°

Total Rated Fixture Lumens 697

Total Luminaire Efficiency 100%

Total Input Watts 8.14W

Horizontal Beam Angle (50%) 78.6

Vertical Beam Angle (50%) 76.7

Horizontal Field Angle (10%) 117.3

Vertical Field Angle (10%) 114

CHARACTERISTICS:
LINEAR HP INT - SP (HPIS) 
3500K / 80°X 80°

Total Rated Fixture Lumens 699

Total Luminaire Efficiency 100%

Total Input Watts 8.32W

Horizontal Beam Angle (50%) 81.8

Vertical Beam Angle (50%) 79.1

Horizontal Field Angle (10%) 120.8

Vertical Field Angle (10%) 116.3

CHARACTERISTICS:
LINEAR HP INT - SP (HPIS) 
3000K / 80°X 80°

Total Rated Fixture Lumens 689

Total Luminaire Efficiency 100%

Total Input Watts 8.42W

Horizontal Beam Angle (50%) 79.9

Vertical Beam Angle (50%) 77.2

Horizontal Field Angle (10%) 115.8

Vertical Field Angle (10%) 112.7

0 22.5 45 67.5 90
0 360.7 360.13 358.63 358.02 357.67
5 368.38 362.96 359.19 355.75 355.52
15 386.48 377.72 372.44 364.36 358.14
25 355.36 358 353.48 343.05 333.29
35 257.77 262.94 267.5 260.72 251.82
45 133.85 139.69 145.6 147.32 143.95
55 50.2 53.51 57.49 62.07 63.51
65 12.87 13.79 16.06 18.99 20.87
75 1.47 1.53 2.02 3.79 4.51
85 0.74 0.74 0.69 0.65 0.55
90 0.53 0.51 0.45 0.39 0.21

0 22.5 45 67.5 90
0 401.5 401.55 400.58 400.7 400.19
5 404.4 403.16 402.52 401.9 402.03
15 413.87 416.02 418 416.42 413.83
25 369.61 378.5 387.44 386.88 380.98
35 253.79 261.8 271.52 276.95 272.71
45 127.23 129.82 134.98 141.39 143.63
55 47.58 47.38 48.53 53.87 57.14
65 14.23 13.79 13.84 15.16 16.45
75 2.73 2.68 2.46 2.87 3.29
85 0.81 0.76 0.65 0.65 0.46
90 0.61 0.55 0.43 0.38 0.21

0 22.5 45 67.5 90
0 395.27 395.1 394.79 394.69 394.03
5 404.86 402.84 400.78 397.9 394.56
15 417.27 415.74 413.29 407.49 400.12
25 371.79 375.93 381.18 378.44 370.91
35 260.43 268.76 278.92 281.59 277.4
45 138.83 144.83 153.9 159.08 158.19
55 55.53 58.53 63.16 67.57 67.28
65 15.71 16.98 18.55 20.48 20.9
75 1.68 1.78 2.13 3.9 4.56
85 0.86 0.85 0.73 0.68 0.52
90 0.67 0.63 0.51 0.45 0.25

0 22.5 45 67.5 90
0 405.04 404.59 404.56 404.14 403.83
5 420.16 423.87 425.11 423.5 419.23
15 442.03 453.61 459.76 456.96 445.3
25 394.41 409.46 422.16 423.53 411.92
35 274.66 288.64 301.04 307.35 301.32
45 146.63 155.29 163.1 170.56 169.83
55 59.2 63.55 66.99 72.02 72.5
65 17.25 18.74 19.96 21.83 22.24
75 2.95 3.32 3.3 4.15 4.44
85 0.84 0.82 0.76 0.82 0.57
90 0.63 0.6 0.51 0.48 0.28

Photometrics by an independant lab in accordance with current IES published Procedures.
*Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com
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CHARACTERISTICS:
LINEAR HP INT - SP (HPIS) 
2700K / 80°X 80°

Total Rated Fixture Lumens 646

Total Luminaire Efficiency 100%

Total Input Watts 8.13W

Horizontal Beam Angle (50%) 81.7

Vertical Beam Angle (50%) 79.3

Horizontal Field Angle (10%) 119.9

Vertical Field Angle (10%) 114.7
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EcoSpec® Linear HP INT 80 Degree - Standard Power

New Linear Series
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