## OVERVIEW / SPECIFICATION



The EcoSpec Linear HP INT Mounting Track is used with the EcoSpec Linear HP INT Snap on Clip to ensure a straight and easy installation of the clip. The track can be installed before the space is finished to make the final installation of the fixtures easier. Once the track is installed the Snap on Clip simply twists and locks into place. The fixtures are then snapped into place making final installation fast and tool free.

| PHYSICAL | Material(s) |
| :--- | :--- | :--- |
| Finish | PC |

RRERING Choose the option that best suits your needs and write its corresponding code on the appropriate line to form the product code

| 04 | - | A | - | MNT | - | TRK |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| MODEL | - | 4 |  |  |  |  |
| 04 - Linear HP INT (HPI) |  |  |  |  |  |  |

Los Angeles, CA 90017
© 2014 EcoSense Lighting Inc. All rights reserved. EcoSense, the Ecosense logo, and EcoSpec are registered trademark of EcoSense Lighting Inc. SPEC-MNT-20140526-V1

# EC.SENSE 

EcoSpec ${ }^{\circledR}$ Linear HP INT - Mounting Track


## Snap On Clip With Track - Linear HP INT



DIMENSION IN EcoSenseLighting.com for the most current specifications.
© 2014 EcoSense Lighting Inc. All rights reserved EcoSense, the EcoSense logo, and EcoSpec are registered trademark of EcoSense Lighting Inc. SPEC-MNT-20140526-V1

