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EcoSpec® Linear HP INT - Snap on Clip

New Linear Series

OVERVIEW / SPECIFICATION

PHYSICAL Material(s) PC
Finish Grey

ORDERING Choose the option that best suits your needs and write its corresponding 
code on the appropriate line to form the product code

HPI - A - MNT - STA

MODEL
      HPI - Linear HP INT

EXAMPLE: HPI* - A - MNT - STA   (*High Power Interior)

The EcoSpec Linear HP INT Snap on Clip allows the fixture to be 
installed in narrow recessed slots where the standard flat mounting 
brackets are too wide. The center screw mounting also makes it ideal 
for mounting to struts and beams. The Snap on Clip also makes it 
possible to rough in the mounting system before fixture installation 
and with the addition of the mounting track, alignment of the clips is 
simple and easy.

Order 2 for 12 inch fixtures and 2 for 48 inch fixtures.
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EcoSpec® Linear HP INT - Snap on Clip

New Linear Series

DIMENSIONS For complete dimensions and submittal drawings, please visit: 
ecosenselighting.com

Snap On Clip - Linear HP INT
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EcoSpec® Linear HP INT - Mounting Track

New Linear Series

OVERVIEW / SPECIFICATION

PHYSICAL Material(s) PC
Finish Grey

ORDERING Choose the option that best suits your needs and write its corresponding 
code on the appropriate line to form the product code

04 - A - MNT - TRK - 4

MODEL
 04 - Linear HP INT (HPI) 4ft - 48in

The EcoSpec Linear HP INT Mounting Track is used with the EcoSpec Linear HP INT Snap on Clip to ensure a straight and easy installation of
the clip. The track can be installed before the space is finished to make the final installation of the fixtures easier. Once the track is installed the
Snap on Clip simply twists and locks into place. The fixtures are then snapped into place making final installation fast and tool free.
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EcoSpec® Linear HP INT - Mounting Track

New Linear Series

DIMENSIONS For complete dimensions and submittal drawings, please visit: 
ecosenselighting.com

Snap On Clip With Track - Linear HP INT
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