u " DApESSSS—— 2
New Linear Series

PROJ.

FIRM

EcoSpec® Linear INT - is designed with a slim profile and integral brackets with 180° vertical rotation

adjustability providing versatility making this luminaire ideally suited for interior architectural, hospitality,

retail, exhibit, and display applications. With 90 CRI it is perfect for display and retail lighting. Patent-

pending dimming technology dims down to 0% output power.

eatures:

90+ CRI

Simple Installation

In-line Connection

High Efficacy

Integral Driver / AC Power
Dimmable: ELV (RP), 0-10V

Dimming at 120V, 220V, and 277V

Dimming down to 0%
Long Life (L70)

PERFORMANCE CCT (K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12" 48"
2700K 120°x120° 146 Im/LF 584 Im 57.8Im/W
3000K 120°x120° 150 Im/LF 600 Im 58.6lm/W
3500K 120°x120° 170 Im/LF 680 Im 67.4lm/W
4000K 120°x120° 168 Im/LF 672 1m 63.6lm/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 90+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70>60,000 hours @ 25°C*
* Galeulations for LED fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption 2.6WILF Typical (The, Typical input power range allows for a +/-10% variation of all components)
SWI/LF Maximum (All fixtures are labelled with Maximum wattage)
Max Fixture Run Length 140’ (40m) @120VAC; 280’ (80m) @220VAC ; 200’ (60m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-24Q0VAC, 277V¥AC, 50/60 Hz (all voltages)
Driver Integral to Fixture;De-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -4°F to 122°F (-20°C to 50°C)
Operating Temperature -4°F to 122°F (-20°C tg 50°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C),
CONTROL Dimming 100-120VAC ELV type, Reverse Phase, Trailing Edge
220-240VAC ELV type, Reverse Phasé, Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear DimmingControl Module (LDCM)
PHYSICAL Dimensions W 2.0"xH 1.4” x L 127/48”; (62mm x 35.7mmx 304mm/1,219mm)

Housing / Lens

Weight
Connectors
Environment
Beam Angle
Mounting Options:

Extruded Aluminium; Clear Polycarbonate; Stainless Steel,Fasteners
Plastic Endcaps with Plastic/Rubber Overmold for €able Assembly
0.496Ibs. / 0.225kg (1ft) ; 1.61Ibs. / 0.73kg (4ft)
Integral Male/ Female 3 Pin Connectors on Pigtail Cable’/Assembly, IP40 Rated
Indoor; CE Certified IP40 / ETL Certified for Dry/Damp Locations

Clear Lens: 120°x 120°, Frosted Lens Accessory Available

Integral Adjustable 180° Rotation Brackets

FIXTURE RATING &
CERTIFICATIONS

CE, ENEC, C-Tick Certified, CCC
ETL Certified

RoHS Compliant

Title 24

Intertek

@ ce @

ROHS California

compLiant  Title 24

LIMITED WARRANTY

5 Years

EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

EcoSense Lighting Inc.
915 Wilshire Boulevard

Suite 2175

Los Angeles, CA 90017

Phone  310-496-6255
Fax 310-496-6256
Toll Free 855-632-6736

855-6-ECOSEN

Specifications subject to change without notice. Visit

EcoSenseLighting.com for the most current specifications.

2014 All rights reserved.

EcoSense, the EcoSense logo, and EcoSpec are regis-
tered trademark of EcoSense Lighting Inc.
SPEC-LCILH-20140205-V1

ECOSENSELIGHTING.COM

**Title 24 is certified to LCISH-12-27-120-120 & LCILH-12-27-120-120
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EcoSpec® Linear INT 90CRI - Low Power FRM___

0 RD E RI N G Choose the option that best suits your needs and write its corresponding
code on the appropriate line to form the product code

LCISH/LCILH | - - - - 120
MODEL LENGTH COLOR VOLTAGE OPTIC
LCISH* 12-12" 27 - 2700K 120 - 100-120VAC 120 - 120° x 120°
LCILH 48% 48 30 - 3000K 220 - 220-240VAC

35 - 3500K 277 - 277VAC*

40 - 4000K

EXAMPLE: LCIS - 12 227 1204420, (*Linear Cove Interior Standard Power High CRI)
LCIL -12-27-120 - 120 (*Linear Cove Interior Low Power High CRI)

# See Linear INT Standard Power Spec:Sheet formore details

Wiring Options

*INT Leader Cable, 3 Pin, 10ft, 110V INT3P-A-LDR-120-10 | INT Leader Cable, 3 Pin, 10ft, 220V INT3P-A-LDR-220-10
INT Jumper Cable, 3 Pin, 5ft, 110V INT3P-A-JMP<120-05 | INT Jumper Cable, 3 Pin, 5ft, 220V INT3P-A-JMP-220-05
INT Jumper Cable, 3 Pin, 1ft, 110V INT3P-A-dMP-120-01 |<INT Jumper Cable, 3 Pin, 1ft, 220V INT3P-A-JMP-220-01
INT Jumper Cable, 3 Pin, 4in, 110V INT3P-A-JMP-120-4 INT Jumper Cable, 3 Pin, 4in, 220V INT3P-A-JMP-220-4

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite end. Leader / Jumper cables are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options
100-120VAC / 277VAC Linear Dimming Control Module 0-10V LDCM-120-277-010V-GR
100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated LDCM-PL-120-277-010V-GR

Mounting Options

Integral, 180° Adjustable Brackets Factory installed with 2 (two) per proddet length;, non-removable

Frosted Lens Option

Frosted Lens, Linear INT, 12in LCI-A-FRLS-12 Snap-on lens before or after mounting fixture.

Frosted Lens, Linear INT, 48in LCI-A-FRLS-48 Snap-on lens before or after mounting fixture.

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
Suite 2175 Toll Free 855-632-6736 E(;:)éé\:srs}:;seréizgeerie logo, and EcoSpec are regis- ECOSENSELIGHTING.COM

d trad k of EcoSi Lighting Inc.
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EcoSpec® Linear INT 90CRI - Low Power
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EcoSpec® Linear INT 90CRI - Low Power FIRM

DISTRIBUTIONS
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For complete library of IES files, please visit: o o
ecosenselighting.com 120 X 120

16.4ft
5m | 0.7639,2.4471x
Height  Eavg, Emax Angle:110.22deg Diameter

180°
B o 25 | 45 | 675 | 9
AR INT - LP (L 0| 536 53.6 536 53.6 536 | 201t S82.4 000k Solnere
o ' : 5 | 533 532 | 5432 | 53.1 53.2
Total Rate r ens 146 500 500 15| 515 51.2 51.2 50.9 51 6.562¢¢ | 0.3879,1.2465¢ 18. 7788
Total L re Effici 100% 25 | 481 478 475 47 47.1 2m [ 4.175,15.421x 572.15cm
35 43 425 42 41.4 41.5
TP Watts ZE3W 45| 62 | 357 | 046 | 338 | 330 | s.aeaze| o100 ssa0se zosene
Horlzontal Beam Anglef80%) | 41131 | 60° 8 60° [55| 278 | 269 | 252 2 239 o965 Be3x -2zem
i 65 18 16.5 14 13 13.1
Vertical %) 109.8 0400 = = G % 0 12 13.12£¢t | 0.0970,0.3116fc 37.54f¢
. . o, - 4m 1.044,3.3541x 1144.29%cm
Horizontal Field Angle (10 1563, 0.0 85 09 02 03 03 04
Vertical Field Angle ( | & Cd 90 01 0.1 02 0.1 03 16.4ft | 0.0621,0.1994fc 46.93ft
300 0° 300 5m [ 0.6681,2.1471x 1430. 36cm
Height Eavg, Emax Angle:110.08deg Diameter
180°
B o 25 | 45 | 675 | 9%
3.281ft 1.641,5.143£ 9.32:
LINEAR |NT°' LP (I:CILH) 55.2 55.2 55.2 55.2 55.2 Im|  17.67,55. Foix 284. osin:
3000K / 120°X 120 54.9 54.9 55 55 55
: : Total Rated Fixture Lumens 150 53.1 52.9 53.1 53 53.1 6.562Ft | 0.4103,1.286fc 18.64ft
Total Luminaire Efficiency 100% 496 49.7 49.7 49.5 49.5 e 568 1zen
o o e Py 444 243 444 441 441
otal Inpu atts .
(@] 374 37.6 371 365 365 9.843f£t | 0.1824,0.5714fc 27.96ft
3m 1.963,6.1501. 852.18.
o Horizontal Beam Angle (50%) 1124 288 287 27.7 266 26.2 " -
(9p) Vertical Beam Angle (50%) 1096 178'79 1%1 155'69 1;'37 134;16 13.12¢¢ | 0.1026,0. 32148 37.28¢¢
3 4m 1.104,3.4601x 1136.25cm
; - o
Horizontal Field Angle (10%) 156 0.9 02 03 02 04
Vertical Field Angle (10%) 151.7 0.2 0.1 0.2 0.1 0.2 16.4ft | 0.0657,0.2057fc 46. 65t
5m 0.7037,2.2141x 1420.31cm
Height Eavg, Emax Angle:109.70deg Diameter
0, 2 45 67.5 90
3.281f1 1.802,5.744£ .
LS DG 618 | 618 | 618 | 618 | 618 e ot 795" Ser
61.5 61.6 61.6 61.6 61.6
: : Total Rated Fixture Lumens 169 59.6 59.5, 59.7 59.5 59.7 6‘562? 0.4504,1.4365¢ 5%‘2&
o Total Luminaire Efficiency 100% 56 56 55.9 55.8 55.9 n| 464815 461X <odem
50.2 50.2 5014 50.3 50.3
o Total Input Watts 2.52W 425 43.1 427 42.4 42.3 9.843£t | 0.2002,0. 6382fc 28.38ft
3m . /6. B
(g Horizontal Beam Angle (50%) | 1137 331 | 3334] 3250 317 | 314 2 asn s oot oem
(') : 21.6 216 19.7, 18.6, 18.3
Vertical Beam Angle (50%) 110.5 86 74 73 8 72 13.12ft | 0.1126,0.3590fc 37.84ft
Horizontal Field Angle (10%) 156.1 - o o4 d & | TEzI eI 183270
Vertical Field Angle (10%) 152.7 0.2 0.1 08 0.3 0.3 16.4ft | 0.0721,0.2297fc 47.3ft
51 0.7757,2.4731x 1441.59cm
Height Eavg, Emax Angle:110.50deg Diameter
0 225 45 67.5
- 3.281ft 1.774,5.684f .
Lk ANEAR INT - LP {LGILH) 61 61.1 61 611 | 61.1 I 1510 T Ter 786 s70r
60.8 60.8 60.7 60.6 60.8
: : Total Rated Fixture Lumens 166 58.8 58.5 58.5 58.3 58.5 Bosozce | oW, 1. azall 18.82¢¢
D Total Luminaire Efficiency 100% 55.1 54.7 54.5 54.1 54.2 m | 4.775,15.301x 273 sden
Total Input Watt 2620 492 48.7 485 48 48.1
o otal Input Watts . 417 41.3 40.4 39.7 39.8 9-843§; 0.197;20. 6315fc Eég.zgft
O Horizontal Beam Angle (50%) 113.1 32.1 314 30 28.9 288 2.122,6.7981x ~46cm
<t ; 5 207 | 195 | 173 | 157 | 153
Vertical Beam Angle (50%) 110.2 = = = = 7 13.12¢¢ | 0. 120955220
Horizontal Field Angle (10%) 156.1 ; - - - - dm | 1.199,3.5241x
1 0.6 0.4 0.3 0.5
ical Fi o
Vertical Field Angle (10%) 151.9 0.1 0.1 03 0.3 03 0.0710,0. 22742 47, 05%¢

Photometrics by an independant lab in accordance with current IES published Procedures.
* Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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A Program of the U.S. DOE

Color Rendering Inde

%;ggz}te%g!ﬂ): Temperature (CCT) 2700 (Warm White)

Warm White

Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-NTUMNQ (Revised )
Model Number: LCILH-12-27-120-120

Type: Luminaire - Cove
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