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New Linear Series

PROJ.

FIRM

eatures:

. Economical

. Simple Installation
. In-line Connection
. High Efficacy

. Integral Driver / AC Power

EcoSpec® Linear INT - is designed with a slim profile and integral brackets with 180° vertical rotation . Dimmable: ELV (RP), 0-10V
adjustability providing versatility making this luminaire ideally suited for interior architectural, hospitality, . Dimming at 120V, 220V, and 277V
retail, exhibit, and display applications. Patent-pending dimming technology dims down to 0% output . Dimming down to 0%
power. . Long Life (L70)
PERFORMANCE CCT(K) Optic Lumen Output Efficacy (Im/W)
ADDITIONAL INFORMATION ON NEXT PAGE 12" 48"
2700K 120°x120° 150 Im/LF 600 Im 57.1lm/W
3000K 120°x120° 157 Im/LF 628 Im 60.8Im/W
3500K 120°x120° 164 Im/LF 656 Im 58.8Im/W
4000K 120°x120° 182 Im/LF 728 Im 68.4Im/W
* Performance data is from LM-79 and LM-63 testing at typical power input
Color Rendering Index 80+
Color Consistency 2 Step MacAdam Ellipse
Lumen Depreciation / Rated Life L70 >60,000,hours @ 25°C*
* Caleulations'for LED.fixtures are based on measurements that comply with IES LM-80 testing procedures and IES TM-21 Calculator.
ELECTRICAL Power Consumption 2 6W/LF Typical (The Typical input power range allows for a +/-10% variation of all components)
SWILF Maximum«(Allfixtures are labelled with Maximum wattage)
Max Fixture Run Length 140’ (40m) @120VAC; 280’ (80m) @220VAC ; 200’ (60m) @277VAC
Power Factor 0.90
Operating Voltage 100-120VAC, 220-240VAC, 277VAC, 50/60 Hz (all voltages)
Driver Integral to Fixture; Dé-rated Power and Synchronous Start-up at Full Brightness
Startup Temperature -4°F to 122°F (-20°C to 502C)
Operating Temperature -4°F to 122°F (-20°C to60°C)
Storage Temperature -40°F to 176°F (-40°C to 80°C)
CONTROL Dimming 100-120VAC ELV type, Reverse Phase, Trailing Edge
220-240VAC ELV type, Reverse Phase{ Trailing Edge
277VAC ELV type, Reverse Phase, Trailing Edge
120VAC / 277VAC, 0-10V with Linear Dimming Gontrol Module (LDCM)
PHYSICAL Dimensions W 2.0"x H 1.4" x L 127/48”; (52mm x 35.7mm'x 304mm/1,219mm)

Housing / Lens

Weight
Connectors
Environment
Beam Angle
Mounting Options:

Extruded Aluminium; Clear Polycarbonate; Stainless Steel Fasteners

Plastic Endcaps with Plastic/Rubber Overmold for Cable Assembly

0.496 Ibs. / 0.22 5 kg (1ft), 1.61Ibs. / 0.73kg (4ft)

Integral Male/ Female 3 Pin Connectors on Pigtail Cable.Assembly, IP40 Rated
Indoor; CE Certified IP40 / ETL Certified for Dry/Damp Locations

Clear Lens: 120°x 120°, Frosted Lens Accessory Available

Integral Adjustable 140° Rotation Brackets

FIXTURE RATING &
CERTIFICATIONS

CE, ENEC, C-Tick Certified, CCC
ETL Certified
RoHS Compliant
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EcoSense THD/Inrush Current Information: Please contact an EcoSense Lighting sales representative

Specifications subject to change without notice. Visit
EcoSenseLighting.com for the most current specifications.
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PROJ.

EcoSpec® Linear INT - Low Power FIRM

0 RD E RI N G Choose the option that best suits your needs and write its corresponding
code on the appropriate line to form the product code

LCIS/LCIL |- - - - 120
MODEL LENGTH COLOR VOLTAGE OPTIC
LCIS* 12-12" 23 - 2300K** 120 - 100-120VAC 120 - 120° x 120°
LCIL 48 - 48 27 - 2700K 220 - 220-240VAC
30 - 3000K 277 - 277VAC*
35 - 3500K
40 - 4000K

EXAMPLE: LCIS* - 12 - 27 - 120 - 120 /(*Linear Cove Interior Standard Power)
LCIL* - 12 - 27 - 1201120 (*Linear Cove Interior Low Power)

# See Linear INT Standard Power Spec Sheet for more details

## See Linear INT Warm Cove Spec Sheet for more details

Wiring Options

*INT Leader Cable, 3 Pin, 10ft, 110V INT3P-A-LDR-120-10<| INT Leader Cable, 3 Pin, 10ft, 220V INT3P-A-LDR-220-10
INT Jumper Cable, 3 Pin, 5ft, 110V INT3P-A-JMP-120-05 | INT Jumper Cable, 3 Pin, 5ft, 220V INT3P-A-JMP-220-05
INT Jumper Cable, 3 Pin, 1ft, 110V INT3P-A-JMP-120-01 INT Jumper Cable, 3 Pin, 1ft, 220V INT3P-A-JMP-220-01
INT Jumper Cable, 3 Pin, 4in, 110V INT3P-A-JMP-120-4 INT Jumper.Cable, 3 Pin, 4in, 220V INT3P-A-JMP-220-4

* One (1) Terminator included standard with each leader cable.

One Leader Cable is required per circuit / fixture run. Leader cable has bare leads one end, female connector opposite €nd. Leader / Jumper cables are not rated for plenum applications.

**The 120VAC cables are also rated for 277VAC use.

Control Options
100-120VAC / 277VAC Linear Dimming Control Module 0-10V LDCM-120-277-010V-GR
100-120VAC / 277VAC Linear Dimming Control Module 0-10V - Plenum Rated LDCM-PL-120-277-010V-GR

Mounting Options

Integral, 180° Adjustable Brackets Factory installed with 2 (two) per productlength, non-removable

Frosted Lens Option

Frosted Lens, Linear INT, 12in LCI-A-FRLS-12 Snap-on lens before or after mounting fixture.
Frosted Lens, Linear INT, 48in LCI-A-FRLS-48 Snap-on lens before or after mounting fixture.

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
915 Wilshire Boulevard Fax 310-496-6256 )
Suite 2175 Toll Free 855-632-6736 E(;:)éé\:srs}:;seréizgeerie logo, and EcoSpec are regis- ECOSENSELIGHTING.COM
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EcoSpec® Linear INT - Low Power
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EcoSpec® Linear INT - Low Power FIRM

DISTRIBUTIONS
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EcoSpec® Linear INT - Low Power FIRM

T
PHOTOMET B

0 225 45 67.5 90
3.281ft 1.593,5.126fc 9.372ft
o . i 54.9 55.1 55 55 54.9 im 17.14,55.171;:: 285. 65cm
54.8 54.9 54.8 54.7 54.6
Total Rated ens 150 : = 53.2 53.1 53 52.7 52.7 6.562¢¢ | 0.39082,1.281fc 18. 745t
Total L re Efficie 100% ////“\\\\\\\§~ 50 49.8 49.5 49.1 48.9 Zm|  4.286,13.791x °71.30em
.‘.\‘.‘\\’ 447 | 445 | 445 | 438 | 435
w et 2SI L .\\\ 38 38.1 37.4 36.6 36.4 9.843ft | 0.1770,0.5695fc 28.11ft
Hol al Beam Angle (50%) 111.9 i‘ 293 292 284 o e 3m |~ 1.905,6.1301x 356. 94cm
Sy—— A o .i“ 19 | 187 | 174 | 148 | 137
I 8.6 78 51 4.4 3.8 13.12ft | 0.0995,0.3203fc 37.49ft
Horizontal Field Angle (10% 157.1 Y\ A 0 o = i o dm|1.072,3.4481x 142 59em
RerticallGieldinglely) 4 02 01 03 0.2 03 16.4£¢ | 0.0637,0.2050¢c 46. 865t
5m 0. 655&,2.2071)( 1428.24cm
Height Favg, Emax Angle:110.00deg Diameter
225 45 67.5 90
LINEAR INT - LP (LCIL) 564 | 564 | 563 | 56.3 | o C0UE{3505pante 295 2oem
3000K / 120°X 120° 56.1 55.9 5517 55.7
: : Total Rated Fixture Lumens 157 54.1 53.6 53.2 53.2 6.562ft | 0.4023,1.312f¢ 19.45¢¢
2 4.331,14.121. 592,91
O Total Luminaire Efficiency 100% 50.3 49.7 49.2 49.1 " * o
44.5 44.3 43.6 43.5
o Total Input Watts 2.58W 37.7 36.9 36.2 36.2 9.843ft | 0.1788,0.5830fc 29.18ft
3m| 1.925,6. 889. 36
(@) Horizontal Beam Angle (50%) 112 285 27.9 26.7 26.3 ° -
™ Vertical Beam Angle (50%) 112.9 s | 186 | fuy || (05 | e
- - 7.4 4.6 2.8 21 4m T083,3.5301x
Horizontal Field Angle (10%) 156.6 06 03 03 03
VR AEENATEE (U07) Lo 0.1 0.2 0.1 0.1 16.4£¢ | 0.0644,0.2099¢c 48.63£¢
5m 0.6929,2.2591x 1482.27cm
Height Favg, Emax Angle:111.99deg Diameter
180°
0 2 45 67.5 90
LINEAR INT - LP (LCIL) 508 | 508 | 507 | 597 | 597 | Tk —3iditene 255 voer
3500K / 120°X 120° 595 593 59 2 59 59
: : Total Rated Fixture Lumens 164 57.6 56.9 56.4 56.1 56.2 6.562¢¢ | 0.4336,1.389f¢ 18. 765t
2 4.667,14.951. 571.73
O Total Luminaire Efficiency 100% 53.9 52.8 52 51.5 515 " * o
47.8 46.5 458 45 45
o Total Input Watts 2.785W 40.2 39.1 375 36.5 36.5 9.843fFt | 0.1927,0.6173fc 28.14ft
3m [~ 2.074,6.6 357.59
Lf) Horizontal Beam Angle (50%) 112.5 30.6 28.9 271 256 253 ‘ aa1x o
(l) i 19.5 178 14.6 12.7 12.2
Vertical Beam Angle (50%) 1096 13.12ft | 0.1084,0.3472fc 37.51ft
X § 8.2 5.7 3.3 24 2.4 4m 167,3.7371x 1143.46cm
Horizontal Field Angle (10%) 157.3 " 07 05 04 04
ehife (A2 6l Ao ([0 1205 0.4 0.1 0.3 0.2 0.3 16.4£¢ | 0.0694,0.2222¢¢ 46.89z¢
5m 0.7468,2.3921x 1429.32cm
Height Favg, Emax Angle:110.04deg Diameter
“ 0 225 45 67.5
3.281ft 1.926,6.119fc
LINEAR INTo- LP(I:CIL) “ 65.8 65.7 65.8 65.8 65.7 Im[ 20.73,65. eix 288.53cm
00 KUK 208120 \ 655 | 656 | 659 | 659 | 659
: : Total Rated Fixture Lumens 182 §= 63.5 63.8 64.4 64.6 64.8 B oo | o Qe 1. 53048 18.93£¢
') Total Luminaire Efficiency 100% 7‘“ 59.9 60.5 614 61 614 | 518416, 471% °77-07em
53.9 54.8 55.5 55.5 55.8
o Total Input Watts 267w 453 47 473 476 47.8 9.843fFt | 0.2140,0.6799fc 28. 45t
(@) Horizontal Beam Angle (50%) 13.3 344 365 372 36.8 36.9 Im | 2:304,7.5181x 865 60cm
<I i 21.8 23.5 23.5 23.5 23.6
Vertical Beam Angle (50%) 103 13.12ft | 0.1204,0.3824fc 37.87ft
N § ol 9.1 9.9 1.5 1.2 4m [~ 1.296,4.1161x 1154.13cm
Horizontal Field Angle (10%) 157.1 13 12 09 09 1
Reifcallgcld Angle (10%) = 0.2 0.2 0.6 0.8 0.8 16.4ft | 0.0771,0.2448fc 47.33ft
5m [ 0.6294,2.6351x 1442. 66cm
IES Direction Height Eavg, Emax Angle:110.54deg Diameter

Photometrics by an independant lab in accordance with current IES published Procedures.
*Lumen measurements comply with IES LM-79-08.
IES data is available at www.ecosenselighting.com

Specifications subject to change without notice. Visit

EcoSense Lighting Inc. Phone 310-496-6255 EcoSenseLighting.com for the most current specifications.
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A Program of the U.S. DOE

Color Rendering Inde

%;ggz}te%g!ﬂ): Temperature (CCT) 2700 (Warm White)

Warm White

Bright White Daylight

2700K 3000K 4500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: XNX5-XRGNVL (Revised 7/1/2013)
Model Number: LCIL-12-27-120-120

Type: Luminaire - Cove
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