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EcoSpec® Accessories - Linear Wall Mount

New Linear Series

OVERVIEW / SPECIFICATION

PHYSICAL Material(s) Heavy Gauge Steel

Finish Epoxy Powder Paint, Neutral Grey

Lengths  6” (153mm) / 8” (204mm)  / 12” (306mm) / 24” (612mm)

The EcoSpec Linear Wall Mount System allows for the installation of EcoSpec Linear products onto any wall surface without the need for an
architectural shelf or cove. The fixture maintains full adjustability and uses a single arm at the ends of each fixture. The arms are available in a range
of lengths to fit every setback requirement. EcoSpec Linear fixtrue can be moutned on the top, bottom, or both sides of the arm.

The Wall Mount System mounts directly to a solid surface or over a j-box and allows for the fixtures leader cable to run through the arm and directly
into the j-box. The Wall Mount System mounts to the fixtures adjustable mounting brackets for a visually clean installation and allows for the addition
of the Masking Plates and other shielding accessory to hide the fixture body.
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SCALE 1 : 2
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EcoSpec® Accessories - Linear Wall Mount

New Linear Series

INT-EXT - A - MNT -

MODEL LENGTH

  INT-EXT - Linear HP INT Wall Wash (WWI)  CA-6

Linear HP EXT Wall Wash (WWE) CA-8

Linear HP INT (HPI)       CA-12

Linear HP EXT (HPE)    CA-24

EXAMPLE: INT-EXT - A - MNT - CA - 6

Mounting Options 
T-Bracket Joining Plate INT-EXT-A-MNT-CA-T Use one for every fixture-to-fixture connection

E-Bracket End Plate Set INT-EXT-A-MNT-CA-E End Set includes one left and one right plate. Order one set per run.

ORDERING Choose the option that best suits your needs and write its corresponding 
code on the appropriate line to form the product code
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EcoSpec® Accessories - Linear Wall Mount

New Linear Series

DIMENSIONS For complete dimensions and submittal drawings, please visit: 
ecosenselighting.com

Wall Bracket, XX” Offset

J - Box Gasket
1/16" EPDM Rubber

INT-EXT-A-MNT-CA-24

INT-EXT-A-MNT-CA-12 INT-EXT-A-MNT-CA-08 INT-EXT-A-MNT-CA-06

Welded All Around Cap

J - Box Gasket
1/16" EPDM Gasket

All Around Welding

Thread Hole 8-32
Undercut 
Screw Top

Thread Hole 8-32
Undercut 
Screw Bottom
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 .20 
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 .76  .50 

 .75  3.25 

Obround
1" X 3/4"

 2.47 

 2.47 

 4.00 
 2.50 

 12.50 

INT-EXT-A-MNT-CA-12

 8.50 

INT-EXT-A-MNT-CA-08

 6.50 

INT-EXT-A-MNT-CA-06

INT-EXT-A-MNT-CA-24

Note : Attachment To The Building Structure, Is The Responsibility Of The Installer.
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EcoSpec® Accessories - Linear Wall Mount
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DIMENSIONS For complete dimensions and submittal drawings, please visit: 
ecosenselighting.com
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Obround
1" X 3/4"
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Obround
1" X 3/4"
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