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OVERVIEW • SPECIFICATIONS

SINGLE CIRCUIT H-TRACK

H-Track
Introducing EcoSense’s Line Voltage 

H-Track. Available in white and
 black powder coat finish.

Certification 

OUTLET BOX COVER 
ORDERING INFORMATION

 JHU AC OC
        COLOR
     WH - White 
                                 BK - Black

DEAD ENDS (includes 2) 
ORDERING INFORMATION
Included with live end feeds, conduit 

feeds, linear couplers, straight feed 

connectors and L, T, & X feed connectors. 

May also be ordered separately.

 JHU AC DE
        COLOR
       WH - White 
                                  BK - Black

H-TRACK SINGLE CIRCUIT
ORDERING INFORMATION

 JH1 TK
                   COLOR        LENGTH
            WH - White         44”
            BK - BlacK          92”
           140” 

LINE VOLTAGE TRACK |  ACCESSORIES
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OVERVIEW • SPECIFICATIONS

SINGLE CIRCUIT H-TRACK

THREADED ROD MOUNTING CLIP 
ORDERING INFORMATION

 JHU MT CR
    

 

T-BAR MOUNTING CLIP
ORDERING INFORMATION

 JHU MT CT
     

STEM AND CANOPY
ORDERING INFORMATION

 JHU MT SC       

  

TRACK REINFORCEMENT PLATE
ORDERING INFORMATION

 JHU MT PT
    

 

                       COLOR          DROP
                WH - White             12”
                                    BK - BlacK              18”
                          24”
                          48”  

MONOPOINT CANOPY

ORDERING INFORMATION

 JHM RN 05

UNIVERSAL STEM SUSPENSION POINT
ORDERING INFORMATION  

              COLOR
    WH - White             

BK - BlacK              

 JHU MT ES   
           COLOR
       WH - White 
                                  BK - Black

Stem and canopy not included

Live End Feed not included

Includes bracket & cover (shown below)

Requires Universal and/or End Feed Stem
Suspension point sold separately

Stem and canopy not included

 JHU MT US   
             COLOR
        WH - White 
                                  BK - Black

END FEED STEM SUSPENSION POINT
ORDERING INFORMATION

Includes bracket & cover (shown below)

LINE VOLTAGE TRACK |  ACCESSORIES
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OVERVIEW • SPECIFICATIONS

SINGLE CIRCUIT H-TRACK

FEEDABLE L-CONNECTOR 
ORDERING INFORMATION

FEEDABLE X-CONNECTOR 
ORDERING INFORMATION

STRAIGHT FEED CONNECTOR 
ORDERING INFORMATION  JH1 FD XC

        COLOR
      WH - White 
                                 BK - Black

 JH1 FD ST
        COLOR
       WH - White 
                                  BK - Black

 JH1  FD   LC
            COLOR
          WH - White 
                                   BK - Black

LIVE END FEED 
ORDERING INFORMATION

 JH1 FD LE
        COLOR
       WH - White 
                                  BK - Black

FLOATING FEED 
ORDERING INFORMATION

 
JH1 FD  

AMP RATINGCONFIGURATION
CLE - End Feed
CLEM - End Feed Mirror
CLI - In Line Feed

01 - 1amp/120W
03 - 3amp/360W
05 - 5amp/600W
08 - 8amp/960W
10 - 10amp/1200W

WH - White
BK - Black

 COLOR

JH1 FD FL
        COLOR
       WH - White 
                                  BK - Black

FEEDABLE T-CONNECTOR 
ORDERING INFORMATION
(Left/Right Configurable)

(Left/Right Configurable)

 JH1 FD TC
       COLOR     
                WH - White 
                                  BK - Black       

CURRENT LIMITING FEEDS
ORDERING INFORMATION

LINE VOLTAGE TRACK |  ACCESSORIES
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SINGLE CIRCUIT H-TRACK

LINEAR COUPLER 
ORDERING INFORMATION

 JH1 CO LN
        COLOR
       WH - White 
                                  BK - Black

CONDUIT CONTINUATION KIT 
ORDERING INFORMATION

 JH1 CO CC
        COLOR
       WH - White 
                                  BK - Black

CONDUIT END FEED 
ORDERING INFORMATION

 JH1 FD CE
        COLOR
      WH - White 
                                 BK - Black

Track Configurations, Components, Dimensions
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Feedable L-Connector
Right/Left configurable.

Feedable T-Connector
Right/Left configurable.

Feedable X- Connector

Live End Feed Linear Coupler Live Middle Feed
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Conduit End Feed
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Actual 44, 92, 140 inches* or field cut to length

No dimension added with linear coupler (3)

Actual 44, 92, 140 inches* or field cut to length Actual 44, 92, 140 inches* or field cut to length

 Feedpoint-to-feedpoint +: add 4” to actual length

Actual 44, 92, 140 inches* or field cut to length

Typical grid layout showing proper feeds,
and feedpoint-to-feedpoint dimension
considerations.

Actual 44, 92, 140 inches* or field cut to length
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