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To Our Valued Partners:
At Lightfair we introduced TROV to the world and now it is finally here.

TROV balances form and function and adapts to any environment giving pesigners more freedom and
greater confrol over their projects. With over 20,000 product variations, TROV provides a solution for
cove lighting, wall grazing, wall washing, line of light accents, and uniform asymmetric lighting.

In this case you will find everything you need to demonstrate all of the amazing fechnologies we have
developed into TROV. To guide you through the case you will find a laminated map of the top and
bottom trays. This map will show where each fixture and accessory is placed in the case.

Top Tray:

In the top tray you will find interior cove options. This includes six 8W L35 cove fixtures from 2200K to
4000K to demonstrate the widest CCT range of any linear product. There is also a 10W 4000K L35 to
demonstrate the most powerful cove fixture EcoSense has ever created. The top rack also contains
several types of optional mounting accessories, a 12" jumper cable, and a snap on frosted lens.

Bottom Tray:

In the bottom fray you will find a sampling of wall graze, wash, Line of Light, and Asymmetric fixtures.
There are three grazing fixtures that represent the popular equivalent EcoSpec Linear family. These are
TROV 9x29, and 9x59 which match EcoSpec 17x35, and 10x60, respectively. There is also a TROV 40x60
wall wash fixture which is the equivalent EcoSpec 30x60. There is the Asymmetric cove fixture that
throws uniform light over a wide surface without dark shadows in the cove. You will also find the Line-of-
Light fixture to demonstrate its evenly illuminated optic that eliminates led pixilation. There is also the
120° exterior cove fixture which is the smallest fixture of its kind on the market. All of the fixtures in the
bottom fray are 10W 3000K to make accurate comparisons to each other.

TROV is available with custom-made accessories. In the bottom tray there is an L50 louver and a snap
on lens to demonstrate how these accessories can further modify the optics to your needs.

Dimmer and Watt Meter:

The Lutron dimmer should be used to show our flicker free Dim to 0% input power technology. Three
fixtures should be connected to the dimmer to meet the minimum load and to show the smoothest
dimming. The watt meter is used to demonstrate the five power levels available with TROV. These are
2W, 4W, 6W, 8W, and 10W. Simply plug the watt meter in to the wall and plug the dimmer into the watt
meter. Use the dimmer to adjust the power to the level you want to demonstrate. For example, if you
have three L35 8W fixtures and want to see what a 4W will look like, adjust the dimmer until the watt
meter reads 12W. As a reminder TROV is ordered by fixed wattage, see spec sheet for details.

We look forward to working with you on the most exciting product EcoSense has ever created. Thank
You for all your support over the years,
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